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ABSTRACT 


In many large systems today, input/output is not performed directly 
by the user, but is done interpretively by the system for him, which causes 
additional overhead and also restricts the user to whatever algorithms the 
system has implemented. Many causes contribute to this involvement of the 
system in user input/output, including the need to enforce protection 
requirements, the inability to provide adequate response to control signals 
from devices, and the difficulty of running devices in a virtual environ- 
ment, especially a virtual memory. The goal of this thesis was the creation 
of an input/output system which allows the user the freedom of direct access 
to the device, and which allows the user to build input/output control 
programs in a simple and understandable manner. This thesis presents a 
design for an input/output subsystem architecture which, in the context of 
a segmented, paged, time-shared computer system, allows the user direct 
access to input/output devices. This thesis proposes a particular archi- 
tecture, to be used as an example of a class of suitable designs, with the 
intention that this example serve as a tool in understanding the large 
number of interactions which exist between the various parts of the input/ 
output system. These interactions make the design of an input/output system 
more complex, for they prevent the independent investigation of the various 
input/output system parts. Using this specific system, the thesis draws 
several conclusions, some of which are 1) that in order to provide a 
coherent and understandable program structure, input/output operations 
should be contained in a process dedicated to the task, which uses inter- 
process communication facilities.to signal to other processes, 2) that to 
allow the user to refer to his device in a simple fashion while using the 
segment access controls to protect his devices from other users, the input/ 
output device should be interfaced as a number of memory words, which can 
be mapped into the environment of the user as a segment, 3) that the 
virtual memory can meet the timing needs of the input/output system with- 
out compromising its own functions by the use of time limits on the dura- 
tion of the input/output operations, and 4) that interrupts should not be 
part of the user environment, but should be hidden from the programmer, so 
that the input/output program he provides is sequential rather than 
interrupt driven in structure, a much preferable form. 
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Chapter 1 
Introduction 


The last few years have seen a great advance in the sophistication 
of computer operating systems, particularly with the interface pacweek 
the user and the computing resource, as certain features of the com- 
puter, not optimally structured as far as the user is concerned, are 
modified by software or hardware to provide a better interface. Examples 
of these modifications include time-sharing, which adjusts a computer to 
the speed and response needs of users, and virtual memories, which re- 
move the limitations imposed by the size of the primary memory of the 
computer, 

In contrast to other computer subsystems, the user input/output sub- 
system has undergone relatively little evolution. Thus, even in a fairly 
sophisticated operating system, the user wishing to do his own I/O can 
Still discover an awkward and restrictive I/O interface. This state of 
affairs holds because the insights that form the basis of an orderly 
system implementation do not exist for I/0. 1/0 subsystem implementa- 
tions are still complex and ad hoc, with resulting disadvantages. The 
purpose of the thesis is to identify the problems which are central to 
the complexity of I/O subsystem design, and to develop the understanding 
which will allow orderly solutions to these problems. 

In this thesis the term I/0 will be used to mean I/O performed at 
the request of the user, rather than I/O performed by the system to sup- 


port system functions. For example, input or output to the disk to sup- 


port paging will not be considered. Another way of describing the 1/0 
to be studied here is that it is I/0 to devices which are controlled by 
the system only to the extent of granting or denying permission to use 
them. From the system point of view, the device is just a source or 
sink of data. 

The I/O subsystem will. be considered in the context of a large 
multi-processing time-sharing system. The system will provide multiple 
virtual memories, each consisting of a paged segmented address space, 
with protection mechanisms provided to control access separately to each 
segment in the virtual memory. Each user is provided with one or more 
processes, each characterized by a current value of an instruction 
counter and an associated virtual memory. In other words, every process 
has its own address space. The supervisor will be distributed; that is, 
the programs which constitute the operating system are implemented as 
segments containing code which execute in the process of the user on 
whose behalf they are run. The system code exists in all address spaces, 
rather than being isolated in an address space of its own. 

This particular kind of computer operating system was chosen as 
being far enough advanced to make this research interesting but well 
enough developed to provide faith that the implications and interactions 
of the various features are indeed understood. One implemented system 
with these features is the Multics system (8,9,31). This system will 
be used from time to time through the thesis as an example; it has been 
chosen as an example because of the author's familiarity with it, and 


because its generality tends to subsume most other systems. It is very 
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important to have an example such as this, for, in the field of operating 
System design, the knowledge is lacking which allows the analytical de- 
monstration of the effectiveness of given techniques. Lacking such ana- 
lytical tools, it is necessary to turn to existence proofs, in the form 
of implemented systems, to show that some proposal is indeeed practical. 
It is important to stress, however, that prior knowledge of the Multics 
System is not required in order to understand this thesis. The observa- 
tions which the thesis will make about I/O are not restricted to Multics 
by any means, but are believed to be rather more general. 

In an attempt to identify the particular aspects of I/0 which will 
be considered in this thesis, a possible modularization of an I/O sub- 
system is presented in Figure 1-1. The thesis will concern itself with 
two modules in the figure: device dependent functions and hardware in- 
terface and control, because most complications seem to be centered here, 
and because proper design of these modules is crucially related te the 
proper functioning of the operating system as a whole. Little will be 
said about the design of the I/O device itself, the bottom module in the 
diagram. Other than assuming that devices come in a wide range of trans- 
fer rates and data path widths with various timing constraints, device 
details will be ignored. The reader may think in terms of disks, tapes, 
printers, typewriters, etc. 

The upper modules in the diagram will be excluded because design of 
these functions seems much better understood, and because these functions 
Seem less central to the basic supervisor operation. A device-indepen- 


dent interface at a fairly abstract level has been achieved or discussed 
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Figure 1-1: Possible modularization of I/O system. 


12 
in several forms. Multics, for example, has provided a general interface, 
in the form of a number of subroutine calls, which allow equivalent opera- 
tions on different devices to be expressed in the same way. One routine 
reads, another writes, and so on, To specify which device is to perform 
the operation, a symbolic name is supplied on each call. Since the re- 
lation between name and actual device may be modified dynamically by 
other calls, the particular device invoked by a given call at this inter- 
face may be changed without altering the program making the call. Fora 
more detailed description of this interface, see the paper by Feiertag 
and Organick (18). 

An witernaee form of devi cacindependent interface is to model de- 
vices as separate processes, and to send information being read or writ- 
ten messages through the interprocess communication mechanisms of the 
system. This is a slightly more restrictive interface, for only those 
aspects of the device which ate mirrored in the interprocess communica- 


tion mechanism can be affected at the interface. 


Defects of Current 1/0 Systems 

In bdee ~ understand what this thesis hopes to achieve, it is first 
necessary to understand what is wrong with 1/0 systems as they exist 
‘now. Examination of current systems reveals that the various superfi- 
cial defects observable are caused by five general problems which beset 
the I/O subsystem, These five problems are as follows: 

First, I/O subsystem designers have had a hard time matching the 
resources actually consumed by an 1/0 ‘seu £5 the cenwamen required, 


1/0 devices usually operate at a much slower speed than the speed of the 
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computer to which they are attached. It was thus realized very early 
that if the processor were used directly to perform I/O, it would be 
very inefficiently utilized. A variety of techniques have been intro- 
duced to attempt to reduce the resources needed for I/O. The problem 
is that these techniques have, in the process of achieving their goal, 
introduced other restrictions and inconveniences. For example, to re- 
duce processor costs associated with I/0, channels (special purpose pro- 
cessors) were devised to stand in place of processors. But this intro- 
duced a channel programming language, and the complexities of program 
structure which result from adding a second processing element to the 
computation. Another technique developed to reduce processor costs was 
scheduling of the processor using interrupts, But this development intro- 
duced the awkward program structure which interrupts can cause. 

To reduce memory costs associated with I/0, special buffering 
schemes were devised. But buffering can cause two problems. First, the 
user may be required to perform his I/O indirectly through the module 
managing the special buffer, rather than directly from his own program. 
Second, any use of buffers introduces the complexity we will call data 
pipelining. Data pipelining describes any situation in which items do 
not move directly between device and memory, but rather inhabit inter- 
mediate storage on the ev such as memory buffers, hardware buffers, 
queues in multiplexors, etc, The result of data pipelining is that the 
instantaneous description of items transferred is very complicated, so 
that it is often awkward to determine just how far an I/O operation pro- 
ceeded, for example if it stopped on an error. This pipeline of data 


must also be flushed on occasion, say if data for a stopped device is 
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clogging some multiplexed facilty. 

To reduce the cost of peripheral components associated with 1/0, 
the components are shared, or multiplexed, among several devices, But 
this destroys the uniform appearance of the I/O system (various devices 
are multiplexed in different ways), and may eliminate the possibility of 
hardware control of access to devices. Clearly, the resources required 
for I/O should be minimized, but equally clearly, these various draw- 
backs should be avoided. 

Second, 1/0 designers have had a hard time matching timing con-. 
straints of I/O devices to the timing characteristics of a virtual en- 
vironment. If a user is given direct access to his device, he will ex- 
pect it to operate’ in the environment he sees. But if the user's en- 
vironment includes a virtual memory, then the real time restrictions of 
the device must be reconciled with the unpredictable delay which such 
things as page exceptions cause in a virtual memory reference. The solu- 
tion to this problem often has again been buffers, with the associated 
problems discussed above, 

Third, I/O designers have had a hard time integrating the asyn- 
chronous nature of I/O into the process structure. It is appropriate to 
view 1/0 as going on in parallel with, or independent from, the rest 
of the user's computation. The user's see eet an will proceed faster 
as a result and system throughput will increase. The desired paral- 
lelism can, however, be produced in a variety of ways, some less desir- 
able than others, The use of the interrupt to simulate parallelism is 
an obvious idea, but it produces a structure with various undesirable 


characteristics, as will be discussed in the next chapter, 
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Fourth, 1/0 designers have had a hard time developing: mechanisms 
which apply to a large class of devices. This is a slightly different 
sort of problem than the three before. It is perhaps more of a design 
criterion which has so far. been violated.. A good.example of this prob- 
lem is buffering, mentioned above as a solution to several problems. If 
designers could identify the similarities between several devices; and 
build one buffer manager which served all, they would derive various 
benefits. Obviously, one benefit would be that there was only one mana- 
ger to. code, install, and maintain. Perhaps more importantly, one buf- 
fering strategy could be integrated into the system itself as part of the 
virtual memory. manager, whereas fit is much more difficult to justify in- 
cluding a collection of specialized gixvetesiea: which will rather exist 
more like accessories fastened to the outside of the system. The bene- — 
fits of having the 1/0 buffer scheme fully integrated. into the virtual — 
memory should outweigh any loss of local efficiency which follows ‘from 
exploiting the similarities rather than-the differences between devices. 

Fifth and last, the I/O designers have had a hard time devising an 
I/O architecture which is clean, simple, and elegant. ‘The result of this 
is that 1/0 programs are difficult to write, the correct functioning of 
mechanisms is difficult to prove, and the: mechanisms themselves are dif- 
ficult to understand. This problem, like the previous one, is in the 
nature of a design criterion. Clearly, this thesis cannot afford to re- 
strict itself to issues of functionality; it must consider issues of ele- 
gance and cleanliness as well, for it is crucial that: the architecture 
presented in this thesis be easy to understand as well. as functionally 


correct. 


Overview of Thesis 

These preceding five observations allow a general statement of the 
goal of this thesis, which is to show that by making the proper assump- 
tions and the proper design decisions, it 18 possible to build a system 
which is compatible with a virtual memory machine of the kind discussed 
here, and which at the same time succeeds in correcting the five de- 
fects discussed . above. - This is a rather. general statement of the thesis 
goal. [It can be stated wake peck? icaliy as follows: the failure of 
I/O system designers to cope with the five given defects has two ob- 
vious consequences, which this thesis .intends to eliminate. The first 
consequence is that while it is always desirable to have as little of 
the. system-as possible within the privileged supervisor, in order to 
foster flexibility-and to reduce the bulk of. the code on: whose correct- 
ness the system depends, the code implementing the various I/O functions 
often require supervisor privileges and protection, for such. purposes as 
control of multiplexed modules, shared buffers, or the channels them- 
selves. This in turn implies that the user.cannot replace these I/O 
programs, but. must be content with what. the system provides, Second, 
programs implementing these functions are difficult to write, error- 
prone, and. very complicated in structure... One classic cause of this 
complexity is the interrupt, which can cause'a very awkward program 
structure, Other. causes mentioned above were special aandl languages 
and improperly implemented parallelisn. 

The goal of the-thesis can now be stated, in. terms of these con- 
sequences, as.attempting to build a system which, first, gives the user 


direct access to his 1/0 device, rather than requiring him to use inter- 
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posed system code, and second, provides an environment in which building 
an I/O module is not so exceptionally difficult as it now seems to be, 

In order to achieve this goal, the thesis must proceed in stages; 
there is no one insight which WALT sweep away all difficulties at once, 
Rather, there are several dsetan decisions which must. be made, and, 
perhaps more , difficult, which must be integrated with each other. One 
of the eeens of I/O is fuae the various issues of I/O design influence 
each other to a high degree, so that the implementor can easily become 
lost in a maze of interacting solutions, 

The technique this thesis will use to launch an orderly attack on 
the problem is or several simplifying assumptions, the effect of 
which will be to ignore certain of the defects listed above. In parti- 
cular, a sestan will first be presumed in whitch 1/0 may consume any 
amount of resource needed, ene in which there are no real timing con- 
straints anywiere in the r/o eyaten- Elimination of these two problems 
will allow initial concentration on the more fundamental issue of what - 
appearance the 1/0 oyeten shall have in the virtual environment of the 
user. How shall the parallelism implied by I/O be represented? Per- 
haps more pactcat ty, what shall the representation of the I/O device. 
itself be in the user's environment ? The thesis will propose a parti- 
cular solution to this subset of the problems, and will then demonstrate 
the validity of this solution by removing the various simplifying assump- 
tions one by one, and evolving a solution which succeeds in coping with 
the defects thus revealed. As these assumptions are reconsidered, the 
thesis will proceed 6 ea a fairly idealized 1/0 subsystem to one which 


might be practical by éoday’ 8 standards, ~ 
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The thesis will be Grant cedas follows: In the next chapter, the 
first version of the I/O system will be presented. It will depend on 
several simplifying assumptions, as ment loned above. The most distinc- 
tive and important feature of this simple 1/0 system is that the 1/O de- 
vice is represented in the environment of the iser as some number Se 
words in his virtual address space. This maiceicular device interface 
has several important advantages: it allows the user to reference his 
device without using special I/O instruct ions, it allows ihe deeice to 
be protected from access using those tools which protect Segments in 
the virtual memory, and it causes a Seat simplification ta the rold and 
architecture of channels. The chapter will then discuss how to implement 
the parallelism appropriate for i/o, and the cotrect srostan sivdctare 
to deal with errors and with signals from the device. It will do so by 
assuming the existance of several processes, one or more for tenaadn 
computation of the user, a separate 1/0 process, and additional pro- 
cesses which wait for errors to occur. The result of this seoeean struc- 
ture is that no device ever "interrupts" a seseaee asynchronously, 

Chapters 3 and 4 deal with the problem of pacdnel ink the timing 
characteristics of the device and of ene Sictoal memory. Chapter 3 
discusses a modification to the virtual memory, in which the I/O process 
is allowed to fix necessary’ pages in memory during 1/0 operations. The 
chapter shows that imposing an enforced time limit of negot table dura- 
tion on this fixing of pages is a sufficient constraint to make the tech- 
nique acceptable to both I/O process didi gireudh wenory: In this chapter 
the use of the time limit will restrict the Sechaidue to record-oriented 


devices, but in Chapter 7 the restriction will be relaxed, so that an 
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interface between I/O and the “rcial weber ie provided which is appli- 
cable to a very wide variety of devices. Chapter. 4 discusses an alter- 
native to this technique, in which the virtual memory is not modified, 
but rather buffers are inserted between, the device and the rest of the 
System, The chapter discusses the problems of buffers,. or more gener-. 
ally the problems of data pipelining, which must be resolved before buf- 
fers can be utilized. It concludes that while buffers can, under cer- 
tain circumstances, cause several complications, they can, if properly 
designed, prove very helpful. The buffer design which Chapter 4 de- 
velops can be used for several purposes other than relieving timing con- 
flicts with the virtual. memory. In warticuiays buffers are helpful in 
the multiplexing of resources, especially processors. 

Chapter 5 will introduce various sorts of multiplexing tite the 
I/O system, It will conclude that while most kinds of multiplexing are 
quite appropriate, there are certain sorts, the multiplexing of I/O ports 
and the multiplexing of certain kinds of buffers, which are capable of 
causing trouble. The chapter will identify. these and show what problem | 
they have. 

Chapter 6 considers how to reduce the cost of processors used to 
perform I/0. It discusses the techniques mentioned above: _ channels. and 
scheduling by iiercudee. For channels, it shows that representing a de- 
vice as a sequence of memory words allows a great simplification in chan- 
nel structure. For scheduling by interrupt, it shows that a structure 
can be imposed on interrupts which avoids the bad effects interrupts so . 
often cause. The chapter also shows that buttarecass: developed in Chap- 


ter 4 can be used as tools to reduce processor costa, 
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Chapter 7 considers reducing memory costs. ie) Péconet dees Chapter 
3, in which a modification was performed on the virtual memory manager 
to interface it successfully to I/0, and it extends the class of devices 
to which the modification can be applied, while reducing cost at the 
same time. The resulting technique is applicable to essentially all the 
devices which the thesis will have considered, 

Chapter 8 will conclude the thesis by reviewing the total system 
which results from the combination of these various techniques. By this 
point in the thesis, many specific issues will have been discussed, in- 
cluding buffering and data pipelining, I/O language semantics and syntax, 
the I/O device interface, parallelism, multiplexing, and asynchronous 
virtual memory interaction. Clearly, an integral part of this thesis 
must be to show the proper role for issues such'as these within the I/0 
system. Equally clearly, these specific issues are only part of the 
thesis. : More important is the combining of all of these issues in such 
a way that a system results which conforms to the broad goals stated 
above. Hopefully, one result of the thesis will be to give insight into 
the relation between the specific issues and the general goals, This is 
the understanding which is really needed and currently lacking in I/O 


system. design. 


Review of Related Work 

Research on I/O systems can be divided into two classes: those 
papers which consider some small portion of the I/0 system, and those 
papers which try to integrate several issues to come up with a coherent 


overview of the I/O system as a whole. Papers in the former category 
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are far more common. 
Buffering, for example, has been ane: subject of a great many papers. 

One of the most common er is determination oF the Proper size of a 
buffer, given a ee buffer strategy, a question which this thesis 
will largely neglect. It would be hopeless to try me reference all of 
the queueing ehescy papers which aici bear on ents topic. ‘Papers speci- 
fically related to computer r/o puttering have been written by Chang (3), 
Chu (4,5,6,7), Delgalvis (13,14), Dor (16), Gaver (20), and Wolman (40). 
Some of these papers might be applicable in a practical implementation | ; 
of this I/O system, but we shall not be concerned with this sort of re- 
gult in this thesis. | 

| Considerable concern has been given to scheduling of the processor 
so as to give proper response to 110 tasks. Queueing theory has been 
emproyed to attack this problen: . Muntz and Coffman (30) attempt to find 
the ininisen execution time of a collection of interrelated tasks given 
the execution time of the individual tasks. Held and Karp (24) attempt | 
to find the spttion spgesaicaae: order given similar conditions. Man- 
chester (27) finds conditions such that ererts and finishing time limits 
are met. These papers are not directly applicable to this thesis, be- 
cause re various ees e tone which they make BpOuE the tasks. In 
particular, ‘they are more concerned with ‘scheduling a number of inter- 
related tasks, rather than independent tasks. But they. are interesting 
because of the knowledge which they require of each task, In Chapter 3 
of this thesis, tasks will be characterized by aca running time. 
eae auvese. ta general, require two other parameters, the maximum 


time before which the task must be completed, and the minimum time be- 
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tween successive requests to run the task, Papers by Fiala (19) and 
Strollo, Tomlinson, and Fiala (38), have shown that if all real-time 
tasks are described by these three parameters, it is possible to devise 
a scheme which will integrate scheduling of these tasks into a time- 
sharing system of the sort envisioned here, These papers describe an 
analytical technique to discover whether a given collection of tasks can 
be run within the constraints of the parameters, gad Ries describe | 
various scheduling rules. The thesis will not discuss guaranteed res- 
ponse time scheduling. It will be assumed that if, in Srdee to make 
some device work properly, such scheduling is required, then the tech- 
niques described in these last two papers could be integrated into the 
I/O system of this thesis. The thesis will lay sufficient groundwork 
that such an integration should not be difficult. . | . 

One difficulty with I/O is that in Grdes to refer to the device it- 
self it is often iacensnry to use some specialized idneuage: Several 
attempts have been made to provide a device representation which could 
be made part of a high-level language. Gertler (21) describes an addi- 
tion to Algol which allows an I/O device ce be manipulated as a variable. 
Boulton (2) describes a similar modification to. eet The IEEE Trans- 


IECI-15, 2, December, 1968, contains papers on a variety of schemes 
witch allow device control programs to be written in Portree: This 
thesis will achieve a similar goal of representing | the device ina high- 
level language, but it will do so in a form gomawhat different from that 


SDOVEs in that our high-level language representation will directly mir- 


ror the ‘hardware “representation of the device, which was not a goal in 
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the above papers. 

The next chapter.will develop a rather: idealized I/O system, which 
will gain its considerable simplicity by ignoring two objectives, the 
controlling of resource usage. and the meeting of the device time: con- 
Straints, The reader may feel that.the simplicity so-achieved is decep-— 
tive, in the sense that there are probably other assumptions made which 
would render even this system complicated in practice, As an indication’ 
of the simplicity which can in practice result, the paper by Hatch (23). - 
is interesting, It describes an. implemented :system which disposes of - 
these two objectives, first. by the use of channels,’ and secend by keeping 
all of the user's storage in core at all times. As may be imagined, this 
imposes some other limits on the user, but the 1/0 system which results 
is rather simple and.clean. Even with limited hardware support, the 
user may write and execute. his own channel program.with minimal syetem — 
intervention. 

One paper.which directly considers the: integration of I/O into a 
paged, segmented, virtual memory. system is the thesis by Suith (37), 

This thesis, however, deals with only two topics in particular. One 
topic is the structyre. which the- 1/0. control. program should have, given 
that the device is controlled by a channel rather than the processor: 
itself. The thesis concludes that the 1/0 centrol program is. best struc- 
tured as a single sequential process which moves itself explicitly from 
processor to channel and back as necessary. This is a result. with which 
we agree in principle; it will be discussed in Chapter 6. The other. 
topic considered by Smith is the architecture of the associative memory 


which would be used in the conversion of virtual to real addresses, 


24 


This thesis will not consider in detail the utilization of such an asso- 
ciative memory. One point, however, is that Smith fails to consider 
the need to clear the associative memory, which causes problems because 
{t places a large transient load on the address conversion machinery. 
It is not as obvious as Smith’ would suggest that all channels should 
take advantage of an associative memory. The most important problem 
with Smith's thesis is that he fails to integrate into his scheme the 
important issues of memory management and-asynchronous virtual memory 
interaction. He presumes that any page which will be needed is already 
in primary memory, without. discussing how it got ‘there ‘or the cost of 
keeping it there, 

Wirth (41). attempts. to deal with the issue of parallelism in I/0. 
The important conclusion he reaches is that while parallelism is an — 
appropriate tool in doing I/O, there are good and bad ways of producing 
this parallelism, The technique Wirth uses, which is similar in struc- 
tive to that of this thesis, is to make the I/O program part of a dis- 
tinct process, which communicates with the main computation of the user 
by means of the normal system interprocess communication tools. However, 
the particular technique Wirth uses to structure the 1/0 process does 
not give the user full direct access to the device, and restricts the 
techniques available for oe recovery. Also, Wirth does not consider 
I/O in a virtual memory contéxt, and thus does not consider issues of 
memory management. 

As the above suggests, any orderly I/O system implies some inter- 
process communication tools. Two well known sets of tools have been 


developed: .Saltzer (35) describes the primitive block and wakeup. 
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Dijkstra (15) describes the primitive p and v. Either can be made to 
work, The book by Organick (31) describes the way Multics implements 
interprocess communication using block and wakeup. 

The single feature which most shapes the 1/0 system of this thesis 
is that the device is represented in the virtual environment of the user 
as a sequence of memoty words. This is not the normal interface for a 
device, but there are two computers which have implemented such an inter- 
face in some fashion. One is the PDP-11, manufactured by the Digital 
Equipment Corporation (11,12). ‘The interface to each device in this 
machine is as a number of memory words, representing data, state, and 
control information in a fashion similar to this thesis. In other res- 
pects the two systems are rather different. The PDP-11, to the extent 
it has a virtual memory, has not exploited it to control devices. Nor 
does the PDP-11 use buffers or channels in the novel way which is allowed 
by interfacing devices as memory words. 

A system which more closely resembles the one developed in this 
thesis is the Plessey 250 system, a large multiprocessor, virtual memory 
time-sharing system described in several papers (10,17,22,33). The 
Plessey system is similar to the setae of this thesis in that the re- 

acbadaion of the device in the virtual address space is as a segment, 
protected by the system access control mechanisms, and in that buffers 
are used to eliminate channels, with the processor itself doing the I/O. 
The most important difference between this system and the Plessey system 
is that the Plessey system does not have as a goal direct user access 
to the device, The papers available do not give great information on 


this point, but the system implements a possibly restrictive scheduling 
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strategy, and uses multiplexed buffers in a way which surely prohibits 
direct access to the devices using that buffer. No information is 
available discussing Plessey's solutions to the pipelining and synchro- 
nization problems raised by buffers, or discussing. their views of process 
structure, error recovery, and related topics. But it is a very important 
System, because it is the closest system.existing to the one being pro-.. 
posed here, and demonstrates the practicality of certain ideas in this. 
thesis, in particular the representation of the device as a segment, 


and the use of buffers as a processor scheduling tool. 


Chapter 2 
The Basic 1/0 soikee 

The purpose of this chapter is to propose a preliminary version of 
the I/O system, which the rest of the ‘heat will then develop. This first 
system will be rather tdealized, foz as the first chapter eilataed: two 
problems will be ignored in its dustgh: the problem that I/O must not con- 
sume excessive resources, and the problem that the real iat constraints 
of devices must be reconciled with the variable timing of the virtual . 
memory. ‘While the ayeten will be in this fashion rather idealized, it will. 
meet the goals of direct user access to rhe: device and elimination of cer- 
tain causes which tiekes 1/0 code difficult | to write, understand, and debug. 
The system will also attempt to comply with the design goate of simplicity 
and generality. The later cneeer® will show hat the achievement. of these 
goals fs not ccomecnteed when the problems here ee are Taken into 


account, 


Preliminary Simplifications 


The first topic of the chapter will be to show in what fashion the 
thesis will exploit the decision to ignore temporarily the two problems 
mentioned above. Let us begin by considering a basic characteristic of the 
I/O aubsyeten: Computer system modules can be divided into active and 
passive modules: Beeive such as processors, passive such as memory. I/0- 
contains both aspects: the passive part is the stored data, on tape or 
disk or th the programmer's head, the active part executes the accessing 
gigoeienm to move this data in and out of the passive I/O storage. The 
characteristic which distinguishes 1/0 arar kee from other memory is that 
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this accesafng disortehe., the active part of : 1/0, can only be of certain 
forms. 1/0 storage is not vaieon access; it cannot be sddnesned to an 
arbitrary item, but only to a group of items, often called a record, and 
generally a sequence of items ‘must. be transferred starting at a record 
boundary, so that the accessing algorithn is a sequence - data transfers. 

The active aspect of I/0, which implements the accasaine algorithm, 
was implemented in early computers and in simple computers today by the 
central processor itself. In ébe ‘aes comp lex ayetems of today, however, 
the aceenedne algorithm is often implemented bya specialized piece of hard- 
ware called a channel, or I/0 Somerenner, taking advantage of the restricted 
nature of the accessing ‘algorithn. . | 

Channels contribute to the efficient use of the central processor, but 
confuse the programming, for invariably the restrictions of the channel pre- 
vent the entire ‘accessing aigoritha from running « on it, To) that for parts| 
of the algorithm the programmer must move to the central processor, perhaps 
by means of interrupts and interrupt handlers. ee the programmer 
should not have to cope with this mutton ing: from processor to processor; 
such switching is an Simp Pemen tat ton feature ‘due to issues of econcmy : 

Here, clearly, is a chance to pake advantage of the fact that oe 
this chapter we are not concerned with issues of efficiency. In order to 
make the construction of the accessing algorithm as simple as possible, it 
will ie assumed that proconeore are inexpensive enough that one can be 
allocated full time to any process doing 1/0, and ‘thet all 1/0 ¥ will be done 
by this processor, rather than by some specialized 1/o controller. By 


assuming “thet the processor is cheap enough to be dedicated toa process 
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doing I/0, all questions of scheduling processors during I/O are avoided. 
The processor will just wait for any pending 1/0 operations to complete. 

Just as. specialized I/O controllers:are often employed to make more 
efficient use of processors, buffers are often used to achieve more ~ 
efficient use of memory. Again this chapter will ignore resource consump - 
tion and presume that memory is cheap enough that any page needed for the 
user's I/O may be kept in memory without special restrictions. In addition, 
since in-this chapter the. timing constraints of devices are to be ignored, 
the chapter need postulate no special-mechanism to bring pages for I/O into 
memory, if during I/O processing a page exception occurs because some page 
is missing, the 1/0 device is aseumed to be able to pause while the page is 
fetched inte ameasey by the normal means. 

The result of ignoring resource consumption and timing constraints, 
then, is a.system in which ‘the accessing algorithm runs directly on the 
main processor, end in which the algorithm, for all its storage needs, uses 


the normal memory provided in the user environment. 


The Representation of the Device 


The previous section has outlined some of the featurés this I/O system 
will have; this section will deal with perhaps’ the single most important 
characteristic of the 1/0 system: the represeritation of the device itself 
in the environment of the user. That is, given that the active aspect of 
I/O is represented by the central processor itself, how shall the interface _ 
to the passive part be constructed? -There must exist some port’ on the 
processor to which devices. are attached. We must considér what the nature 


of this port shall be, and what instructions shall be provided to reference 
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it. Current computers which execute the accessing algorithm directly 
usually have some specialized port to an. I/O: bus of. some sort, with special 
instructions to reference it, but.in this thesis an alternative will be 
chosen in which the processor's memory interface is used for I/O devices as 
well as memory, 80 that to read or write on an I/O device, the program 
issues a memory fetch or memory store instruction to a particular address, 
which the hardware associates with the device rather than a memory word. 
Such a device interface has been used in two computers, the PDP-11 and the 
Plessey 250, which are discussed in Chapter 1. 

The advantages of this interface are several, First, no modifications © 
are required to the central processor. No special port is needed, nor’ 
special instructions, so that the programmer. can use any memory fetch or 
store instruction to reference I/O. -This ability means no new language 
need be. learned. _ Also, as will be demonstrated, the mechanisms which 
manage and control the segmented virtual memory can. be used quite naturally 
to regulate access to I/O devices. 

To see how this interface might work, consider the usual method for 
interconnecting processors and memories in a multi-processor system. | 
Normally the memory will be implemented as. several memory boxes, each hold- 
ing a fixed number of memory words, with each processor connected to all’ of 
the memory boxes. The processor contains. a mechanism which, on each memory 
reference, takes the memory address and directs the petaresce to the memory 
box which contains this address, 

Given this architecture, it is easy to specify that~certain-of the 
addresses be associated with an I/O device rather than with words of memory, 


One could. just replace a memory box with a device, suitably interfaced, but 
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this would associate with the device all of the large number of addresses 
normally implemented in one memory box. Better is to provide a module, to 
be called the device selector, which takes the place of one memory box, and 
which divides up the addresses associated with the replaced memory box 
among a number of devices which are comected: to ‘the, device selector. 

The physical arrangement of modules which results from this scheme is 
depicted in Figure 2-1. In place of one of the memory boxes is sdevase 
selector, with the devices in the system ésinected to it. For purposes of 
comparison, Figure 2-2 depicts the architecture of a more traditional system, 

which uses an I/O controller, or specialized I/O processor, to execute the 
accessing algorithm. The principle difference is that traditionally the 
devices are connected to the I/O controller itself. Thus, in contrast to 
the traditional case, the architecture of this thesis separates the active 
part of the I/O system, represented by the processor, from the passive part 
of the I/O system, embodied in the device selector. One obvious advantage 
of this separation is that the total system is more reliable, since any 
processor, rathee than just one in particular, can control any device: | 
Thus the failure of one processor does not disable devices. Other advan- 
tages of the separation will be discussed later in the thesis. 

Figure 2-3 depicts the relation between the physical devices and the 
address range. The memory has been inf Veueted as a series of memory boxes, 
each of which contains 2* words of memory. ‘In order to implement device 
attachment, one of the memory boxes has been replaced by a device selector, 
which in turn takes the 2 addresses assigned to it and subdivided these 


_ into blocks of length n, which it associates with individual devices. 
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- Figure 2-1: Module interconnections with devices represented 
as memory. 
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‘Figure 2-2: Module interconnections in system with specialized 
I/O processor. 
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Figure 2-3: Typical memory implementation, showing relation between 
addresses and physical modules. 
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The interface as described allows the program to read and write data 
to the device by repeated reference to a particular memory address. This 
is not a sufficient interface to allow full control of the device, however, 
for control information as well as data must be passed to and from the de- 
vice. For this reason not one but several addresses -will be associated 
with aaek device. (See Figure 2-3.) These additional: addresses will be used 
as follows. . 

One of the additional addresses will be used to allow the program to 
read and write the state word of the device. The state word of the device 
contains information about the current condition of the device. It will re- 
flect the setting of hardware switches on the device, and the occurrences of 
errors. By loading it the programmer can alter the state of the device. 

For example, in a device edanacted to a modem, the state word will contain 
bits related to the state of the modem, so that by-leading the state word, 
the modem can be made to hang up, or wait for a call, or answer, and so on. 
The details of the state word will be ignored in this thesis, but it is 
assumed that any necessary modification to the state of a device can be 
achieved by setting bits in its state word. 

One aspect of device control is important enough to warrant a special 
address. This is the record number. The record number is, for devices 
with records, the number of the. current cecdrd! beinw wccesved: Assigning 
a value to the address causes the device to position itself at the begin- 
ning of the specified record. (This implies that assigning to the record 
number the value which it contains may cause an action; wit, backing up 


to the start of the current record.) 
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It is claimed that the interface now described, with the three aspects 
of the device: data, state word, and record address, is sufficient to 


allow general control of the device at the detailed level. 


Mapping the Device into the User's Environment 


———_—_ | A 


The last section described a way of representing devices in the real 
address space of the computer. The user, however, does not see real but 
rather virtual addresses. This section discusses how and to what advantage 
the device may be mapped into the virtual address space of the user. 

The virtual memory is assumed to be segmented, with the user potentially 
having a very large number of segments. A virtual address is composed of 
two parts, a segment number and an offset within the segment. Conversion 
of virtual addresses to real addresses is performed using a segment 
descriptor table associated with each address space. The table is indexed 
by segment number and gives, for each segment, the real starting address 
and the length of the segment. (If segments are implemented by paging, the 
real starting address will be that of a page descriptor table in which the 
real starting address is found, but this detail is irrelevant here.) To the 
real starting address is added the offset part of the virtual address to 
find the desired word in real memory. . 

Examination will reveal that taitarab certain similarities between 
devices and segments. Since segments are the basic tool of organization, 
with each segment expected to hold one informational entity, such as a 
single program, it follows that protection controls are applied on a per- 


segment basis. Similarly, access to the I/O system should be granted or 
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denied on a per-device basis. Also, both devices and segments are manipu- 
lated by the user: named, obtained, discarded, etc. 

In view of these similarities, devices as well as segments will be 
identified by segment numbers in the user's virtual memory address space: 
the segment descriptor table entry. corresponding to a device willbe con- 
structed in such a way that references to that "segment" will be directed 
to the real addresses associated with that device. For example, with 
reference to Figure 2-3, if device 3 were to be added to the address space 
of a user as segment number d, then the dth entry in the user's segment 
descriptor table would be filled in with a real starting address of 
3 x 2k + 2n and a length of n. The various offsets in segment d would then 
map into the various aspects of the device: data, ‘state word and record 
number. 

The result of mapping devices into the user's environment in this way 
is that the user has access only to those devices which are mapped into his 
address space. Being able to restrict the user in this way is crucial to 
the goal of allowing the user direct access to his devices. 

A very important advantage of representing the device to the user as 
a segment is that he can refer to his device in any programming language 
which lets him refer to a segment. In other words, he can write his I/O 
control program using an appropriately structured high-level language. 
Figure 2-4 is an example of an I/O control program written in PL/I, which, 
first, shows the possibility of referencing the device from a high-level . 
language and which, second, depicts the sequence of actions a user would 


go through to use a device in the context of this interface. 
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tape_read:procedure(reel_name,where_to_read,num_recs); 


/* This ts a program fn PL/1 to read a tape. The tape identi- 
fied by the name "reel_name" will be read into the array 
"where_to_read", with "num_recs" records betng read. For thi- 
simple example we will assume that no errors wil! occur. ¥*/ 


declare ree]_name char(*), /* name of tape */ 
where_to_read (*), /* array tnto which to read */ 
num_recs fixed; /* how many records to read +/ 
declare tape_addr pofnter; /* device memory address +*/ 
declare 1 tape_drive /* structure of f/o device */ 
based (tape_ad¢er), 
2 data aligned, /* offset of data in device */ 
2 record allgned, /* offset of record addrass «/ 
2 state aligned; /* offset of state info */ 


declare rec_size fixed inftia!l (256); /* some number 90 words 
per record */ 


declare ( recno,wordno ) fixed; /* tndextng */- 


declare get_tape external entry(char(*)) returns (pointer); 
/* This routine wil] verify the user's access to the tape, 
have ft mounted, and associate the segment which represents 
the device in memory with the structure "tape_drive". + / 


tape_addr = get_tape(reel]_name); /* get a drive */ 
tape_drive.record = 1; /* postition tape at start */ 


do recno = 1 to numerecs; 
do wordno = 1 to rec_size; 
- where_to_read((recno-1)*rec_sizetworcno) = tape_drive.data; 
end; 

end; 


/* No explicit assignment to tape_drive.record fs necessary in 
the loop because it is assumed that the tape advances to the 
next record automatically. +*/- 


return; 
end tape_read; 


Figure 2-4: Program in PL/I to read data from a tape. 
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The first action of the user must be to have the device made access- 
able to him. Por this purpose he must call on the supervisor, which will 
create a segment in his address space. corresponding to the device. In this 
example the supervisor call is represented by bie finetion get_tape. The 
PL/I language contains no clear construct by which the programmer may 
associate a name in the program Aes g., the structure tape_ drive) with some 
| object in the environment of the program (e.g., the segment representing ue 
device). In this sense PL/I is deficient in its ability to refer to its 
environment; and thus to take advantage directly. of a segmented address 
space. In this example, the association is made using the variable 
"tape_addr", which "get tape” sets. . | 

Once the segment is accessible to the PL/I program, the user can 
reference his device directly... .The user must first position the tape drive 
to the first record, by aud ighasnt to "tape . drive. record", Ina practical 
case he might ales have to set the device fn the proper state by assignnent 
to "tape drive.state". | After these preliminaries, the user reade itens’ 
from the tape into the array "where_to_read" by repeated reference to 
"tape drive.data". In general, the user could réad, write, and reposition 
the device as necessary. Eventually, after the user is finished with the 
device he should call the system and relinquish it.. 

Hopefully, this example will convince the reader that, ignoring ay é 
now the issues of resource consumption, timing considerations and errors, 
the system as so far constructed allows the user to construct I/O programs 


in a simple and orderly fashion. 
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Connection of Device Selector to Devices 


The device selector has the responsibility of connecting devices to 
the system and allowing those devices to be referenced as if they were 
memory words. The purpose of this’ section is to show that the representa- 
tion of the device as memory does not require that the interface between 
the device and the device selector be very different from interfaces used 
for devices on systems today. A particular interface will be proposed, 
which will be used in subsequent chapters. 

In an earlier section, three aspects of a device were identified, in 
particular data, state word, and record number. ‘Normally, at the device 
interface these three aspects are not represented by three different infor- 
mation pathways, but rather all are tranemitted ‘over one path, with addi- 
tional control lines used to indicate whether the value being transmitted 
is data, state, or address. The interface described here will take this 
approach. 

Since it was assumed that the processor will wait for the device, if 
the device is slow, and that the device will wait for the processor, if the 
processor takes a page fault, the interface must be totally asynchronous. 
To move information across an asynchronous interface, a technique will be 
used which involves two signalling lines, the ready line and the acknowledge 
line. Whenever device or device selector has information to transmit to the 
other, it will place this information on the appropriate lines, and then 
signal across the interface on a ready line, which indicates to the receiver 
of the information that the information is available. The sender then waits 


until the receiver signals back over the acknowledge line, iadicating that 
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the information has been received. Using this protocol, either side may 
force the other to wait as necessary.* 

From these various shgeueations: a picture of the device interface 
evolves, as follows. There will be one set of data lines for the parallel . 
transfer of a word of data, state word, or address. Since information can 
flow in either direction over these lines, two sets of ready-acknowledge 
lines will be provided, one each way. There will be a set of command lines, 
used to distinguish data, state word, and address, and to indicate the 
direction of data flow. These command lines carry information from device 
selector to device, and have their own set of ready-acknowledge lines. A 
command over the command lines will be issued by the device selector to the 
device as part of each transfer, indicating what information is to flow. -. 
The device selector will use two pieces of information in generating the - 
command: first, the particular address which was referenced, and second, 
whether the memory reference was a read or a write request. 

For example, to read the next item from a device, the user will issue 
an instruction which reads from memory, with an addreas containing the seg- 
ment number of the device and the offset value for data. The address. con- 
version logic will transform this address to a real one, which will be sent 
to the device selector. The device selector, noting the. particular address 
and that the instruction is. attempting to read, will make up a command to 
read data, and, placing it on the command lines for. the selected device, 


signal over the ready line associated with the command lines; then wait for 


* The receiver could dispense with the ready line and presume that the 
information was available whenever it detected a signal on the informa- 
tion line. If there are several information lines.in parallel, however, 
differences in timing on the lines may cause this technique of detecting 
information to be error-prone. Thus the use of a single ready line to 
announce that the information lines have stabilized and may be read. 
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the device to pick up the command and signal back over the appropriate 
acknowledge line. After this, since the command was to read, the next step 
is up to the device, which must place the word to be read on the data lines, 
and then signal over the appropriate ready eee The device selector will 
pick up the word, hand it on to the central processor and signal back com- 
pletion to the device over. the associated acknowledge line. Thus a command 
is issued to the device for every data transfer. Writing data would be 
similar to reading, except. that che selector rather than the device would 
initiate the data transfer. 

A representation of this interface is picmeer te Figure 2-5, which 
identifies each line, and shows for each the direction of signal flow. As 
the diagram suggests, the interface will be augmented later in the thesis 
with four more lines. The complete interface is reviewed in Appendix B, 


which also compared the interface with several others in use today. 


. The I/O Environment - A Summary 


The system so far developed gives the user direct access to each of 
his devices, while preventing him access to any other device. Since a de- 
vice is represented as a segment, it can be easily manipulated, using 
memory fetch-store instructions of the machine, in any high-level language 
which allows access to segments, Since the user has direct access to the 
state word of the device, he has very general control over the device, so 
the user is not restricted in the algorithms he constructs to control his 
device. The only time he need call.on the system supervisor as part of 
doing I/O is to have the device assigned to him and mapped into his address 
space in the first place. Thus the system does indeed give the user direct 


access to his device. 
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Figure 2-5: Interface between device and device selector. 
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Parallelism in 1/0 

One of the three problems introduced in the first chaser was to take 
proper advantage of parallelism in I/O. The purpose of this section is to 
determine where parallelism is and is not appropriate in an 1/0 system 
design. If the reader will refer to the PL/I example of Figure 2-4, he 
will note that within that program there is no parallelism of any sort. 
Quite the reverse, it is completely sequential. This reflects the fact 
that a single device is sequential in nature, and can do but one thing at a 
time. Thus, given the assumption that I/O is performed by the main processor, 
there is no use for parallelism in the construction of a control program for 
a particular device. 

There is, however, some use for parallelism in I/O. If the user can 
perform his I/O in parallel with other parts of his computation, his total 
computation will complete sooner, so the system will be more responsive. 

The system as well as the user will benefit, for having several tasks in 
parallel means that the system has several rather than one task to schedule. 
The system, by choosing among these, can better keep all of its resources 
busy from moment to moment. Further, as the next sections will show, the 
user can impose an orderly and coherent structure on his I/O task by viewing 
it as running in parallel with his other computations. Thus, the proper 
role of parallelism is not in the control of a particular device, but in 
relating the operation of one device to the other tasks of the user. 

How is this parallelism to be produced? There are basically two 
techniques. One, a fairly common one, is the use of interrupts to multi- 
plex a process between two tasks. The I/O system of this thesis, as so far 


developed, has no interrupts, so this technique is not relevant. It is 
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important, however, that this technique be understood, for the thesis will 
argue that it is an undesirable technique because it confounds the goals 

of ease of programming and simplicity of structure in the I/O system. 
Indeed, this tiebiey will argue even more strongly that the user should 
never see an interrupt in the traditional sense, but rather that in all 
cases a signal coming from a device should be intercepted by the system and 
mapped into some specific mechanism which represents the intent of the 
signal. 

In order to justify this assertion about interrupts, it is necessary 
to have an example of a system which does use interrupts. For this purpose 
an alternative architecture will be quickly developed. Imagine a system 
in which channels exist. For the purpose of this discussion, a channel is 
just a processor which is specialized to perform certain parts of the 1/0 
accessing algorithm. For example, it might perform the actual transfer of 
the data represented in Figure 2-4 by the nested do-loops. When the chan- 
nel has finished its task, it sends an interrupt to the main processor, to 
indicate that it is done. 

In this alternative architecture, interrupts can be used to produce 
parallelism in the following fashion. Presume that the user has one process, 
that is, one environment. The effect of the interrupt will be to divert 
this process from its usual task to a section of code, the interrupt hand- 
ler, whose function is to determine the cause of the tubartund: and take 
the necessary steps to get the channel started on its next task. The con- 
trol will then be restored to the main computation at the point of the 
interruption. Put another way, the effect of the interrupt is to produce 


parallelism by multiplexing the user's process between two control points. 
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The drawback to this view is that since fragments of code from the 
interrupt handler are executed at arbitrary points during the execution of 
the other control point, it becomes very difficult to analyze, predict, or 
reproduce the actual computation performed by the process. The computation 
is certainly not represented by the user's programs as written. Further, 
since the two control points are part of the same environment, the degree 
of interaction is unrestricted. Thus the individual programmer is respon- 
sible for designing the means to regulate the interaction. Great skill is 
needed to device error-free algorithms to synchronize parallelism in this 
case. 

A much better structure, from the programmer's point of view, would be 
to consider the main process of the user to execute only the main computa- 
tion, and to run in parallel with ‘5 separate process running the I/O con- 
trol program, to be called the I/O process. There are three advantages of 
this structure, the first of which is that co-ordination between main pro- 
cess and 1/0 process can be implemented in terms of whatever interprocess 
communication mechanisms the operating system supports. This vedas the 
difficulty of building properly co-ordinated parallelism, since several 
interprocess communication mechanisms have been developed which allow a 
logical analysis of parallel structure. Two such schemes are semaphores 
with the operation p and y, described by Dijkstra (15), and the primitives 
block and wakeup described by Saltzer (35). 

The second advantage of this two process structure is that the main 
process is not being multiplexed, so the algorithm the main process exe- 


cutes does correspond to the programs as written rather than having the 
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programs interspersed at random points with transfers to I/O code having 
unconstrained effect. This makes the algorithm of the main process easier 
to debug. 

The third advantage of separate processes has to do with the structure 
of the I/O task itself. The algorithm of Figure 2-4 displays, in its 
written. form, the sequential nature of its algorithm. Consider, in contrast, 
the form which the written program would have if it had been coded as an 
interrupt handler. 

The best way to introduce this "interrupt-handler" structure is by an 
example of an algorithm to read from a disk a series of records. For each 
record the algorithm must first seek to the correct address and then read 
the record. It will repeat this sequence until there are no more records 
to be read. If channels and interrupts do not exist, this algorithm has 
the very simple flow chart of Figure 2-6, which would also model the 
algorithm of Figure 2-4 except for the addition of the seek action. 

. Lf the I/O system were implemented using channels, it would be 
natural: for the channels to implement the boxes Labeled "seek" and "read". 
Given that the channel is equipped with an interrupt line over which to 
signal completion of the current task, some portion of the algorithm must 
have the responsibility for receiving the interrupt and determining its 
cause. Including this new portion of the algorithm produces the flow chart 
of Figure 2-7. 

A description of this program structure would be that at each inter- 
rupt the control returns to the head of the program, so that what is con- 
ceptually a sequential set of operations appears to be alternative paths 


through the program. The disadvantages of this structure are apparent. 
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Figure 2-6: Sequential form of flow chart for I/O control program. 
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Figure 2-7:  Interrupt-driven form of flow chart for I/0 control 
program. 
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It is no longer obvious from the form of the flow chart that the program 
contains a loop, nor is it obvious that seeks and reads always come in 
pairs. The "start" and "done" points occur at an unobvious point in the 
middle of the program. In a more complex program the results can be 
chaotic. 

The flow chart of Figure 2-7 could be drawn so that it would mimic as 
much as possible the form of Figure 2-6. Such a flow chart has been pic- 
tured in Figure 2-8. While a program with the form of Figure 2-8 would 
have many of the desirable characteristics claimed for Figure 2-7, it is 
not obvious that a programmer working with interrupts would create a pro- 
gram with the structure of Figure 2-8 unless the system assisted him, per- 
haps by providing that portion of the algorithm which received and sorted 
out the interrupt. deste: 6 contains a description of how the system 
might provide this function. 

These three advantases of the two process scheme, that the main pro- 
cess is not achlinactiy taterropted: that the sequential nature of the 1/0 
task is not obscured by the interrupt handler structure, and that the inter- 
action between the two tasks can be achieved using formalized interprocess 
communication tools, are the basis for the decision to use the two-process 
architecture for the remainder of the thesis.. Clearly, the advantage of 
the two process scheme is not an increase in capability. Quite the oppo- 
site, the necessity of working within the framework of processes and inter- 
process communications might seem rather restrictive to one accustomed to 
interrupt handlers. But this restriction is in fact what is desired. The 


justification for the imposition of this separate process structure on the 
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Figure 2-8: Redrawing of Figure 2-7 to resemble Figure 2-6. 
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I/O task is that the goals of simplicity of design and ease of coding and 
analysis are thereby fostered, and this is a major goal of the thesis. 
While the multiple process architecture nicely complements the 1/0 
device interface developed in the first part of this chapter, it is, ina 
sense, orthogonal to it. It is not necessary, in order to view the 1/0 
task as a separate process, that the I/0 device be modelled as memory 


words, or that the accessing algorithm run on the processor itself. 


The Handling of Errors in 1/0 


One of the aspects of 1/0 which cannot be ignored is that I/O is prone 
to errors. The data storage and data transmission media outside the central 
processor are constructed using technology which allow occasional transient 
errors, causing data to be lost or altered. The I/O system must provide a 
reasonable response to this sort of error, as well as to the obvious pro- 
gramming errors such as the use of an invalid record number. 

This section will show that in order to deal properly with errors, it 
is appropriate to separate them into two categories: those which ate trig- 
gered by some particular action on the part of the I/O control program, to 
be called synchronous errors, and those which. occur randomly, to be called 
asynchronous errors. Examples of the former would include a parity error, 
or an attempt to reference a non-existant record; examples of the latter 
would be a power failure on a peripheral device or die tretoaeted discon- 
nection of a communication line. The difficulty with asynchronous errors 
is that in order for the I/O process to deal with them as they occur, it is 
necessary to respond at unpredictable times, and this sort of interruption 


is, as the previous section argued, undesirable. 
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In order to avoid diverting the I/O process when asynchronous errors 
occur, a strategy will be employed in which an additional process is used, 
whose function is to wait for such errors. This additional process can, on 
detecting an error, perform whatever actions are necessary. ‘The scheme thus 
avoids the necessity of interrupting the I/O process to deal with asynchron- 
ous errors. 

The simple case of synchronous errors will be considered first. To 
begin, how can an I/O process detect that an error has occurred in a device? 
A mechanism does already exist which can be used for this purpose. A bit in 
the state word of the device can be associated with each error, and the de- 
vice can set thia bit if the error occurs. The program can then test the 
state word whenever it wishes to know if an error has occurred. Thus, in . 
order to detect errors during a transfer of data such a test would have to 
be done after each read or write of the device. 

There are certain disadvantages to following each reference to a de- 
vice with a test for errors ad a conditional execution of an error recovery 
procedure. The insertion of this material into the I/O control peoeean 
makes it more bulky, and clutters up the written form of the program, making 
it harder to comprehend its structure. In addition, the explicit and re- 
peated test for errors is expensive. The occurrence of an error is supposed 
to be the exception rather than the rule, so the ideal mechanism for error 
detection would involve no cost except when an error occurred. 

One solution is to handle error detection the same way that the system 
handles other errors related re memory references. Examples of this sort 
of error, which is often called a fault, would be the user attempting to 


reference a non-existent address, or an address to which he has no access. 
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Traditionally, what happens if a fault occurs is that an error signal is 
returned to the processor. The programmer, in order to take advantage of 
this signal, provides in advance a section of code to be called in case of 
an error. When the signal arrives, the system will cause this code to be 
executed. In order to use this technique for dealing with I/O errors, it 
is only necessary for the device to generate this error signal whenever a 
synchronous error occurs, i.e., whenever certain bits in the state word are 
signalled. | 

This scheme for error detection and recovery is operationally equiva- 
lent to the explicit test described. above. In the one case, the programmer 
makes an explicit test at each point an error could occur, and on detection 


of an error transfers to error recovery code. Using the error signal, he 


does not make the test, but nonetheless, if an error occurs a transfer will 
be executed to the error recovery code, and this transfer can occur only at 
the places in his program where otherwise he would have had to insert an 
explicit test. 

The language PL/I attempts to integrate this technique of error recov- 
ery into the syntax of the language by means of the condition mechanisn, 
which the interested reader should study. 

The mechanism so far described deals with errors in the restricted 
case that they are synchronous. The other class of errors, asynchronous, 
will now be considered. Included with asynchronous errors will be certain 
randomly occurring events which are not errors, but which must be processed 
in the same fashion. Examples would be the user pressing the attention key 
on his terminal or an operator signalling that a tape has been mounted and 


is ready. Since these signals must be handled much as randomly occurring 
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errors are, they will be grouped with these errors, and will be called, 
collectively, asynchronous events. 

The error signal mechanism was so far designed as an exact equivalent 
to the explicit test after each reference. If we attempt to use the error 
signal to handle the case of the asynchronous event, this equivalence no 
longer exists. Whereas in the previous case, the signal (and the resulting 
subroutine call) can occur only at certain explicit points in the program, 
the asynchronous event could cause the subroutine to be called at any 
arbitrary point in the program. 

This arbitrary interruption is undesirable first, because of the 
effect it has on the process structure (discussed in the previous sections), 
and second because the system must provide a fairly complicated piece of 
software to implement the diverting of the process from its current task to 
the error subroutine. To avoid these difficulties, a échanie will be pro- 
posed which will preserve an orderly structure for the I/O process, and 
will replace the above mentioned piece of system software with two simple 
interprocess signals, start process and stop process. 

The scheme to be used is the creation of an event process associated 
with the I/O task. The sole purpose of this process ‘is ‘to detect and re- 
spond to asynchronous events. The event process could, quite simply, de- 
tect events by looping on ‘ repeated examination of the state word of the 
device; more efficiently, the device could generate an event signal, dis- 
tinct from the error signal, which could cause the event process to come 
into execution. In either case, since the event process puts itself in a 
known state, looping or waiting for the event signal, it is true here, as 


it was of the synchronous error, that signals from the device do not arrive 
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at arbitrary points but at specific locations in the computation, thus 
arbitrary interruptions due to device signals are eliminated. 

The thesis hag argued in considerable length the evils of interrupting 
a process at an arbitrary point in order to execute some other piece of 
code. Perhaps a specific example will demonstrate the advantages of the 
separate event process. 

As a result of an asynchronous event, it is often desirable to modify 
the I/O process, perhaps to discontinue the task the process is currently 
doing and start something else. 

To understand the relative complexity of such a modification with and 
without the event process, consider the dynamic allocation of storage to 
procedures running in the I/0 process. Normally, there will be a stack of 
activation records, containing the dynamic storage (automatic variables, 
return information, etc.) for each procedure with a call currently out- 
standing. If the event handler is a subroutine in the I/O process, when 
it is called its activation record must be placed on top of the stack. 

This makes more difficult the task of the handler, for if the handler wants, 
for example, to abandon the current computation and start a different one 
as a result of the event, the handler must remove and add activation re- 
cords to the stack, all the while keeping its own record intact. This 
means removing and adding items to the middle of a stack, which is compli- 
cated. In contrast, if the event handler subroutine is running in a sepa- 
rate event process, it can modify the I/O process without affecting its own 
execution. To use an old expression, the use of the event process allows 


the handler to avoid the risk of cutting off the branch it sits on. 
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Interprocess Signals 

The fact that signals from devices do not cause process interruptions 
does not mean that there is no need for asynchronous signals directed to a 
process. It just means that these signals do not come from I/0 devices, 
but from other processes. To see the need for such signals, consider the 
previous example, in which the subroutine responding to the event, running 
in the event process, wanted to modify the I/O process. Clearly, the I/O 
process must be stopped before it can be modified. Thus there is the need 
for an interprocess signal, to be called stop-process, which the event pro- 
cess can send the I/O process before modifying it. Similarly, there must 
be a start-process signal, for use after the modification. 

Is it necessary to have a signal as powerful as stop-process, which 
actually eens the receiving process to stop? Might the same effect be 
produced with a passive rather than an active mechanism, a flag which one 
process would set, and the other would test periodically, stopping if the 
flag were set? To see the need for an active signal; remember that one 
event which may occur is the user pressing the attention key on his 
terminal. The usual meaning of this event is to stop the user's computa- 
tion, and to place it in a known state. One function of this event is to 
halt a process which is operating in error. Since there is no guarantee 
that a process operating erroneously will ever look at a flag, it is 
necessary that there by a way to force the process to Teen Thus a signal 
with the power of stop-process is required. 

The complexity of the stop-process. signal is, however, much less than 
the signal which is needed if the event process is not present, in which 


case the signal (which would come directly from the device) must trigger 
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the following actions by the system. First, it must stop the process. 
Then it must identify the subroutine which is to be executed in that pro- 
cess. Then it must modify the environment of the process (hopefully in a 
reversible fashion) so that the subroutine can execute successfully, then 
it must cause the subroutine to be started. Comparison of these steps with 
the simple effect of the stop-process signal shows the great simplification 
in the mechanism the system must provide if the event process scheme is used 
to avoid asynchronous diversions. 

The simplicity of the stop-process signal means less Sonptevitee 66 the 


system, but it also means more flexibility to the user, because he is then 


-free to use whatever mechanism seems most appropriate for each event. In 


certain cases a passive device such as a flag may be quite sufficient. Or 
in certain cases the event process may be able to handle the event without 
involving the I/O process at all. The flexibility of allowing the user to 
choose the tools best suited to the task is denied if the event process is 
not used, for in that case the effect is always the same: the I/O process 
is diverted to a specified subroutine. 

The distinction then, between error recovery with and without the 
event process is the following. In both cases the I/O process may receive 
a signal at a random time, but if the event process is used, the signal 
will come from that process, tather than directly from the device. The 
advantages of having the signal come from the event process are first, that 
the signal is much simpler in nature, just stopping the process rather than 
diverting it, and second that the user has some control over when and if 
the signal is sent, for the event process executes a program which is pro- 


vided by the user, so that it can be tailored to the particular needs of the 
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given event. This ability of the user to control the exact effect of an 


asynchronous signal is the real advantage of the event process scheme. 


Stopping a Process 


It was implied in the previous section, that the user, in creating the 
program to run in the event process, might wish to exercise some control 
over the time at which that program signalled the I/O process, or any other 
process, to stop. This control is needed because, while it is very easy to 
stop a process dead in its tracks using the stop-process signal, it can be 
very difficult, under certain circumstances, to stop a process in an orderly 
way such that it can be restarted, and such that other processes, including 
the event process itself, are not disabled by the original stoppage. This 
section will explain in some detail the. problems of stopping a process in 
an orderly fashion. In subsequent chapters specific techniques will be | 
introduced by which the 1/0 process can be stopped. 

There are two reasons why it is important to understand this difficulty 
in bringing a process to an orderly halt. . The. first is to gain insight 
into the problems of interprocess co-ordination, and to identify certain 
other mechanisms which the system must provide to foster this co-ordination. 
The second reason is to develop the understanding necessary to assure that 
the I/O process in particular can be stopped in an orderly fashion. That 
is, the topic of this thesis is the I/O subsystem. It ts beyond the scope 
of the thesis to provide a strategy for stopping any process in the general 
case, but it is important, as part of the thesis, to solve the specific 


case of stopping the I/O process in an orderly fashion. 
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A process which has been stopped dead in its tracks may represent a 
problem because it may have resources, (devices, data bases, etc.), claimed 
to itself. If a process holding a resource is to be stopped dead, some 
other process must find 411 such committed resources and free them. The 
first problem is to find them. Unless the system has a uniform mechanism 
for registering resources, there may be no way to do so. Next, the re- 
wBieee may have been in an inconsistent state at the time of the event, in 
which case it must be put in a proper condition again. If it is not, some 
other process, including the event process itself, may attempt to use this 
resource and discover that it cannot do so. For example, at the point of 
stoppage the process might be rethreading a linked list. If the event 
process attempted to use the list, inconsistency threaded pointers might 
cause the process to loop or to be unable to find some desired object in 
the list. 

In general, the event process will not know how to remove these incon- 
sistencies, for the other process might have been using any arbitrary re- 
source, and the event process cannot know how to restore every resource 
in the system. It must therefore utilize some procedure associated with 
the particular resource, which knows how to put that resource in a consis- 
tent state. This recovery procedure could be run in the event process, or 
it could be caused to be run by the other process. In either case there 
are significant design problems, for example, to certify the reliability of 
the recovery program. Can the event process trust it? What if it refuses 
to return? Does the event piscess give up and leave the resource in an in- 


consistent state? If so, can it usefully tell anyone? And so on. 
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Further, there is no reason ‘to think that all resources can be made 
consistent in the middle of an arbftrarily interrupted modification. In 
this case the other process cannot be stopped instantly, but must be allowed 
to run until it has the resource in a consistent state. This privilege of 
running to a consistent state is, for example, usually allowed system pro- 
grams called by the user. In this case, since the other process cannot be 
stopped dead, some mechanism must exist to detect when consistency of all 
resources exists, and cause the process to stop at that point. This means, 
in general, that any procedure which requests the right to run to a consis- 
tent state must agree'to stop. But what if the procedure doesn't stop? 

For how long should tt be allowed to run? What procedures should be allowed 
to claim the right to run toa consistent state? 

Because these questions relate to general issues of resource control 
and interprocess communication, this thesis cannot propose a solution. It 
is an important part of this thesis, however, that it be possible to stop 
the I/O process in particular. In order that the I/O process be stoppable, 
it is necessary to impose various restrictions on it, the most important of 
which is that at all relevant times all resources in use can be identified, 
and can be reclaimed in a consistent state. 

Until this point in the thesis, no restrictions have been imposed on 
the I/O process. While the primary role of the I/O process is to run the 
I/O control program, there is nothing which would soetear the user from 
causing it to run any other task he wished. In order that the thesis be 
able to discuss stopping the I/O process, it will be assumed that the 1/0 
process is restricted to the I/O control function, so that no other unre- 


lated resources need be of concern. 
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Various other restrictions on the 1/0 process will be identified 
ehvoughout the thesis, as goals of timing and efficiency are factored into 
the system. The general effect of these various restrictions will be to 
make the I/O process somewhat simplified, compared to the normal process on 
the system. A by-product of this simplification will be that the 1/0 pro- 
cess is easier to stop. This will be discussed at several points in the 


thesis. 


A Look Behind and Ahead 
To review what has been done in this chapter, an I/O architecture has 
been constructed which giveacthe user direct access to his device, which 
gives him a multiple process ‘structure to organize his I/O task, and which 
gives him a uniform and coherent technique for error recovery. The impor- 
tant features of this system are: 
. The user refers to his device as if it were a segment in his virtual 
memory. 
The I/O task is implemented in a special process, the I/O process, 
which is synchronized with the rest of his tasks using some known 
interprocess communication techniques. | 


An event process is provided to detect asynchronous errors, so that 


no process is ever interrupted by a device.at a random point. 

The chapter, in addition to describing these features in detail, has 
discussed the interface which would result between the device and the device 
selector, and presented an example of a simple 1/0 control program which 


might be used in this system. 
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The chapter has dealt, to a large extent, with issues of processes 
and interprocess communication. This is because I/O is tied in a very 
strong way to ideas of synchronization and parallelism. In particular, the 
idea of an asynchronous error or event, which is very basic to I/0, must be 
handled in an orderly fashion if the resulting system is in turn to have an 
orderly structure. The event process is the tool provided to deal with 
these events, and its generality is felt to be sufficient that the issue of 
errors and error recovery will be largely ignored in later chapters. 

The defect of the I/O system, as developed in this chapter, is that 
it fails to cope with two problems: first, that devices have real timing 
constraints, and second, that processors and memory must be used in a some- 
what economical fashion. The rest of the thesis will concern itself with 
factoring these two issues back into the system, without in the process 
destroying the desirable features which the system now. has. 

To give the reader a preview of the rest of the thesis, the following 
is a brief list of the features to be added to the I/O system. There will 
be one modification to the configuration of the syster modules as now 
described: buffers will in certain cases be inserted between the device 
and the device selector. The result is pictured in Figure 2-9, which should 
be compared with Figure 2-1. The buffering will be used to cope with both 
problems mentioned above, timing and efficiency. In addition, there will 
be three modifications to the operating system to allow it to interface to 
the I/O subsystem. The first is a specialized contiguous storage memory 
allocation scheme, which will work in conjunction with paging to allow 
memory to be used efficiently. The second modification, to be used in con- 


junction with the first, is an interface to the virtual memory manager 
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Figure 2-9: Module interconnection with buffers added. 
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which allows the I/O control program to fix needed parts of virtual mem- 
ory into real memory in a controlled fashion. The third modification is 
an interface to the process scheduler which allows a signal from a device 
to cause a process to be run. The justification and explanation of these 


features is the subject of the rest of the thesis. 


Chapter 3 
Interface to Record Oriented Devices 


One of the assumptions which was central to the I/O architecture 
developed in the last chapter was that there were no timing constraints 
imposed by the devices themselves. In this and the next chapter, this 
assumption will be removed, and a system will be devetoved which can 
deal with devices having real timing constraints. | 

There are various sorts of timing characteristics which a device 
might have. Perhaps the most severe, or difficult to interface with, 
would be a device which generated values at arbitrary times, and which 
never Stopped. The system proposed in this thesis will not interface to 
devices with arbitrary timing characteristics such as this; rather, an 
interface will be specified for certain classes of timing charactertetics, 
In particular, it will be necessary to know either the maximum number of 
items which the device will transfer before stopping, or the maximum rate 
at which it will transfer them. If indeed the device does not stop, then 
this thesis will impose an upper limit on the rate of transfer of the 
device. 

In this chapter the class of devices to be considered is that which 
is often called "record-oriented"' devices, A record is just a collection 
or Sequence of a known number of data items eaten is treated as an en- 

_tity by the device. By this is meant that once the device has started 
to transfer the items in a record, it cannot be Stopped or excessively 
delayed without causing an error until all of the record has been trans- 


ferred. Normally, the items in a record will be transferred at a fixed 
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and regular or "synchronous" rate, and this rate cannot be modified or 
delayed without loss of data, The allowable delay is usually specified 
in terms of the rate, For example, the transfer of each item might have 
to be couipietad before the next is initiated or the item from the first 
transfer will be lost. Devices with. these general characteristics will 
be seiTed "record-ortented". Te will be Shown that such devices are rela- 
tively easy to insert into the 1/0 system of the last chapter, so this 
class will be investigated first. . 

The purpose of this chapter is to eevee a _ Scheme which will avoid — 
the disruptive effect of delays to the 2 1/0 “process. There are two gene- 
ral solut tons possible, _ ‘The first, to be called the external solution, 
is to insert some adapter between the device and the port on the device 
selector 80 char delays in the 1/0 processing can be tolerated. ; The ta 
other approach, to be called the internal solution, is. to modify the sys-~- 
tem so that no nacceptable delays can occur, There is: a third solution, 
which is to start the cae Erenster over ex from the beginning of the re- 
cord if it is dtsrupted by a delay. if there is some assurance that the 
same delay will not reoccur on each saittagt ee transfer the record, this 
solution may work, but it is not general, for it only works for certain 
devices, This solution ‘ie dtecussed more fully. in the next chapters, 

The most ebvrous form that the externa 1 solution could take would 
bea buffer, to hold the eon which need to be transferred while the 
system peuser for any reason. At first glance, the external buffer might 
seem the lanier of the ewe: solutions, for in the internal approach one 
must show that all « causes of delay have been found and eliminated. Clo- 


ser inspection, however, will reveal that buffers have certain disad- 
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vantages, the two most important of which are that some facility is re- 
quired to synchronize the inflow and outflow from the ends of the buffer, 
and that some facility is required to recover the data which may be left 
in the buffer after an error has halted I/O. 

The advantage of the internal approach is’ that it yields a much 
simpler structure; the buffers and their associated problems do not exist. 
For this reason the internal approach will be pursued first. In the next 
chapter the external approach will be explored, and these problems with 
buffers will be analyzed in greater detail. 

In this I/O system, the most obvious delay which might disrupt 
the transfer of a record would be caused by the virtual memory manager 
pausing to fetch a page involved in the 1/0 operation. That is, the 1/0 
control program could cause a page fault, or page exception. If the time 
to fetch a page is greater than the maximum allowable delay of the device, 
then data will be lost. This problem did not exist in the earlier sys- 
tem, in which devices had no timing restrictions. Essentially, this 
chapter will present a solution to the page exception problem, There 
are, however, other possible delays, and all must be dealt with. 

As a beginning to the elimination of all interruptions and delays 
which an I/0 procedure might encounter, let us construct a list of various 
sorts of delays which are observable in systems today. Delays to the 
1/0 control program might be sorted into four classes. 

1) Processor multiplexing (time-sharing, mult iprogramming) 

2) Interrupt handling (1/0, time, etc.) 

3) Error handling and recovery 


4) Virtual environment modification (dynamic changes) 
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The first three of these are easy to eliminate, By the assumption that 
a processor can be dedicated to a process doing I/0, the first case no. 
longer exists. Similarly, the second case can be eliminated, In this. . 
system no I/O interrupts exist. The other interrups, such as an inter-.. 
rupt from a timer, can be dealt with in the same fashion as 1/O device 
signals were, by directing them to a process which is waiting for them. - 
This disposes of the second category. As for the third category, it is 
obvious that the progress of an I/O program may be delayed or disrupted 
if the user program contains an error, but such delays are not a defect. 
of this scheme; user errors can be expected to disrupt the user's com- 
putation. The only responsibility that the I/O system must take is to. - 
assure that the results of a delay due to an error do not obscure the 
nature of the error itself. This leaves the fourth category: dynamic 
modification of the virtual environment. | 

What is meant by a dynamic modification is any modification to the. 
environment made "on the fly", at the point in time at which that modi-. 
fication is needed in order. for the user's program to continue. An 
example would be a page exception, in which the, page is fetched into real 
memory at the moment the user needs it. | Clearly, wince dynamic modifi- 
cations are made "on the fly", the user's process will experience some — 
delay while they are performed; it is this delay which must be eliminated. 
(In specific cases, where the detay occurs at a known point and takes a 
known time, the user could allow for it, but in general delays do not 
occur in this predictable fashion. ) 

The sort of delays which can result from changes to the virtual en- 


vironment depends, of course, on exactly. which aspects of the environ- 
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ment can change dynamically. The various changes can be divided, how- 
ever, into two categories, The first category is the change in the 
binding, or relationship, between two virtual namespaces, For example, 
in the Multics system, the first time a procedure references a ségment 
by name, a binding is created between the segment. name (one virtual memory) 
and a segment number (another virtual namespace). This binding is called 
linking in most systems; in Multics it is done dynamically. The other 
category of dynamic changes are those which bind a virtual to a real 
name. The most obvious example, of course, is the association of a vir- 
tual address with a real memory address, which is the result of a page - 
exception, 

The 1/0 system can easily eliminate delays of the first sort, for 
the cost of making such bindings” in advance is not the tying up of real 
resources, but just ‘the expense of identifying and making all the bindings. 
In the case of dynamic linking, for example, it is quite reasonable to 
provide a static linker, and require the user to employ it on his 1/0 
program, 

The difficulty comes with bindings of the second kind. When a 
binding from a virtual name to a real’ resource is created, it implies 
that the real resource so bound is committed for the duration of the 
binding. This committment is costly, so that such bindings are only 
made and kept for as short a time as possible. A page of a segment, for 
example, is brought into memory (bound to real addresses) only as needed. 
This implies that if no pauses are allowed during I/0, so that these 
bindings must be made in advance, a real cost will be incurred for the 


real resources. The purpose'of this chapter is to understand how to con- 
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trol these costs, 

For convenience, let us call a binding which has been completed 
and which will be maintained in that state a frozen binding, and an en- 
vironment with all appropriate bindings frozen, so that it might support 


1/0, a frozen environment, There are two questions to be considered con- 


cerning the freezing of a binding, or the freezing of a page in particu- 
lar: what is the impact on the system, and what is the. impact on the 


user? The next sections will consider these points. 


The Effect of Frozen Pages on the System 

From the system's point of view, what restrictions must be placed-. 
on the user's ability to ask that various of his pages be frozen in 
memory. As this section will show, there are three criteria which the 
system must guarantee in order to assure successfyl: operation. They are 
as follows. 

First, the real cost, as paid by the user, of fixing a page in 
memory must not be so high that he cannot afford to do I/O. This parti- 
cular issue will for the present be ignored, because questions of cost 
and efficiency have been postponed to a later chapter. In particular,’ 
Chapter 7 will reconsider. the material in this chaper,.and will augment 
the scheme to be described here in such a way that tthe. cost is made ac- 
ceptable, For this chapter, it will be sufficient to assume that the 
user does pay whatever real costs are associated with his frozen environ- 
ment. 

Second, an issue distinct from, but related to the first, the user 


must not be allowed, by means of freezing pages in memory, to claim more 
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than his share of the machine. It is clear that'a user could, by free- . 

zing large numbers of his pages in memory in an uncontrolled fashion, use 
up so much memory that other users of the system had insufficient memory 

left to run well. The user must not be allowed to optimize his computa- 

tion at the expense of overall system performance, even if he is willing 

to pay for the resources he freezes in doing so. Thus the issue of fair 

share is distinct from the issue of cost. 

Third, the freezing of pages into memory must not interfere with the 
ability of the virtual memory manager to perform other necessary tasks, 
From time to time, the system needs to undo virtual-real bindings. For 
example, if it is desired to reconfigure the system by removing a memory 
box while the system is running, then any pages bound: to memory in that 
box must be unbound and moved. Unless one assumes that reconfiguration 
is so fast that the delay it cause is negligible, which is not a realis- 

_tic. assumption, then the frozen binding is an effective obstacle to tasks 
such as reconfiguration. 

| Both of these latter problems can be solved by imposing the fol- 

lowing simple constraint on the freezing of pages: each request for fro- 
zen pages must be accompanied by a specified maximum time which the 
freeze must continue in effect. The user making the request will deter- 
mine the appropriate time, and the system will hold the user to this 
limit. In order to understand the implications of this time limit, ob- 
serve how it solves the reconfiguration problem. If the system can guar- 
antee that a frozen binding will come unfrozen before some particular 
time, and the delay until that time is short enough, then the process 


which is performing the reconfiguration can, on discovering that it can- 
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not move a page because the page is frozen, request that it be notified 
when the page becomes free, and then suspend its execution, knowing that 
by virtue of the time bound the system can guarantee that the page will 
actually be freed. (In order that the reconfiguration process be able 
to tolerate the delay, the time limit on frozen bindings must be: fairly. 
short, perhaps a few seconds at most.) Thus reconfiguration can succeed 
even with frozen pages. 

The time limit on requests similarly provides a means to solve the 
fair-share problem, In order rere why the time limit is important, 
note that the share of memory represented by ‘two requests, one for a large 
number of pages for a short time, and one for a small number of pages for 
a long time, is in some fashion equivalent. That is, resource consump- 
tion is a space-time product. This being so, and given that the time 
limit on frozen environments means that both the time and the space com- 
mittment represented by a given request..can be determined at the time 
the request is made, the time limit allows the memory manager to restrict 
each user to his fair share of the system resources by taking each re- 
quest for a frozen environment and not granting it until sufficient time 
has passed so that in granting the vequewe the user gets no more than 
his fair share. The user with a large request would thus. discover that 
his request was granted. only after a long delay. 

The time bound is very important in making this scheme work. The 
resource scheduler would not be able to assess the resource consumption 
represented by a request if that request was not associated with a maxi- 
mum time, Without the time limit, a resource once frozen might never be 


released. Thus the time limit is crucial in regulating the resources 
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consumed by 1/0. 

It has thus been shown that the system can function properly, even 
allowing for frozen pages, if a time limit is imposed on the duration of 
the freeze. We must now turn from the aystem-to the user, and consider 
what effect this frozen environment scheme with ‘time limit has on the 


user's ability to perform 1/0. 


The Effect of Frozen Bindings on the User 

There are two questions about the effect of the frozen environment 
scheme on the user, First, does the requirement that the user predict 
in advance the maximum time that his 1/0 task will take restrict him in 
such a way that he is prevented from doing useful work? The answer is 
that the time Limit is completely compatibie with certain kinds of de- 
vices, in particular record-ortiented devices, because such aesbeus trans- 
fer a known number of items at a known rate, so-that the transfer re- 
quires a predictable time. For other kinds. of devices, such as type- 
writers, which, at least in input mode, are’ essentially unpredictable, 
the time limit scheme is not applicable. In Chapter 7, the scheme will 
be modified to work for typewriters and other such devices as well. 

The second question concerning the user and the frozen environment 
is what modification in the structure of the 1/0’ system developed in’ the 
last chapter is implied by the use of the’ frozen environment? Whenever 
a user is about to perform I/0, he must now precede the I/O with a re- 
quest to freeze his environment, and follow it with a request to un-— 
freeze. What complication will this represent to the user? The addition 


of two subroutine calls to the. I/O control program is not a major com- 
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plication. The real complexity is determining which parts of the en- 
vironment need to be frozen, and describing these parts to the system. 
In general, the following sorts of areas will be needed: 

the procedures doing 1/0 

storage for variables of the procedure 

Storage for I/O data being transmitted 
What aids can be constructed to help the user identify the parts of his 
' environment to be frozen? If the procedures are written in some high- 
level language, the user will not know which areas of memory contain the 
portions of his program which are to be executed during the freeze. .It 
would be possible, however, to devise a procedure which would trace the 
user's program and generate a list of those areas which must be frozen. 
All the procedure need do is start at the call requesting the freeze and 
follow each branch until it finds a request to unfreeze. This procedure 
can also generate a list of those variables whose storage must be avail- 
able. The principal difficulty comes with the storage for the I/O data 
itself, for only a certain part of this storage need be frozen on any 
particular transaction. The storage might, for example, be represented 
as an array, a certain area of which will be referenced, The array may 
be very large, which would make it unacceptable to freeze the whole array 
in memory. It would be very difficult for some run-time procedure pro- 
vided by the system to deduce from the program and the current value of 
variables just what portions of the array will be referenced. For areas 
such as this whose boundaries change with each instance of the freeze, 
it is probably necessary (and desirable, from the viewpoint of efficiency) 


for the user to construct explicit expressions describing the particular 
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areas of the variable storage which should be frozen on each I/O trans- 
action. 

In summary, then, the I/O system of Chapter 2 is modified as fol- 
lows. Before starting an I/O transaction, the I/O program must call the 
memory manager, presenting it a list of those resources which must be 
frozen for the transaction. Inside this call the I/O process will pause 
until the manager decides to honor the request and freezes the resources, 
When the resources have all been frozen, the manager will set a timer 
with the limit which was supplied as part of the request, and return to 
the user. When the user has finished the I/O, it must call another entry 
in the manager, which will free all the frozen resources. Should the 
timer run out before this call has been made, the manager will assume that 
the user program is in error, and will stop the I/O process, free the re- 
sources, and notify the process overseeing the computation. 

The most obvious limitation implied for the user by these controls 
is that he must agree in advance of each transaction to a maximum time 
limit. This means that (until Chapter 7) only certain kinds of devices 
are connectable to the system. There ie Cortat other drawbacks. For 
example, since all the areas to be referenced by an I/O transaction must 
be specified before that transaction begins, any data which contains the 
address into which the rest is to be read cannot be read in one trans- 


action (except into some intermediate area). 


Other Bindings 


The freezing of pages into memory has been stressed here because 


these bindings are expensive to create and maintain, but the other 
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bindings must not be forgotten. One must examine a particular system to 
find all the relevant bindings, but some general sorts of things to be 
expected can be Listed. 

All segments to be used must be made part of the virtual 

address space, 

All symbolic references must be linked to the correct segment. 

* Any process to be signalled must be identified. 

In fact, since the process cannot add segments to its address space, 
or reference new portions of known segments, its restrictions resemble 
those felt by programmers before the invention of dynamic creation of 
bindings, when they were forced to define in advance the requirements of 
their computation. But of course this is exactly what is to be expected. 


of a frozen environment. 


Stopping the 1/0 Process 


In the second chapter it was stated that the various restrictions 
which would be placed on the I/O process would.allow us to state how 
another process (e.g., the event process) could stop the -I/0 process in 
an. orderly fashion, In what ways have the controls of this chapter 
taken us toward that goal? First, note that a running process is in one 
of two states, frozen or unfrozen, and unless it is. frozen it cannot be 
performing 1/0. If it is not performing I/0, there is no reason why it 
cannot be stopped instantly. If, at the time it is to be stopped it is 
doing 1/0, then all the physical resources which it is holding are named 
in a list, the list describing the frozen environment, which is known to 


the system as well as to the I/O process. Thus if the I/O process is to 
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be stopped instantly, it is only necessary to stop the’ I/O process it- 
self, make sure the device is stopped, and then-tell the system to free 
the listed resources. : 

Alternatively, if appropriate; the I/O process can be allowed to 
run until the I/O is completed. There are essentially two problems with 
allowing the I/O process to continue in this fashion: how to tell when 
the I/O is completed, so that the I/O process: can be stopped, and how to 
determine that the 1/0 bioctes is operating in error and is not ever going 
to stop. The frozen environment scheme with time limit provides the abi- 
lity to solve both these problems. First, when the I/O process finishes 
the I/O it must call the system to unfreeze its resources. At this point 
the system can, if appropriate, stop the I/O process and notify the event 
process, In this fashion the event process can get control of the 1/0 
process at the exact point the I/O is completed. Second, the event pro- 
cess should conclude that the I/O process is behaving in error just hed 
it overruns its time limit. In fact, the obvious way for the system to 
deal in general with the failure of the I/O process to unfreeze its en- 


vironment within the time limit is to stop the I/O process and notify 


the event process. 


It should be clear that if the system is to keep any control over 
resource usage, there must be some sort of time limit-on the freezing of 
resources. It may not be obvioys. that the rather simple form of the 
bound used here is the most appropriate. This section will explore some 


of the aternatives, 
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We might first inquire if instead of an absolute time limit, some 
more flexible bound could be used. The bound could be in the form of a 
probability distribution of the time which will be used. This thesis has 
not used such an idea because the advantages, especially to a record- 
oriented device, are nil, and the complexity of the scheme is signifi- 
cant, The only way in which the system can set a timer using a bound 
in the form of a distribution is to assume that the I/O process will use 
the maximum time the distribution will allow. The system can only use 
the distribution as a scheduling tool in, estimating resource usage if it 
has confirmed that the I/O process is indeed confetathg to the distri-: 
bution it supplied. The measurements necessary to confirm this would be 
costly. Finally, for a record-oriented device, where known record length’ 
implies fixed time bound, there is no obvious reason why a distribution 
is an appropriate description of the time the I/O process will use. So 
this thesis will consider only fixed time bounds. 

There is another variation on this scheme, however, which seems 
more useful. This is to change the interpretation of the time bound, 
so that it describes the maximum time within which the process will ‘un- 
freeze, not counting from the time the freeze goes into effect, but rather 
from the time when the resource manager asks the I/O process to unfreeze 
its resources. This technique is especially appropriate if the fair- 
share problem is not important, so that the only need for the time limit 
is to allow for reconfiguration and other rare occurrences, in which 
case it would be more efficient to let the I/O run until-a particular 
need to unfreeze actually arose, rather than makips the I/0 repeatedly 


stop to unfreeze and then refreeze its environment. 
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The disadvantage of this variation is that the signal from the re- 
source manager will reach the I/O process at an unpredictable time, which 
is undesirable. To avoid the necessity of this signal, which is essen- 
tially an asynchronous interrupt, while still providing a means by which 
the I/O process can run until such time as the resource manager wants it 
to stop, a new entry point to the resource manager can be provided which 
the I/O process may call to extend its time limit whenever the current 
time allotment is about to run out. The resource manager can then Stop 
the I/O as necessary by refusing to extend the bound, This approach does 
imply the extra cost of these calls, but it avoids the design of the com- 
munication path from the resource manager to the 1/0 process. This thesis 


will presume this new entry point if such a variation is appropriate. 


Summary 

This chapter has proposed that in order to diberteee to a particular 
class of timing dependent devices, namely record-oriented devices, a modi- 
fication ie the virtual memory manager be made so that pages of the user's 
steel memory can be fixed, or frozen, into real memory during I/o. In 
order to regulate this fixing of pages into memory in a manner suitable 
for both system and uSer, the chapter restricts the freezing of pages by 
requiring that the user specify, as part of each request to freeze pages, 
the maximum duration of the freeze. This restriction, although very 
simple, is powerful enough to solve two problems associated with frozen 
pages: assuring that the user can get no more than his fair share of 


the machine, and assuring that the system can move frozen pages as needed. 


The time limit has the additional benefit that it constrains the I/O pro- 
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cess in such a way that it is possible for the event: process’ to stop 
the I/O process in an orderly fashion if necessary. 

- The freezing of pages is actually a particular example of the need 
to eliminate all delays which can occur while doing I/0. The chapter 
discusses the various sorts of delays, but concentrates on paging, the 
most difficult delay with which to cope. 

In fact there were three controls placed on the user's ability to 
freeze pages in memory. Not Salgcmee the user supply a time limit, but 
he must pay for real resources so committed, and he is scheduled only so 
often as gives him no more than his fair share of the machine. Of these 
three controls, however, the time limit is the most important, for with- 
out it the other controls would not function: properly. 

One of the goals of the thesis was to seek solutions which were uni- 
versal in scope, that is, to find solutions which applied to a wide § 
variety of devices, rather than to one particular device; While the 
freezing of pages cannot be called a universal solution, for it applies 
only to record-oriented devices, it clearly applies to a significant 
class of devices, and in Chapter 7 it willbe extended to include a wide 
variety of devices. The frozen environment is thus an example of this 


desirable sort of solution. : 


Chapter 4 
Buffered Interfaces 


In an attempt to interface devices with timing constraints, two 
classes of mechanisms, internal and external, were proposed. The last 
chapter discussed the internal approach; this chapter will discuss the 
external approach. The internal approach attempted to interface devices 
with timing constraints by systematically eliminating all possible causes 
which could delay the I/O control program during those periods when the 
device is operating. In contrast, the external approach interposes a 
buffer between the device and the port on the device selctor, which al- 
lows the device to tolerate any delays of the I/O control program by pro- 
viding storage for the items which must flow during the delay. 

Buffering in connection with I/O is far from a novel idea. The in- 
tent of this chapter is not to present new ideas about buffering, but to 
demonstate the real cost and complexity of using buffers as part of this 
or any other I/O scheme. In brief, the chapter will show that buffers 
can be used in the context of this I/O architecture and that the 1/0 de- 
vice can still be represented as a number of memory words but will also 
show that the I/O control program must take explicit account of the buf- 
fer, especially in error recovery, and that the complexity added to the 
1/0 control program by use of buffers may, depending on the particular 
device connected, be considerable. 

In order to show the issues involved in buffering, this chapter will 
develop a particular buffering scheme, the role of which is to serve as 


an existence proof that such a buffer can actually be build. The scheme 
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is by no means unique, or even best, and the chapter will point out al- 
ternatives which might be appropriate. 

Buffers are needed to deal with devices which are not record- 
oriented, but which have other sorts of timing characteristics. In order 
to motivate this material, these other characteristics must be introduced 
and understood, Thus this chapter will begin with a discussion of various 
kinds of devices, 

Most devices which are connected to computer systems are record- 
oriented, including disks, drums, card readers, and card punches. De- 
vices such as printers and tapes have variable record sizes, but the maxi- 
mum size is always known before the device is started. The largest class 
of devices which are not organized around records are often called com- 
munication devices; these include communication lines to distant devices 
or machines, and devices such as terminals and other devices for human 
interaction (graphic displays, light pens, input tablets, etc.). Since 
an interactive terminal is a very common device, crucial to time-sharing 
systems of today, and since the timing characteristics of such terminals 
are fairly typical of these sorts of devices, interactive terminals will 
be considered in more detail. On input the terminal generates an item 
whenever the typist presses a key. It is considered bad human engineering 
to prevent the user from typing as he wants to, so terminals are nor- 
mally prepared to accept a character at any time. Thus, in contrast to 
a record-oriented device, which delivers a known number of items at a 
fixed rate, a terminal delivers as many items as the user chooses to 
type at whatever rate the user chooses to type them. If the user were 


entering a large quantity of text into the system, the terminal might 
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continue accepting input characters uninterrupted for hours. On output, 
the device does not demand items at any fixed rate, so it could be used 
as a record-oriented device by delivering output in blocks of fixed size; 
however, output which comes in bursts like this is apt to prove almost 

as annoying to the user as having his keyboard locked when he wishes to 
type. Another observation about terminals and similar devices is that 
the transmission rates are (at least for input) usually mach Lower than 
those of the typical record-oriented device, so that the resources needed 
to run them at full capacity are not as great. Issues of resource con- 
sumption are being postponed until a later chapter, but, looking ahead, 
one of the requirements of any scheme for operating these sorts of de- 
vices must be that the scheme not require excessive resources. 

It is not true, strictly, that devices such as terminals do not 
stop. It is almost always true, except in systems dedicated to the I/0 
task and specially designed, that the system allocates resources to the 
device using probabilistic rules that attempt to serve the device suc- 
cessfully "almost" all of the time. But it is generally accepted that 
occasionally the system can and will fail to provide resources when the 
device needs them. In this case the device will be forced to stop (for 
example the keyboard will be locked). Thus while it is considered bad 
design to lock the user's keyboard continually, rare interruptions are 
acceptable. This tolerance of occasional interruptions can be exploited 
in the system design. 

How might a device such as a terminal be connected to the system? 
The frozen environment, with its limit on the length of the transaction, 


is an inappropriate interface for a device with unpredictable timing 
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characteristics. The interface could be used under one condition: if 

the system did not use the time bound as a scheduling tool, but only to 
allow reconfiguration and similar tasks, Since these tasks are rather 

rare, it might be reasonable to accept the paases for them as the occa- 
Sional tolerable disruptions. For the purpose of this thesis, such an 

assumption is not very general, so another solution will: be sought. 

The solution to be discussed in this chapter is, as was mentioned 
above, the insertion of a buffer between the device and the system, as 
illustrated in Figure 4-1, The buffer used in this fashion provides an 
area in which data in transit can ‘pile up' to cope with delays induced 
by page exceptions or other causes. 

This buffer could appear in various forms. It could, as pictured, 
be a separate module which is physically inserted in the line between de- 
vice and device selector. Alternatively, the buffer could be included 
within the device. For example, many interactive terminals being de- 
signed today include a mini-computer. Such a computer could be pro- 
grammed to use its memory as a buffer. In this chapter the buffer will 
be viewed as a physically separate module, because this reveals most 
clearly the issues involved with buffering. 

The buffer scheme to be proposed in this chapter must be evaluated 
in the light of two considerations. First, Chapter 2 described a specific 
device interface, with command and data lines controlled by sets of ready 
and acknowledge lines. To what extent can a buffer scheme be proposed 
which can work with this interface as described? This chapter will show 
that certain new lines are required. Second, to what extent must the 


user change the way he views his device if that device is connected by 
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Figure 4-1: Buffer inserted between device and device selector. 
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Figure 4-2: The two stages of data flow in a buffered device. 
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means of a buffer? For example, what changes must be made to the program 
of Figure 2-4 if the device is buffered? The chapter will show that the 
representation of the device as a portion of the address space is still 
an appropriate and viable interface, but that the I/O control program 


must take explicit account of the existence of buffers. 


A Model of I/O Buffering as Several Parallel Algorithms 

The introduction of the buffer has broken the flow of data into two 
Stages, between Selector and buffer and between buffer and device, as 
pictured in Figure 4-2. At each of these stages, the flow of data is 
under control of a particular algorithm, to be called the data flow al- 
gorithm. The selector-buffer data flow algorithm is the I/O control pro- 
gram running on the processor; the buffer-device data flow algorithm is 
provided by the internal structure of the buffer. These two algorithms 
must work in parallel to move the data the whole distance between the 
Selector and the device. 

The picture could be extended as in Figure 4-3 so that there were 
several buffers with associated data flow algorithms, In this general 
case, all the algorithms A, through A +l must be sbavdimabad to produce 
correct effects. This sequence of data flow algorithms AL through As 
could be compared with a bucket brigade in that the successful operation 
of the overall system depends on the co-operation and co-ordination of 
the sequence of semi-autonomous operations. 

Why would a sequence of buffers as in Figure 4-3 be a preferable 


model compared to the single buffer of Figure 4-2? Imagine for a moment 


that we have successfully inserted a single buffer between device and 


buffer 
element 


buffer 
element 


device 
selector 


£8 


Figure 4-3: Several buffer stages and associated data flow algorithms between 
device and selector. 
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selector, If the device continues to operate properly, then it must be 
true that the buffer behaves exactly like a device as far as the pro- 
cessor can tell, and behaves exactly Like the processor as far as the 
device can tell. This in turn means that if one of the connections to 
the buffer was severed, say the one between the buffer and the device, 
and a second buffer inserted there, neither buffer could tell that the 
other buffer existed, because each would, to the other, be indistinguish- 
able from the device or selector which the buffer replaced. Thus, one 
need only design a simple buffer element which can hold just one item, 
for by combining these elements one can create a buffer of any size 
needed. This approach is obviously much simpler than designing the whole 
buffer as a unit. Thus, this thesis will consider the buffer to be of 
the form pictured in Figure 4-3, 

It is usually impractical, as well as undesirable, to have the user 
provide all of the data flow algorithms. Normally devices and buffers 
are simple devices, which are not programmable, They come from the fac- 
tory with the algorithm 'built-in'. The subject of this chapter is thus 
what should these built-in algorithms be, and what co-ordination between 
them is necessary, so that the system works properly. In particular, 
the data flow algorithms must be structured such that they solve two 
specific problems, First, the inflow and outflow of items from the se- 
quence of buffers must be co-ordinated in such a way that the buffer is, 
as appropriate, kept full or empty. Second, if because of an error the 
data flow is halted with items in the buffer, the various algorithms 
must co-operate to empty the buffer and put it in a known state. This 


chapter will propose a buffer algorithm which solves these two problems, 
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Synchronization of Buffer Algorithms 


In synchronization the inflow and outflow from the buffer, the fol- 
lowing considerations must be taken into account. When I/O starts, the 
buffer will normally be empty. Similarly, when I/O comes to a halt the 
buffer will normally be empty. The empty state is normal for reading 
from a device, so that room exists for holding values which the device 
generates. In writing the buffer should normally be full, so that values 
are available for the device if the process stops. This means that when 
writing, the I/O programs, as part of starting up, must fill the buffer, 
and then attempt to maintain it in that state. 

The following is a specific buffer algorithm which will satisfy 
these constraints. It is based on the particular interface between the 
device and the selector discussed in Chapter 2, which consisted of com- 
mand lines running from selector to device, and data lines which could 
carry data in either direction. Each I/O operation was composed of two 
parts: first, the command, going from selector to device, and second, 
the data itself, going in either direction as specified by the command. 

Consider reading data from device to processor. In this mode the 
buffer should be empty, to provide space to hold items generated by the 
device while the processor pauses. The processor will commence the read 
operation by issuing a read instruction, which will cause the selector 
to send a read command to the first buffer. Obviously the buffer must 
transfer the command to the next buffer, so that it may eventually reach 
the device. Thus part of the buffer's data flow algorithm must be: 


When empty buffer receives read data command from selector, 
acknowledge it, and pass it on to the device. 
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The next step will be the data being read, which will flow back from the 
device to the processor, Thus the other half of the Maectens is; 

After handling the read command, wait for device to send 

data back, When data arrives, acknowledge it, and pass 

it on to the selector. 

The next step is to make the buffer work properly in the case that 
the processor lags behind. — Tn such a case, the device must be able to 
force an item into the buffer, even if the read data command has not been 
issued by the selector. 

The technique to be ieee is to add one line which runs from device 
to buffer, to be called the ‘read operation required’ (ror) line, If 
at the time the device needs to transfer another item, it has not re- 
ceived a read data command, it will signal over the ror line to the buf- 
fer. The buffer's response will be to create and send to the device a 
read data command, so that the device can then transfer its data item. 
The buffer, which must get rid of this item in order to accept another, 
will force the item into the next buffer by using its ror line. Thus 
the item will be shifted eventually to the buffer adjacent to the device 
selector; when this buffer signals over its ror line, the processor will 
not respond, so the data item will sit until the processor is ready and 
sends a read data command, — 

In order to implement this, the buffer algorithm must be augmented 
as follows; 

When empty buffer receives ror signal from device, fabricate 

a read data command and send it to device. Send ror to selec- 

tor. When data arrives from device and read data command ar- 


rives from selector, pass data to selector. 


For those who are interested in the details of this algorithm, it is 
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presented in Appendix A as a finite state machine. The algorithm is not 
simple; to allow for the various possible sequences of events, nine 
states are needed. 

There is another solution, appealing except for a fatal flaw, which 
does away with the necessity of the ror line by having the buffer, once 
the sequence of reads has started, always generate a read data command 
as soon as the previous read is complete. Why does this not work? Be- 
cause the buffer does not know when to stop. The sequence of reads should 
come to a halt when the device reaches a logical stopping point, which 
might be a record boundary or the end of a message. If the buffer were 
to generate a read data command after this stopping point is reached, 
the device will continue on to the next record, which should not happen 
until the processor requests it. Thus the device, which can identify the 
logical stopping points, must have control over the flow of read data 
commands, which in this scheme is done by means of the ror line. 

This is half of the algorithm. What about writing? Writing re- 
quires that the buffer be kept full, so that items will exist for the 
device if the processor pauses; thus the algorithm here will differ from 
the read algorithm in that it will try to give the processor a head start 
over the device in order to fill the buffer up. One strategy which would 
do this is as follows: when the processor writes an item into the first 
buffer, that buffer does not immediately transfer the item to the next 
buffer as in reading, but rather holds it until another item is pre- 
sented to it. The next item forces the first into the next buffer, and 
so on, until the sequence of buffers is full, at which point the next item 


will force the first item out of the buffer and to the device. Once the 
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device is started, some mechanism is then required to allow it to pull 
additional values out of the buffer, ged if the buffer is not being 
kept full from the other end. The mechanism required would be a ‘write 
operation required' (wor) line, similar in nature to the ror line, run- 
ning from device to buffer. When the device signals over the wor line, 
the buffer will transfer the next item, or raise its wor line to fetch 
the next item down. In this way the device, once started, can empty 
the buffer. 

There is one difficulty with this strategy for writing. If the 
length of the message is shorter than the number of buffer elements, the 
message will never get written, because the algorithm relies on filling 
up the buffer in order to start the device. One form of solution to 
this problem would be to have the processor start ths device explicitly, 
but this is. undesirable because it would change the model which the pro-~- 
cessor had of the device. Even with buffers, the processor has been able 
to reference the device using a sequence of memory references. It would 
be a shame now to add the necessity of additional:commands. Another al- 
gorithm will avoid this problem... Design the buffer so that it always 
passes an item along immediately. This will mean that the device starts 
as soon as the processor does, so the buffer does not assist in keeping 
itself full. The buffer can be filled without this assistance if the 
processor can write items Piss than the device can accept them, and 
each I/O transaction starts with a long enough uninterrupted sequence to 
fill the buffer. Since the necessary length of such a sequence can be 
figured, the frozen environment techniques of the last chapter can be 


used to guarantee such a sequence. The statement of this latter al- 
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gorithm is rather simple: 


Whenever the buffer contains a data item from the selector, 
send a write data command to the device, and on acknowledge- 
ment, send data to the device. When a write data command 
arrives from the selector, acknowledge it. Wait until buf- 
fer is empty. Then wait for data from selector. Pick up 
data and acknowledge it. 


The algorithm involving the wor line is somewhat more complicated, al- 
though the general scheme is clear enough. The interested reader is 
again referred to Appendix A, where both write algorithms are displayed 
in detail. It will be assumed for the rest of this thesis that the sim- 
pler scheme not using the wor line is preferred. 

This completes the specification of an algorithm sufficient to co- 
ordinate the various buffers under normal operation. The resultant al- 
gorithm is more than a little complex. The resultant algorithm is also 
by no means unique. There are changes which could be made. Moreover, 
this particular buffer structure, a sequence of identical buffer elements, 
is not the only useful structure. The buffer could be a small computer 
or a Single piece of LSI, which implemented the algorithm as a progran, 
or it could be built as an integral part of the device, 

One other issue related to synchronization has to do with reading 
and writing the state word of the device. The issue is the following. 
When the processor reads or writes the state work, is the action sup- 
posed to occur immediately, or should it be delayed in the buffer? This 
problem is most severe when writing, because the processor can, by vir- 
tue of the full buffer, get ahead of the device. In this case if the 
writing of a state word had immediate effect, the writing of the items 


currently in the buffer might be severly affected. On the other hand, 
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if the effect is delayed until the buffer is cleared, then it would be 
impossible ever to stop the device immediately, which is a bad result. 
Thus it becomes necessary to distinguish the cases of immediate effect 
and buffered delayed effect, and this distinction means that the I/O pro- 
cess cannot completely ignore the existence of buffers. One solution 
to this problem is that if the state word should not be modified until 
the buffer is empty, then the process should wait until it can deter- 
mine that the buffer is empty and the device stopped before proceeding. 
The process thus must be able to detect this condition by reading the 
State word, 

With these various observations we will conclude our discussion. of. 
Synchronization of buffers and pass to the other structural question 


raised earlier, the recovery from errors. 


Error Recovery with Buffers 

The other problem with buffers was that buffers complicate the re- 
covery from errors and abnormal halts, for an abnormal halt may leave 
data in the buffer which must be dealt with, This situation is confused 
by the several different cases which can occur, Because of an error the 
device may stop, or the processor may stop, or for some reason another 
process may want to halt the I/O in the middle of the transaction. A 
good example of this latter case would be the event process when it res- 
ponds to the user's attention key. The task of this process would be 
to stop the current computation, including any I/O in progress. In 
order to simplify this discussion, we will first consider this last 


case, and see in what fashion another process could stop an I/O trans- 
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action involving a buffer. 

The most simple technique for stopping the I/O is to halt both the 
device and the processor and just discard anything in the buffer. This 
technique has been used because of its great simplicity, but in a pro- 
perly designed system such loss of data should be avoided when possible. 
In response to the signal from the attention key the current computation 
is certainly to be stopped, but it is very desirable that this stop not 
be a destruction but a suspension of the process, so that the computation 
might be restartable. The ability to suspend, modify, and restart a com- 
putation is present in the Multics system, and has proven very useful. 
If data is lost by stopping the process, the process may not be restart- 
able. Thus, a goal is that stopping the I/O process not cause loss of 
data if possible, 

Given this goal, can the simple strategy of discarding the buffer 
contents ever be used? It can, under one condition: that the sender 
and receiver of data can agree on some previous point in the I/O trans- 
action, some check-point at which to begin again. Such a check~-point 
often exists. For example, if the device connected through the buffer 
were record-oriented, the transfer ebuild be restarted at the beginning 
of the current record. This usually works for disks and tapes, is awk- 
ward for card equipment, and unacceptable for printers, because the same 
material would be printed twice. Fora printer, however, it might be 
acceptable to start over at the previous page boundary, or at the begin- 
ning of the file, Whatever the boundary, this strategy is facilitated 
if the I/O program always allows the buffer to empty before moving from 


one record to the next. As long as this rule is obeyed, there is never 
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any question of the record in which the error occurred. Otherwise, it 
may be necessary to back up further than the current record. 

How could the I/O control program discard the contents of an array 
of buffer elements? An obvious and effective mechanism is to set aside 
several bits in the state word which are to have meaning to the buffer 
rather than the device. These bits might be more properly made a sepa- 
rate state word, an interface state word, rather than a part of the de- 
vice state. These bits would be mapped into the additional lines which 
are present at the buffer interface. The example so far is ror (and per- 
haps wor), which runs from buffer to processor. In order to implement 
this buffer discard function, another line is needed, running from pro- 
cessor to buffer. Setting this line would cause the buffer to reset it- 
self and then pass the signal on. Thus another line is added to the de- 
vice interface for buffer error recovery. Figure 4-4 shows the device 
interface with the various lines which have been added in this chapter. 

If no check-point can be found, then in some fashion it will be 
necessary to restart from the point of stopping. One obvious way to 
stop the I/O so that it can be restarted from the point of stopping is 
to halt the transmitter of the data but let the receiver continue to run 
until it has emptied the buffer. This is a variation of the pattern 
which would occur during normal termination of an I/O operation. 

Under what circumstances is this solution unacceptable? It may be 
that the receiver is what really needs to be stopped. For example, if 
the current computation is printing large quantities of output on the 
user's terminal, and the user decides that he does not want this output 


and presses the attention key to stop it, he does not want his terminal 
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Figure 4-4: Device interface of Figure 2-5 with read operation 
required and buffer error recovery lines added. 
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to continue while a potentially large buffer is emptied. He wants it 

to stop when he presses the button. Allowing it to continue causes 
frustration, but is also bad interface engineering because the terminal 
is the only link between the inca Ue Geepukar: If the computer 
fails to respond to ie Greeieion key immediately, the user has no way of 
confirming that the attention signal was noticed. | 

It is normally not necessary to stop the process as quickly as the 
device, so if cis webeuss rather than the device is the receiver, this 
technique may work well. In terms of the implementation, the only dif- 
ficulty is that the 1/0 control program must determine whether there are 
additional items in the buffer, in order to know whether to issue another 
read, If the ror line can be tested asa bit of the state work, however, 
the presence of a signal there indicates exacely that another item re- 
mains. Thus there is no problem. | 

Another reason why the technique of letting the receiver continue 
to run will fail is that the cause of the stoppage may be the receiver 
itself, which has halted when it discovered an error. If the error was 
a bad data item, for example, the item must be replaced with a good one 
before the receiver can be restarted. Thus the receiver cannot be used 
to empty the buffer. 

The next possible technique for peppieeris that the transmitter 
should take care of the data in the buffer. One simple implementation 
of this would stop the receiver instantaneously, and then have the trans- 
mitter remove the data from the buffer and hold it, so that when the | 
' operation is restarted, the data is available for tetranemiseion. Often, 


it is not necessary to extract items themselves for the buffer; all that 
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is needed is a count of how ao are there. This is true if a copy of 
the transmitted items has been saved. For example, if the processor is 
transmitting to a device, the processor normally keeps a list of the 
items to be transmitted in memory, and moves.a pointer down the list as 
a copy of each item is sent. In such a case all that is needed is a 
count of the number of itens in the buffer, in order to back up the poin- 
ter. In contrast, a typewriter. is an example of a device which has no 
copy, and would have to extract the items themselves from the buffer. 
In this case, the obvious question is what would che tynewdivar do with 
the items so extracted? In order to get a general answer to this question, 
' consider anothér possible technique of dealing with the data tn the buf-— 
fer, "x 

Perhaps the most staple thing to do with date is to leave re in the 
buffer. If in fact the I/O is just being suepended and will be re- 
started, why can't the items just remain in the buffer dueling thacbaee 
pension? It turns out that this does not always work very eis as the 
example of the user's ‘terminal will show. ‘The usual reason eaduveret 
a computation is to modify it. Such a modification is often produced 
by the user at his terminal. ‘Thus after the interruption of the process 
the next use of the terminal is not ee the process is restarted but 
during the (utdenipevon teasity, If data is left in buffers in antici- 
pation of restarting, it will be-in the way of any communication during 
the interruption. 

What this example shows is that the terminal is particular, and 
many devices in general, are not dedicated to one task but are shared 


among the various tasks of the user. Whenever a device (or buffer or 


ee 
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process) is shared, any interruption of one task must be structured in 
such a. way that another task can.use that device. Thus going back to 

the earlier solution. in which the typewriter extracted the contents of 
the buffer and. retransmitted bt when. restarted, we.see that this scheme 
is unacceptable because the sharing of the device means that.the data 

so held will be in the way of other usage. The device could process — 
data in this way only if it were very sophisticated,.perhaps a small pro- 
cessor, so that it could implement and interface to the user a local buf- 
fer management strategy. 

The structure of most systems is such that the processor -is: much. 
better equipped than the. device to cope with:.data returned in this fashion, 
Since a copy of the data usually exioce, the state of the 1/0 operation 
can be represented by an index into the list; in order to multiplex the 
device it is. only necessary to store this index. 

In terms of the hardware implementation it is more difficult for 
the processor to remove the data in this case (writing) than it was in 
the other (reading) case, because the buffer. is. carrying the data away, 
not toward, the processor. If the processor is to remove the data, which 
given the limitation of the interface can only be done by read operations, 
then it will be necessary to reverse the direction of the data flow in: | 
the buffer so that a read operation. will have the desired effect. Es- 
sentially what is needed -is another buffer error recovery signal running 
from processor to device through the buffers, which, when set by the 
processor, causes the buffer to be forced into a state where the data can 
be reached, 


If.what is needed is the count of the items in the buffer, rather 
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than the items themselves, there is another possible implementation. De- 
fine a new aspect to the device, in addition to data, state word and 
record number, which is the number of items in the buffer, This requires 
that there be some module which is connected to both ends of the buffer, 
so that it can count items both as they enter and as they leave. Such a 
module is not consistent with the model of the buffers as a sequence of 
Separate elements, but could anily be superimposed on that structure. 

If the buffer were implemented as one single unit, this function could 
easily be added, 

In summary, four solutions have been proposed in order to deal with 
data left in a buffer by an interruption. 1) Back up to a check-point, 
if such exists, 2) Let the receiver of the data continue running to 
empty the.data, if the receiver can run. 3) Have the transmitter get 
back the data or a count of it, if the receiver has-some place to put it, 
4) Leave the data in the buffer; this was rejected if the buffer was 
shared, 

Which of the above four solutions is appropriate in a particular 
case is influenced by tie very important consideration that in communi- 
cation between computer and a human, the human and the computer have very 
different characteristics. In the previous example, the strategy of 
backing up to a check-point failed in the particular cases. of communica- 
tion between a computer and human: printer output, typewriter input and 
output. This is because the human reader is concerned with the printed 
form of the material he uses, and printed matter cannot be backed up. 
Similarly, the strategy of having the receiver recover items from the buf- 


fer and resend them later failed in the case of typewriter input, because 
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the typewriter was. shared among various tasks. Actually, the user rather 
than the typewriter might be thought of as the proper agent to hold the 
items, but pushing characters back to the typist is, because of his con- 
cern with the printed form, not always possible. 

The implementation of this buffering strategy has been presented 
in considerable detail, including state diagrams in Appendix A. The 
reasons for this detail are first, the desire to show that the characteri- 
zation of the I/O interface as a number of memory words continued to be 
viable in the case of buffers, That is, it was necessary to show that 
using only read and write instructions, the processor can perform all of 
the functions which buffers imply. A proof by example seems ‘the most 
simple approach. 

Second, this implementation provides an example of the buffer model 
presented at the start of the chapter, in which each buffer element is 
executing an algorithm in parallel with the others. Since the buffer 
algorithms are usually (as in this case) rather simple and are fixed 
when the buffer is manufactured, the success of a buffer implementation 
lies in devising a buffer algorithm such that the correct overall beha- 
vior can be produced by reprogramming only the one algorithm executed by 
the processor. The algorithms presented here do not solve all I/O in- 
terface problems; they are particularly slanted toward devices such as 
typewriters, but subject to this restriction they deal with a variety 
of circumstances including abnormal halts, Thus they serve as an example 
of the sort of algorithms which will be required. 

Again, it is important to stress that the thesis does not claim 


that this implementation of buffering is the only appropriate one. Buf- 
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fers could be a freestanding computer, or part of the device, as well as 
an array of elements. The important thing is the extent to which modi- 
fication of the interface is required by the buffer, The insertion of 
the buffer caused several small changes to the normal operation of 1/0. 
Short messages written using the wor strategy will need special start 
commands, and synchronization of state modification must be done expli- 
citly. For error recovery, explicit attention to the buffer was required. 
In every case, however, the modifications did not preclude the use of the 
device interfaced as a number of memory words, That is the most impor- 


tant result of this example. 


Other Forms of Buffering 


If one looks at the sorts of buffers in use today, one can find 
structures significantly different from the buffer proposed here. An 
obvious question is how other sorts of buffers fit into this scheme. In 
order to discover the answer to this question, consider a different kind 
of buffer, similarly composed of a sequence of buffer elements, in which 
each buffer element does not transmit an item on its receipt, but holds 
items until it accumulates a certain number (a block) and then transmits 
this block to the next buffer as a unit. Clearly a buffer of this sort 
will have a different interface for inter-buffer transfer than it will 
for connection to device or processor. An example of this sort of struc- 
ture is a "store and forward” message switching network. 

One observation about such a network is that the buffers may be able 
to recover from certain errors without intervention of the processor. 


If the buffer keeps a copy of each block which it sends, and holds it 


104 


until the block is successfully received by the next element, then on 
failure of the transmission the block can be resent. This is actually - 
an application of error recovery by backing up to a check-point, applied 
at the buffer to buffer level, rather than at the processor-device level, 
This observation is actually the first answer.to the question posed 
above concerning fitting other sorts of buffers into the I/O scheme, In 
any I/O transaction, the operation can be viewed as going on at several 
levels simultaneously. The processor is trying to move items to a de- 
vice, while a buffer is trying to move blocks to another buffer, The 
material developed in this chapter in terms of a one level transaction 
can and must be applied at every such level. 

The strategy used to perform the operation at one particular level 
is often called a protocol. Thus in this case there is a processor- 
device protocol, a buffer-buffer protocol, and of course on the same 
level as the buffer-buffer protocol there are the processor-buffer and 
buffer-device protocols. Using this vocabulary, the buffering scheme 
developed earlier in this chapter attempted to make the processor- 
device protocol and the buffer-buffer protocol: identical, so that the 
device could ignore the existence of buffers. This goal was achieved 
imperfectly. In a more complicated structure such as block transmission 
buffers, it is necessary to admit that there are at least two distinct 
levels of protocol. The general observations made so far about buffering 
will apply to each level of protocol in operation. For example, at any 
level at which error recovery can occur, the recovery procedure will fol- 
low one of the four techniques outlined in this chapter. Further, each 


level of protocol must be prepared to cope with errors which occur in 
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lower level protocols. 

In the block-transfer Strategy, error recovery at the buffer- 
buffer level was by backing up to a check-point. On the processor- 
device level, error recovery might be completely different. The techni- 
que of having the transmitter extract the data from the buffer might be 
appropriate, for example, At the processor-device level, the implementa- 
tion details for these techniques might be quite different. For example, 
rather than the transmitter "turning the buffer around", the receiver 
might take the items out of the buffer and then resend them to the ori- 
ginal reawaunebee: Another alternative would be to use the check-point 
technique by grouping the items into messages, each of which had a name, 
so that a check-point could be the beginning of the message. If it 
were necessary to retransmit from the point of interruption, that point 
could be described by the receiver to the transmitter in terms of off- 
set within a message. From this example will come the other answer to 
our questions about fitting other sorts of buffers into our scheme: the 
same general technique will hold but the details of implementation will 


be quite different. 


An Example of a Multi-Level Protocol 


me 


A good example of an I/0 system which involves several levels of 
protocol is the ARPA communication network, a store-and-forward message 
switching facility (34) currently connecting over 40 computers, or hosts. 
The network which links these hosts is composed of interconnected Inter- 
face Message Processors, or IMPs, which could be described in terms of 


this thesis as block transfer buffer elements. There are several levels 
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of protocol in the network. At the lowest level there are the adjacent 
IMP-IMP protocol and the HOST-IMP protocol, which govern the transfer 
between adjacent modules, Above this there is the sender to eaceigee 
IMP-IMP protocol, between the IMPs which represent the ultimate source 
and destination of a message; above this there is the HOST-HOST protocol; 
and above the HOST-HOST protocol are special-purpose protocols for such 
things dee eeteber of files and dllowing a user at one host to log into 
another host (the TELNET protocol). Details on these protocols are pro- 
vided in several publications (1,28,29,39). _ | 

The adjacent IMP-IMP protocol is designed to allow for error de- 
tection and recovery. An IMP sends a block of data, called a packet, to 
its neighbor, and then waits for acknowledgement. The receiving IMP 
will send this acknowledgement ‘back if the packet is received correct ly. 
If on the other hand the packed is mal-formed, or if the check-sum main- 
tained by the hardware indicates a lost bit, the receiver will do nothing: 
The sending IMP, on failing to receive an acknowledgement, will resend 
the packet, and will continue doing so until an acknowledgement comes 
back, This protocol, of course, is an example of error recovery by 
backing up to a check-point, the beginning of the packet. This protocol 
has no control lines such as ready-acknowledge which regulate the arrival 
of packets at an IMP. One IMP may aida Gnother a packet at any time with- 
out prior negotiation. If the receiving IMP is anpYepared to accept the | 
packet, it throws the packet away, The sending IMP will, of course, re-_ 
send the packet when no acknowledgement returns. _ 

The HOST- IMP protocol is very different from the adjacent IMP- IMP 


protocol. It has no mechanism such as check-sum for detecting errors in 
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the data transmission. Furthermore, bits are transferred across the in- 
terface one at a time rather.than in packets, each transfer controlled 
by two signals somewhat resembling ready and acknowledge signals, except 
that the receiver rather than the sender of the bit must send the first 
signal. 

No lines exist across this fhtwciacs over which to report errors or 
request retransmission. Errors must be reported by sending an error 
message across the interface as if it were data. Such messages may ori- 
ginate in the local IMP, or they may come from a distant IMP as a result 
of the sender to receiver IMP-IMP protocol, if the message has been lost 
somewhere in the network. In this protocol as well, error recovery is 
by backing up to a check-point, in this case the beginning of the mess- 
age, which is larger than a packet. 

The sender to receiver IMP-IMP protocol and the HOST-HOST protocol 
deal with synchronizing inflow and outflow:from the net, but the goal 
here is not cushioning delays but rather flow control: insuring that 
items do not come into the network faster than they are going out. In 
particular, input from one host must not disable other hosts' activities. 
To achieve this control, both these protocols require ‘that before sending 
any messages the sender must obtain from the receiver permission to send 
a particular number of bits, and may not send more than this number. | 

In the case of an error, the sender to receiver IMP-IMP protocol 
contains a mechanism to cause the retransmission of a message, The HOST- 
HOST protocol, however, deals imperfectly with the need to remove infor-— 
mation which is left in the system as a result of an error. In particu- 


lar, the HOST-HOST protocol contains the concept of an event signal, the 
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meaning of which is to halt the process doing 1/0, but the protocol fails 
to deal with data in transit when the signal is.sent. The TELNET pro- 
tocol, built on top of the HOST-HOST protocol, deals with such data by 
discarding it, a solution rejected by this thesis. 

Thus the network control program in a host must deal with three 
levels of protocol. First, it must deal at the hardware level with the 
handshake- procedure necessary to transfer each bit to the adjacent IMP. 
Second, it must deal with the HOST-IMP messages, which do such things as 
report errors, Third, it must deal with the HOST-HOST messages which 


are concerned with multiplexing and flow control. 


Summary 


The insertion of buffers into the data path between device and de- 
vice selector generates two problems, synchronization and error recovery. 
The intent of this chapter was to show that these problems could be solved 
in the context of the I/O interface which represents the device as a nun- 
ber of memory words, This has been shown by example, but in the process 
certain modifications were required of the interface between device and 
selector, and of the I/O control program. 

The interface was modified by the addition of several new lines, 
the ror line and two lines for error recovery, the line which discards 
the buffer contents and the line which turns the buffer around. The re- 
vised interface is pictured in Figure 4-4. These lines do not change 
the basic nature of the device interface, however, but are rather addi- 
tions to it, 


The I/O control program must be modified so that it has explicit 
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knowledge of the buffer's existence. For example, the program must know 
how to recover from an abnormal halt which leaves items in the buffer. 
In general, it may be true, depending on the complexity of the buffer 
scheme, that the I/O program must be prepared to deal with two distinct 
levels of interface protocol, one level for the device and the other for 
the adjacent buffer. In this case the observations made in this chapter 
apply to every level of protocol. 

The’ buffer scheme described here is an alternative to the frozen 
environment scheme of the last chapter, and was intended to handle de- 
vices which could not ioe the frozen environment. This buffer scheme is 
also cacuete of handling the record-oriented devices of the last chapter. 
The frozen environment wchecie ts e1e;t6 be the preferable of the two 
where it is applicable, however, For. the complexity added eo the control 
program by the frozen avi ronment cpekiensy the addition of the system 
calls, is less than the complexity of error recovery and soateonteaei on 
added by buffers, Thus the ffogen environment will be used when possible, 

Chapter 7 will propose a modification to the frozen environment 
scheme which will work with devices such as interactive terminals, Thus. 
it might seem that buffers are of no use at all. In fact, buffers have a 
use perhaps more important than the one discussed in this chapter. Buf- 
fers were designed to allow devices to tolerate delays caused to the 1/0 
control program. When the question of efficient use of processors is con- 
sidered, a new delay will appear, the delay of processor scheduling. The 
buffer, of course, can deal with this delay as well as the delay caused 


by page exceptions. Thus the buffer scheme will appear in a later chapter. 


Chapter 5 
Multiplexing in the I/O System 


Up to this point in the thesis, the assumption has been that there 
was no sharing among users of such things as I/O device controllers, 
communication lines, external buffers and other parts of the I/O 
machinery. In real I/O systems, these elements are often shared, or 
multiplexed. The purpose of this chapter is to introduce such multi- 
plexing into this L/O system. 

The term multiplexing will be taken to mean a sharing of some 
facility in such a fashion that the user could believe that the 
facility were exclusively his. In other words, this chapter will not 
consider arrangements for sharing which several users might work out, 
or which one user might work out for several of his tasks, although 
these arrangements are certainly practical and useful, but will rather 
consider schemes for sharing which the system may impose on the user. 
Such a scheme must not require the cooperation of the user, nor should 
it require the user to modify his programs to cope with it. 

There are a variety of techniques lumped under the name of multi- 
plexing. A good example of device controller multiplexing is the use 
of one set of control hardware to run several tape drives or disk 
spindles. An example of communication line multiplexing is the use of 
one cable to connect to the computer several typewriters at a remote 
location. Buffer multiplexing would reduce the cost of the buffering 
proposed in the previous chapter. Each of these kinds of multiplexing 


will be discussed in the chapter. 
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Multiplexing will be seen to cause a great deal of disruption to 
the orderly nature of an I/O system. Why include multiplexing at all? 
The reason is that great economies can be realized by sharing; multi- 
plexing is currently necessary to achieve acceptable costs for I/O. 

This chapter, then, is an attempt to bring this I/O system closer to 
reality by adding multiplexing. 

This chapter does not contain major new results. Rather, it is 
an attempt to evaluate various known aiverpieeiae achease in the context 
of this agate: The evaluation will show that this system is compatable 
with various sorts of multiplexing, thus easpurtens the claim that this 
system is indeed an appropriate one; it will also show; hopefully, 
what aspects of multiplexing are the most disruptive to an orderly 


> I/0 system. 


Sharing of the Ports on the Device Selector 

. The device selector was assumed to provide for each device a 
‘separate and distinct connection point, or pert," and to map this port 
into a distinct set of memory addresses. Since it is by mapping | 
portions of memory into the user's virtual address space that access 
to devices is granted or denied, it is crucial that each device be 
represented by a distinct portion of memory. iif instead several devices 
were to share the same port, and thus the same portion of memory, it 
would not be possible to grant or deny access to these devices individ- 
ually, which would mean that for protection reasons the user could not 
be given direct access to one of these devices, for in receiving access 


to one he would get access to all. 


seme ay sats ee 
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Why would one consider having several devices share a port on the 


device selector? The equivalent happens seten. in traditional I/O 
systems. If several remote typewriters are connected to the computer 
through a shared cable, that cable is normally connected to one port. 
Similarly, if several tape drives are run by one tape controller, that 
one controller is usually connected to oe port | In brder ‘chat each 
device have its own port, it will be necessary, for example, that such 


a tape controller be connected to the selector by not just one cable, 


“but by one cable for each device. 


Thus the first conclusion about miltiplexing is that whatever sorts 


of multiplexing are done stiould be done external to the device selector, 


so that each device is connected to its” own device selector port. This 


conclusion is valid not just for this specific system. [It follows from 
the basic assumptions implied by the aad of ores devices into the 


user's environment in such a way ‘that he can accéss ‘chen directly. 


A Multiplexed Device Controller 

In order to begin fitting multiplexing into this system, consider | 
first the most simple case, which is device controller multiplexing. A 
tape controller running a number of tape drives would be an example. 
Since the controller is shared, it cant move itself from one device i 
another to support the Speration’ of the various devices. This jection: 
will consider what algorithm it can or shouid use to move from device 


to device. 


a) 
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One common strategy, called block multiplexing, i8 to assign the 


controller to a particular device for long enough to transfer an entire 
record or some other number of items. Let us first consider an alter- 
native to this, which is that the controller moves itself from device 

to device on an item by item basis, Item by item multiplexing is perhaps 
a more natural technique to program, for as this chapter will show, item 
by item multiplexing can be done automatically, which eleminates the 
need for eeelug with whatever module performs the allocation in the 
block multiplexing case, 

To understand item by item multiplexing, observe one particular 
device as it operates, At some point the controlling I/O program will 
issue a command to read or write. The multiplexor will then assign 
itself to the appropriate device and pass it the command. At this point 
the processor running the I/O program will wait until the device is 
ready to perform the data transfer. Clearly, the multiplexed controller 
must not remain assigned to this particular device during this waiting 
period, for it is the waiting period which consumes all the time which the 
processor wastes because it is faster than the device. If the controller 
were to remain assigned during the wait, it would be assigned to the 
device essentially all the time. So the controller must assign itself 
to a device twice during each transfer, once for the command and once for 
the data. The implications of this will be discussed below. 

As more and more processes attempt to use the controller, it must 
share itself among more and more devices, This sharing implies that when 
a particular device is ready to use the controller, the controller may 


not be free. If the devices have no timing constraints, the only result 
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of this delay will be to cause the device to run slower. It is 
desirable, however, that the controller multiplex itself so that it 
gives each device a fair share, 

If the devices have timing restrictions, it is possible that 
excessive delays injected by the multiplexing of the controller would 
prevent the device from being serviced in time. In this case it may 
be necessary to restrict the number of simultaneous users of the device. 
Block multiplexing can be viewed as the result of restricting the 
number of simultaneous users to one. 

It is not hard to imagine an algorithm as part of the controller 
which gave a fair share to each device on an item by item basis. While 
it is similarly possible to create a controller strategy for sharing 
itself on a block basis, it is not clear that on a block basis the 
controller is the correct piece of the system to make this decision. 

If one process is to proceed, while others are halted, the other 
resources of these halted processes (e.g., pages in memory) ought to be 
freed. This suggests that the allocation of a block multiplexed 
controller should be coupled with the request which assures the user 
his other resources, the request to freeze the environment. 

Doing block multiplexor assignments as part of the request for a 
frozen environment has another advantage in addition to committing 
resources only as needed, which is that the user then need not take 
explicit action because he is using a block multiplexed facility 
(provided that the system knows which devices are to be used during the 


freeze). Not introducing explicit action was one of the goals of 
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multiplexing. Thus the second conclusion about multiplexing which this 


chapter will draw is that in the context of this system a block multi- 
plexed facility should be managed just as another resource, by committing 


it to a process as part of a frozen environment. 


A Multiplexed Communication Line 

Often, several terminals at a remote location share one cable to . 
the main computer. The main difference between this sort of multi- 
plexed facility and the multiplexed controller discussed above is that 
in this case the device and the communication line are not integrated 
in an arbitrary fashion as the device and the controller were. Rather, 
it is assumed that the device is equipped with the standard interface 
developed in the previous chapters, and the multiplexed line must connect 
to this interface. 

It was observed in the previous section that under the item by item 
multiplexing technique, the multiplexor must assign itself twice in each. 
transaction. In order for it to assign itself correctly in the second 
part of the transaction, the transfer of the data, it is necessary that 
the multiplexor be able to determine when the device is ready to do the 
transfer. In the case of the multiplexed controller this represented . 
no problem, for the device and controller could be interconnected in 
any fashion necessary. The multiplexed communication line, however, 
must determine when the device is ready using only the information 
available at the standard interface. If the operation pending is reading, 


this is easy. When the device is ready to read, it signals over the 
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xead ready line, which indicates that it is now appropriate to assign 

the line to this device. If the device is preparing a write operation, 
however, it will present no indication to the multiplexed line, for it 
generates no Signal but rather waits for the write ready signal from 

the processor, which will not arrive until the line has been assigned, 
What is needed is a new line running from the device over which the 
device will signal when it is ready to perform the write. The multi- 
plexor will, on receipt of this signal, assign itself to the device and 
pass the write ready and the data lines from the process on to the device. 
Since this line runs in the reverse direction from the normal write ready 
line, it will be called the reverse direction write ready line. The 
existence of this line will not alter the operation of device or buffer 
in any way except for generating the signal as appropriate, Figure 5-1 
displays this addition to the interface, 

The necessity of adding a new line to the interface does not result 
from details of the interface, but rather from two general observations. 
First, in any multiplexed facility such as this, which has "two ends", 
the device end and the selector end, it is preferable that one end only 
make assignment decisions, for if both can make them some additional 
mechanism is needed to prevent the various decisions from conflicting. 
This mechanism will require negotiation between the ends, which may be 
impossible in the case of a communication line due to restrictions of 
the line itself. The second general observation is that if one of the 
two ends provides the slower response of the two (processors wait for 
devices, not the other way) then that slower end (the device end) has 


the best assignment information available and should make the decision. 
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Figure 5-1: Device interface of Figure 4-4 with reverse write 
ready line added. 
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These two observations imply that the device must generate a signal 
whenever it is ready to complete a transaction. The necessity of 
localizing the multiplexing decision at the device end constitutes the 
third conclusion which this chapter will make about multiplexing, or 
about interface protocol in general, 

There are facilities other than communication lines which might be 
multiplexed in the fashion, with two "ends" fanning out to devices and 
selector ports respectively. These observations would apply to any 


such facility. 


Multiplexing of External Buffers 

In the previous chapter, which discussed buffers, it was noted that 
while external buffers would cope with the various processor delays, for 
long delays or fast devices the amount of buffering required would be large. 
Rather than associate a large amount of buffering with each device full 
time, buffers could be assigned only as needed. This is multiplexing of 
external buffers. 

Sometimes buffering is needed for the operation of another multi- 
plexed facility. Asynchronous time-division multiplexing, aeuen 
identified as ATDM, is the use of a multiplexed communication line 
assigned on an item by item basis with an insufficient limitation on the 
number of users to prevent the peak item arrival rate from exceeding the 
rate at which the line can handle the items. The benefit of operating 
in this mode is that the average number of items transmitted is increased, 
so that the line is more fully used, but in order to prevent the delays 


induced by the occasional peak arrival rates from causing timing failures, 


119 
buffering is. needed, Rather than provide this buffering on a per-device 


basis, it is usually multiplexed ds.part of the AIDM scheme, 

We will first propose, and find a flaw with, a simple-minded 
scheme for buffer multiplexing, which is to design a buffer element which 
resembles. the one in the previous chapter except that it buffers 
additional information: the identity of the particular device with 
which the item is associated, When these elements are connected 
together to form a buffer, an item would go in one end accompanied by 
its device identification, and when it reaches the “other end" of the 
buffer the device identification would be sufficient to send it to 
cha scones destination. Clearly, the buffer can only be used in one. 
direction at once: if one device is reading, all must be reading, and 
this implies that there would be two buffers, one in each direction, for 
full operation. But this is not the flaw in the system, 

ConSider operation in one direction, say reading, and consider the 
end of the buffer adjacent to the device selector, There each buffered 
item in turn will be examined, its device identification extracted, and 
the item will be sent on its way to the proper process, Not exactly; the 
item at the head of the buffer will go on its way only when the program 
in charge of the associated device executes an instruction which picks 
the item up. But the user's program is not certified in any wy. If 
it is badly written, or malictous, it may never remove the item from the 
buffer, in which case the whole buffer: is stopped up and the scheme 


fails utterly. 
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What has gone wrong? The shared buffer, by putting the item of a 


user in its first element, is assigning itself to that user in such a 
way that the user must act before the buffer is free to assign itself 
to another user. This is a violation of the Seleeal rule that whenever 
an I/O program is not guaranteed by the system to behave in a certain 
manner, no multiplexed facility can allow its successful operation to 
be predicated on the co-operation of that I/O program. 

One could attempt ad hoc solutions to this, for example a timer to 
limit the duration an item will. be kept in the buffer. The real answer 
is that an item by item allocation scheme is inappropriate for buffer 
elements, If allocation were performed on a block basis, for example 
as part of obtaining a frozen environment, then the necessary controls 
on resource conSumption would follow. 

How might a block-allocated multiplexed buffer be designed. One 
simple configuration is pictured in Figure 5-2, In this particular 
scheme, the multiplexor has several buffers, one of which it will assign 
to a particular device as that device becomes active. If none are 
available, the process running the device must wait. Once one of the 
buffers is assigned to a device, it will behave as if it were dedicated. 

More complicated multiplexed buffers can be imagined, which are 
capable of varying the amount of buffer allocated. to each device 
depending on the dynamic need, A small computer might be used to run an 
external allocation algorithm which operated independently of the 
frozen environment. 

The failure of the simple buffer multiplexing scheme is not a result 


of the details of this system, but is, once again, a general result of 
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Figure 5-2: A scheme for multiplexing buffers. 
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the desire to allow the user to write and run an arbitrary I/O program, 
Allowing the user this freedom implies that anything the user can do 
must not disrupt any other user. Multiplexing is an obvious area in 
which this restriction will be felt, 

While the use of multiplexed buffers does cause complexity, buffers 
dedicated to a particular device can be used in conjunction with other 
multiplexing without causing trouble, For example, it might be 
appropriate to buffer each typewriter connected through a multiplexed 
communication line. Such buffering would normally be connected between 
the device and the line, so that it could absorb delays in obtaining 
the line, as well as the other processing delays. In ee that this 


work properly, it is only necessary that each buffer element have a 


reverse direction write ready line. 


Multiplexed Ports Re- examined 

As an earlier section discussed, the multiplexing of ports on the 
device selector is to be avoided because it would imply the loss of the 
ability to allow direct user access to the devices on the port. Ina 
practical case, however, it may not always be possible to insist that 
each device have its separate port, for the system = have to cope 
with some multiplexed facility designed with the expectation that the 
main processor itself will demultiplex the information from the facility. 
An example of such a facility is the ARPA network, discussed in Chapter 4, 
in which messages from a large number of sites come through one port. 
In order to demultiplex this sort of facility externally, an additional 


computer would be required, In such a situation it may be necessary to 
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compromise and multiplex a port. ° 

If this is done, the I/O control program which accesses the port 
must be provided by the system for protection reasons, and the user 
must access the devices on the port by communicating with this system 
certified I/O program. The important point about such a solution is 
that, assuming its limitations are accepted, it can be implemented 
easily in the context of this I/0 system. The certified program which 
demultiplexes the facility will be fan in an I/O process provided by 
the operating system rather than the user. User processes access the 
facility by interprocess communication, which is also true for an I/0 
process provided by the user. Thus the user, from his main computation, 
does not see access to these devices as being strongly different from 
other ievewsy. And the use of one port in this fashion does not affect 
the operation of other ports, Thus in this system a multiplexed port 
does not cause a disruptive effect on other parts of: the system; it 
may actually be a very appropriate strategy, if the resulting restrictions 


on that port are reasonable for the situation. 


Summa ry 


The 1/0 system developed in this thesis can be integrated with 
various sorts of I/O multiplexing. Multiplexing of a port on the device 
selector prevents the user from providing his own program to access the 
port, but other sorts of multiplexing, such as multiplexing of device 
controllers, communication lines, and buffers can. be accomplished. 

The main impact of this system on traditional multiplexing tech- 


niques is that giving the user direct access to the port implies that 
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the multiplexor must not allow faulty programming at one port to affect 
the operation of other ports, Multiplexed facilities must be more 
careful about port behavior than if the program using the port were 
certified. 

The addition of the reverse direction write ready line was a 
reflection of the observation that in an interface protocol such as the 
one devised in this thesis, it is more orderly if the protocol for a 
class of transactions is always initiated on the same side of the 
interface, in this case the device side. The interface with the addition 
of this line is pictured in Figure 5-1, 

In view of the various benefits which derive from the I/O system 
developed in this thesis, the restrictions which the system imposes on 


multiplexing seem worth the price. 


se gtghe 


Chapter 6 
Processors as a Scarce Commodity 

One of the major assumptions of this thesis has been that processors 
were inexpensive enough that one could be dedicated full time to any pro- 
cess doing I/O. The economics of today would make this assumption a rather 
expensive one; thus the goal of this chapter is to find ways of reducing 
the cost of dedicating processors full time to 1/0. 

There are two techniques which have been used to solve this problem, 
both of which can be made to apply to the I/O system being developed here. 
The first technique is to assign a processor to the I/O task only at the 
time when instructions are to be executed, and to assign the processor to 
something else whenever the I/O task waits for the device. In most systems 
which use this technique, the 1/0 programmer must explictily cope with the 
fact that his process is periodically removed from its processor. This 
chapter will show that in the context of this 1/0 system it is possible for 
the system to perform processor assignment automatically, so that an I/O 
program written under the assumption that it would have the processor full 
time need not be modified in order to use this technique. 

The other technique which has been used to reduce the processor cost 
associated with I/O has been to transfer the I/O processing from the regu- 
lar processor to a specialized processor, often called a channel, whose 
capability and cost are suited to I/O. This chaptér will show that mae of 
the important advantages of interfacing 1/0 devices as memory words is that 
a specialized I/0 processor can be uséd in 4 much more versatile manner 
than in other I/O architectures. To the knowledge of the author, this 


versatility in the use of a specialized I/O processor has not been 
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exploited before in systems which represent the I/O device as a region of 


memory. 


Dynamic Assignment of I/O Processors 


The technique of assigning a processor only as needed usually finds 
application for typewriters and other slow devices, for the costs and bene- 
fits are well matched. In a traditional I/O system the technique might work 
as follows: whenever a typewriter needs to send or receive a character, it 
generates an interrupt. In response to this interrupt, the system runs an 
interrupt handler, a piece of code which takes the appropriate action, and 
then returns. How could this technique be fitted into the I/O system so 
far developed? 

Clearly, one issue is efficiency. The switching of the processor to 
the I/O interrupt handler program must not be excessively costly, and must 
not cause so much of a delay that the I/O fails to be serviced in time. 

Many systems have demonstrated that this scheme can be made to run effi- 
ciently, but this thesis must consider whether efficiency is adversely 

affected by some feature of this I/0 architecture, or by some feature of 
the sort of system in which it is embedded, for example virtual memories. 

The other issue which this technique raises is one of program structure. 
Chapter 2 argued at some length that for reasons of clarity and ease of 
programming, the interruption of processes and the interrupt handler struc- 
ture should be avoided. It will be necessary to devise some strategy for 
taking away and restoring the processor which does not destroy the structure 
of the I/O process, which so far has been sequential. Ideally, it would be 


possible to devise a scheme for taking away and restoring the processor 
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which is completely invisible to the user, so that he can create his 1/0 
control program as if it were to be run on a dedicated processor. This, 
in fact, can be done. 

The term suspension will be used to describe the act of taking away 
the processor from the I/O process. If suspension is to be done in a 
fashion invisible to the user, the system cannot ask the user for assistance 
in determining those points in the I/O control program where that program 
can be suspended. Instead, the system will have to identify these points 
on its own. But what are these points? They are exactly when the processor 
has attempted to reference an I/O device, and is waiting for the device to 
respond, for at those moments the processor is doing nothing, and can be 
put to some other purpose without affecting the I/0 process. 

Consider what state an I/O process is in when it waits for a device. 
The processor will have issued an instruction to read or write, the device 
selector will have issued the equivalent command, and the processor will 
then wait in the middle of the I/O instruction for the device to respond 
and the data to be transferred. It is when the process is in this state 

-that it could be removed from its processor, and restored only when the 
device is ready to complete the Sentaeeion? 

How could the conditions for suspension be detected by the system? An 
obvious way is with a timer, That is, if the processor makes a memory 
reference to a device selector, (rather than a memory box) and that refer- 
ence is not completed within some time limit (a time of the magnitude of 
10 memory cycle times, for example), and the request went to a device for 
which suspension were appropriate, then suspension could be initiated. 


This timer could be a part of the processor, which might in any case have 
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such. a timer to allow recovery from a broken memory box which fails to re- 
spond, or it could be part of the device selector, so that the timer signal 
could be delivered only for appropriate devices. 

How can the condition for restoration be detected? Clearly, the device 
must generate some signal which will cause the I/O process to be restored 
to a processor. How is this signal to be generated, and what is to respond 
to it? It is easy to generate the signal. When the device is ready to 
complete the transaction, it will signal over one of two lines in the inter- 
face. If the operation pending was reading, the device will signal over the 
read ready line. If the operation was writing, the device will signal over 
the reverse direction write ready line introduced in the last chapter. An 
obvious way to map these into a signal which will cause restoration of the 
processor is to define another line in the interface, to be called the need 


processor line, and adjust the interface so that a signal over the read. 


Xeady or reverse direction write ready lines causes a signal on the need 
processor line. The need processor line is shown in Figure 6-1. 

This need processor signal will be used as follows. When the need. 
processor signal arrives at the device selector, the selector will in turn 
send a signal to some processor, the effect of which will be that a system 
routine is executed on that processor, whose function is to schedule the 
appropriate I/O process to run. Thus when the signal arrives, the 1/0 
program is restored to.a processor. 

..,Suspension and restoration by this technique is essentially invisible“ 
to the I/O process. (Not completely, for example the quit handler process. 
must be prepared to find the I/O procegs in a suspended state.) Such 


invisibility means that the program structure has not been disrupted by the 


technique, which was the desired goal. 
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Figure 6-1: Device interface of Figure 5-1 with need processor 
line added. 
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This scheme for suspension and restoration shares some of the benefits 
and costs of paging. One benefit is the just mentioned invisibility, the 
fact that the mechanism is supported by the system so that the user need 
think little about it. One cost of this scheme, which has an analogy in 
paging, is the occasional inefficiency of suspending a process and being 
forced to restore it immediately. The equivalent cost of paging, removing 
a page from memory and having to fetch it back immediately, is tolerated 
as being outweighed by the benefits of paging: paging is automatic, per- 
formed by the system and hidden from the user. It would seem that the cost 
of suspension and immediate restoration would be similarly tolerated, es- 
pecially since I/0 is more predictable than paging, so the number of occur- 
rences of this sort of inefficiency should be few. This analogy with 
paging was constructed to try to convince the reader that this scheme is 
viable even though it might sometimes do things which are not optimal. 
Without laboring the point further, let us pass on to other issues of 
efficiency. 

One question of efficiency is will the cost of suspending and restor- 
ing the process and of holding the process in the suspended state be 
excessive. In many systems using interrupts and handlers it is not 
necessary to activate a complete process environment in responding to a 
signal. Thus this scheme might cost more. Some observations about an 
operational system may shed some light on this issue. In the Multics system, 
suspended processes are divided into two classes, called loaded and unloaded, 
depending on whether the system has kept in memory the tables for each 
process which maps the process virtual address space into the real memory. 


If these tables are loaded in memory, starting up a process is rapid, taking 
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about 300 instructions or about Ims. Multics. does such a scheduling each 
time the system takes a page fault. Measurements on the current system, 
with two Honeywell 645 processors, show that this scheduling can happen 
under peak load 100 times a second. If. the process is unloaded, the cost 
of fetching these tables ups the cost and delay of restoration considerably, 
perhaps in the vicinity of 15ms. Thus it would seem that to implement this_ 
suspension scheme efficiently, all processes. suspended for I/O should be 
loaded. If this were the case in Multics, typewriter input could be hand- 
led now on a per character basis, for measurements on the same system with 
40 to 50 users show that the character. input, rate seldom peaks over 15 

characters per second for the whole system, which: would only. add 15% to the: 
loaded schedulings already done for paging. .These additional schedulings . 
would clearly sae be unreasonable, 

These schedulings are not now done in Multics because the memory to 
keep this many processes loaded costs too much. It was not a design goal of 
the Multics address mapping strategy to keep this many processes loaded, but 
as hardware costs decrease it does not seem at all unreasonable as a design 
goal for future systems. There are two techniques to reduce the cost of a. 
loaded process. One is to restrict the generality of processes which are 
allowed to be I/O processes, i.e., to be kept loaded. A limitation on the 
number of segments (or a prohibition against making new ones while doing 
I/O) would fix the size of the necessary tables. The other approach is to 
remove any excess material from loaded tables. For example, in Multics, 
every address conversion table contains information about all the segments 
which compose the system supervisor itself, some 200 in number. This 


information is identical for all processes. If it were extracted and 
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placed: in a common table, mapping tables thus specialized might shrink by ~ 
an order of magnitude. This thesis has not developed a detailed virtual 
memory mapping scheme, so no context exists to’ pursue this issue in detail. 
Hopefully, the reader is convinced by these general observations, and also 
by the falling prices of memory, that it is not unreasonable to keep 1/0 
processes loaded. This topic is really the efficient use of memory, not 
processor, and will be discussed in the next chapter. Let us therefore 
leave it, for there is more’td say about scheduling efficiency. 

Can the device tolerate the délay in completing the transaction caused 
by restoring the 1/0 process? Obviously, this depends on the device. Some’ 
devices, once they are ready to complete the transaction, will tolerate 
little further delay. Others will tolerate any amount of delay. Clearly, 
the tolerable delay is a limitation of this scheme. The other limitation ~ 
is the overhead of the system scheduling routines, which will take more and 
more resources the more often the device transfers items. To circumvent 
these limitations, some mechanism is needed which will allow more to be 
dotie on each scheduling, so as to ‘reduce the frequency of ‘scheduling, and “— 
which will help cope with the delay in processor scheduling. Does such a 
mechanism present itself? The external buffer of Chapter 4 will work quite 


h 


well. 


It is easy to shéw that the external buffer of Chapter 4 will increase 
the amount done at each scheduling, ‘and will cushion the scheduling delay. 
Clearly, the buffer can cushion the scheduling delay, for the delay in 


scheduling a°process is no different than any other delay with which the 
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buffer was designed to cope. In order to see how the buffer provides more 
work at each scheduling, consider reading as an example. If, before the 
processor is restored, the device is allowed to fill the buffer up, then 
the processor, when restored, can read not just one item, but all the items 
in the buffer. Obviously, it is not appropriate to let the buffer fill 
completely up, for then there would be no room left to cushion delays in 
scheduling. But sufficient buffering can be provided to allow a certain 
number of items to accumulate. 

In order to delay restoration until the buffer is partially full, it 
is only necessary to signal over the need processor line when the buffer is 
appropriately full. A clean way to implement this is to propagate the 
need processor tise chrough the buffers so that any buffer can turn it on, 
and then provide a modified buffer element which will signal over the line 
when it changes from the empty to the full state. By positioning this 
element properly in the middle of the buffer, the signal can be generated 
when the buffer is filled to any desired degree. This-simple modification 
is all that is required to make the buffer work as a tool in processor 
scheduling. 

Clearly, this scheme works for writing as well as reading; the only 
difference is that the device empties rather than fills the buffer, so that 
a buffer becoming empty rather than full must trigger the need processor 
line. 

What are the limitations of the buffer scheme? First, it does not: 
avoid but only puts off the issue of efficiency. This scheme decreases the 
scheduling cost associated with a given transmission rate, but does so only 


by use of a larger and larger buffer. Clearly, when the cost of the buffers 
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equals the cost from excessive scheduling of processors, the scheme has no 
further use. Moreover, as was noted in the.last chapter, buffers are one 
of the most difficult items to multiplex, so it might in fact be necessary 
to provide this large .amount of buffer separately for each device, which 
seems especially inefficient. 

The other limitation of the buffer is the previously discussed fact 
that the data flow algorithm in the buffer’ is fixed and built in as part of 
the buffer. The inflexibility of the algorithm is a special hindrance when 
the buffer is used to help schedule the processor, for the reason that for 
certain kinds of devices (typewriter input is the best example) certain 
. computations must. be done on cick Vee as Tt eceteue: peenlier input. may 
require checking for the aevivei-of a control character, echoing a character 
(or a sequence of characters if any sort of automatic typing completion is 
implemented), and checking for characters which indicate the end of message. 
The use of buffers postpones these computations until the processor is 
scheduled. In the previous chapter, the processor was always trying to 
catch up with the buffer, and the only postponement was caused by delays 
such as paging. Now, with buffers serving as a scheduling tool, the post- 
ponement is of a-different degree; it lasts until the processor is 
scheduled, and scheduling will only happen when something causes it. What 
will cause it? Not the buffer. It only knows to signal for process sched- 
uling when it is filled up to a certain amount, and that is not the right 
criterion. One character along might arrive, which should get immediate 
processing, but if it doesn't fill up the buffer, the character could sit 


forever. Clearly, to avoid the delay, these sorts of computations would 
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better be done at the device end of the buffer. But the buffer cannot do 
this, for that part of the algorithm is fixed. 

There are three solutions to this problem, two ad hoc and one general. 
The rest of this chapter will deal with the general solution, but the two 
ad hoc solutions ought to be mentioned in passing. First, if the computa- 
tions which need to be done at the device end of the buffer can be determined 
in advance, special boxes can be built which will do them. These boxes 
could then be spliced in between the device and the buffer. The box could. 
either do. the computation or detect that it needed to be done and signal on 
the need processor line. The limitation of this scheme is obvious: the 
algorithms needed must be correctly predicted in advance. Any error is 
awkward and expensive, for once again the boxes with their algorithms are 
prefabricated and not programmable. The other ad hoc scheme is to set a 
timer which goes off periodically and causes.a processor scheduling. In 
order to provide reasonable response, the timer should probably go off 
fairly often, perhaps every few seconds, and this in turn implies that to 
avoid hopeless inefficiency the timer should go off only if something is in 
the buffer. . Otherwise the process of a logged in user would be scheduled 
every few seconds for the whole console session. Even with this condition 
on. the timer, the scheme provides an upper limit on efficiency, at the same 
time providing an upper limit on response. If a suitable value of the timer 
interval can be found to satisfy both criteria, the scheme can be made to 
work. But there is no guarantee of success in any particular case. Clearly 
what is needed is some programmable module less expensive than a processor, 


which can execute I/O programs. This is the topic of the next section. 
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A Specialized I/0 Processor 

Traditional systems have often used a specialized I/0 processor to 
execute some parts of the I/O control program. Such a processor is often 
called a channel. The term "channel", however, has many ‘different meanings, 
so. this thesis will not use’ it, but will instead use the term specialized | 
processor, or SP, by which will be meant any processor the characteristics 
of which have been tailored for dedeutine thie I/O program. Perhaps the SP 
can be scheduled with less overhead, so that it is especially appropriate 
for the technique of suspension and restoration. Or perhaps the SP might 
be a very inexpensive version.of the aid processor, perhaps lacking a cache 
or some fancy machine instruction, so that minimal cost is incurred if it 
sits idle. This section will explore how, in the context of this 1/0 
system, a processor might be specialized ‘for 1/0. | 

Structurally, what is the di texcnda batueen specialized processor 
and a traditional channel? In traditional 1/0 systems tn which all I/O is 
done through channels, one important role of the channel has been to pro- 
vide the connecting point for the devices. Obviously, SP's will not serve 
that role in this thesis, forthe device selector has that function. Thus 
in this system a SP is nothing more: than an alternative form of a processor, 
differing in cost and capabtitey, but ediite vied a necetewes in the manner 
of its interface to the rest of the system modules. That is, an SP, like 
any procéssor, will do 1/0 Hy waking memory-to-memory moves. And like a 
processor, an SP is not attached to one device, but may be used to operate 
any device (or combination of devices). Structurally, then, an SP is 
rather different from a channel in a traditional I/O architecture. Compare 


Figure 6-2, which shows an SP added to this system, with Figure 2-1, which 


shows a traditional I/O processor. 


137 


Specialized 
Processor Processor . 5 Processor 
(SP) 


device 
selector 


devices 


Figure 6-2: 1/0 system augmented by addition of specialized 
processor. 
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This structural difference is an important advantage of the I/O scheme 
of this thesis. By taking the traditional role of the channel, and splitting 
it into two parts, one of which is performed by the device selector, the 
scheme eliminates many restrictions imposed on SPs. Fewer SPs are needed, 
since an idle device does not imply an idle SP. Rather, an SP will be 
assigned to operate the device only as needed. Similarly, the failure of 
a particular SP does not mean that some particular device is inoperable 
until the SP is fixed. The system can just operate with one less SP during 
repairs. 

What sort of criteria will define a successful SP. design? Two conclu- 
sions from previous chapters seem especially relevant. First, to this 
point I/O has been programmed using the normal computer language. This is 
a desirable feature, so hopefully SPs can be designed which execute a 
language similar to that of the main processor. The other conclusion is 
that the primitive communication mechanisms, e.g., interrupts, which often 
are used between channel and processor can lead to awkward program struc- 
ture. Hopefully, SPs can be designed which do not disrupt the sequential 
nature of 1/0 programs. 

The previous paragraphs have listed some constraints on SP design, 
two goals: minimum cost and maximum flexibility, and two bad features to 
avoid: special languages and awkward program structures. Subject to these 
constraints, what sort of SP might be built for this system? Before pro- 
ceeding, let the reader be warned that this thesis will not present the 
detailed design for a particular SP. A detailed design is inappropriate 
because there are several alternatives, depending on relative merits and 


costs of the particular system. To pick among them here would serve no 
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useful purpose. Rather, this section will discuss various design techniques 
which seem appropriate. 

The following is a list of various, techniques which. might be used to 
produce a less costly version of a processor to use for I/O. 

Speed reduction: processors of today often employ sophisticated tech- 
niques to increase speed, such as instruction stream pipelining or 
caches. This speed may be unnecessary for 1/0, which is often much 
slower than the processor. 

Elimination of special instructions: hopefully the SP and processor will 
have similar instructions sets. One difference which might make sense.. 
would be the elimination of certain complex instructions unrelated to 
T/o. ‘Special decimal arithmetic instru¢gtions, for example, might be.. 
omitted from a SP. 

Sharing of hardware among SPs: certain functions which are needed by 
several SPs can be implemented as a single module which is shared 
among them. The effect might, be a loss in SP speed, but this is not... 
necessarily bad. Examples of functions which might be shared include 
the support of certain special instructions, and the conversion of 
virtual to real addresses. 

The last technique, sharing, suggests an alternative approach to re- 
ducing the cost of SPs. One limit of the technique of suspension and re- 
storation was the overhead of switching. Sharing of processor parts is an 
alternative technique for giving processing power to a process only as 
needed. By pushing the idea of sharing to its limit and building a pro- 
cessor which, by sharing all its components‘ among several processes, tried 
to multiplex itself to produce the effect of several processors, one could 


perhaps produce a variant of suspension, implemented by the hardware 
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itself, which was less expensive, or more rapid, than suspension of 
regular processors. 

Thus there seem to be two techniques for the production of inexpensive 
SPs. Make the SP so cheap that the cost of letting it idle is negligible, 
or make the SP multiplex itself very efficiently between gevedal choteencd: 

Multics, for example, contains + tapdviee module, the generalized 1/0 
controller, or GIOC (32) which attempts to provide inexpensive processors 
to perform I/0, by sharing modules among the several processors. Examples 
of shated functions include the module which references memory and the 
module which increments the instruction counter and-picks up the next 
instruction for the I/O program. ‘For slow devices, the GIOC even shares 
the live registers which the control programs usé. In many respects, the 
processors srocided by the GIOC differ strongly from SPs, and rather 
resemble traditional channels. They execute a special language having 
nothing to do with the central processor language, they provide the con- 
nection point for the device, and they communicate using interrupts. The 
idea of cost reduction by sharing is, however, well demonstrated. 

The next section of the Shapte® will aieéuas other implications of SPs. 
Before going on, it seems appropriate to pause and review the role of SPs 
and the various other téchniques for controlling processor utilization. 
Four techniques have been identified: - guspension and restoration, appro- 
priate for very slow devices, suspension and restoration with buffers, 
appropriate for medium speed devices where no special computation is needed, 
SPs, appropriate when programming flexibility is needed or buffers would be 
too large, and lastly, the technique of the previous chapter, use of the 


processoi’ itself. Initial reaction may be that this last technique is 


SUE. 
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never appropriate by today's economics, but in the Multics system today 
there are devices which transfer so rapidly that, even though the transfer 
is performed by a channel, no other use can be made of the processor during 
the transfer, for there is not time even to start another task running on 
it. Clearly, for this sort of device the channel is superfluous. There is 
another class of I/O for which the use of the processor itself may be appro- 
priate; this is a very infrequent transaction. If a device is used very © 
seldom, it may be worth the cost of inefficient use of processor during its 
operation to avoid thé cost of maintaining special mechanisms, such as 
dedicated buffers. As processors get cheaper, which seems to be the current 
trend, ‘this technique will have a wider and wider range of applicability. 

It is also appropriate to discuss the economic practicality of the SPs 
here proposed, for clearly they are complicated compared to the channels to 
be found in existing systems. First, it is very important that SPs San be 
shared from device to device, for fewer of them are thus required, which 
raises the allowable maximum cost. Second, the cost of hardware is coming 
down. If the regular processors can be used for really fast transfers so 
that the speed required of SPs is not excessive, then various current 
fabrication techniques such as micro-programming may allow the production 
of sophisticated SPs very cheaply. For these reasons we have no hesitation 
in saying that for these circumstances in which SPs are required, it would 


be feasible to provide them. 


Program Structure Induced by SPs 
This section will show that the execution of some portions of the I/O 


program by-a specialized processor can not fail to-have an effect on the 
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form of the I/O program. However, this effect can be minimized, so that 
undesirable program structures such as the interrupt handler structure do 
not occur. 

It is possible to imagine that in general the programs which execute 
on processor and on SP must be viewed as two processes executing in parallel. 
In fact this view is appropriate under certain circumstances, but it cer- 
tainly embodies a considerable complexity, so let us begin with the most 
simple case, which is that the I/O program is written as if it were to run 
just on the processor. Without other modification, this program could be 
broken up into various parts, some of which execute on the SP. A scheme to 
do this which used "switch-processor" instructions inserted at appropriate 
points was proposed by Smith (37). That is, the switching from processor 
to SP and back was programmed explicitly by the user. It seems that it is 
necessary to perform this move explicitly, for no criterion can be stated 
which will enable the system to determine when a process should change 
processors. Actually, it is easy for the system to tell when the I/0 
process should be moved from processor to SP; the conditions are exactly 
the same as those which triggered suspension: excessive delay in the 
device's response to.a read or write request. But when is the process to be 
moved back to the processor? Clearly, when the I/O transaction is finished. 
But there is no way for the system to detect this. It seems simpler to let 
the user decide what portions of his code should be run on which processor. 

Under what circumstances would a more complicated program structure be 
required? When would it be necessary to view the program on the processor 
and the program on the SP as two processes, executing at the same time? 


Exactly when the SP, because of the steps taken to simplify it, lacks the 
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power to execute some computation which must be done by the I/0 control 
program, and in addition, the time which would be spent switching to a 
processor to do the computation and then back to the SP would cause such a 
delay that the I/O program might fail to: meet timing constraints. It is 
possible to claim that the occurrence of this situation indicates that the 
SP was improperly constructed, but iasues of economics might force: this 
undesirable situation to hold, Certainly for channels found on current 
hardware, where even a simple computation.such as.sending a message to 

_ another process is beyond the capability of a channel, it is necessary to 
invoke the main processor in parallel with the -channel. . In eiig--aee the 
simple "switch-pracessor" instruction must be replaced with something more 


complex, An appropriate mechanism is. described in. the: next section. © 


A Channel-Processor Programming Scheme 

This section describes a. specific mechanism which was devised on 
Multics to deal with the coordination involved when the processor and the - 
SP must operate in parallel. Since, as the previous: section pointed out; — 
the necessity for this coordination can be avoided by proper SP design, the 
description of this mechanism is not crucial to the:thesis. It has been 
included to make the following point. The thesis has argued the advantages 
of eliminating interrupt driven programs and replacing them with programs | 
having sequential structure. . Even if: the reader has been convinced in the 
abstract, he may think that in practice he cannot exploit this beneficial 
structure, because he is constrained by his hardware, which uses channels 


and interrupts. The purpose of this example is to present a scheme which, 
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in the context of channels and interrupts, allows the user to construct 1/0 
control. programs which appear to be sequential in nature, and which mask 
the existence of interrupts. 

The scheme to be described is an idealized version of the I/O control, 
or IOC language, which was developed and implemented by Stanley Dunten on 
the Multics system for the control of typewriters. As stated above, in the 
Multics system all I/O is under the control of channels, and these channels 
communicate with the main processor by means of interrupts. Associated with 
each interrupt (in this reather idealized version of IOC) is a short message, 
the interrupt index, which is one of the integers between zero and some 
small number. (Numbers less than ten would be sufficient for all the 
currently written programs. ) This interrupt index is used by the run-time 
environment of IOC, as will be shown. 

The following is a description of the typical sequence of operations 
which-one would use in the I10C language to start a channel program, and to 
coordinate pieces of processor code with’it. The programmer would first 
code. the channel program itself, in line in the IOC program. This program, 
in the special channel language, would specify, among other things, the 
particular interrupt index to be returned at each point where the channel 
program might generate an interrupt. Following the instructions for the 
channel in the I0C program will be instructions to be executed by the 
processor. The first of these will normally be a wait instruction, the 
effect of which is to put the process in a wait state where it abandons 
the processor pending an interrupt. The interrupt index is used as follows. 
Part of the wait instruction is an array of labels. When an interrupt arrives, 


if the process is in the wait state, a transfer is executed to the label 
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selected in the array by the interrupt index. If the process is not in the 
wait state, the interrupt will be queued until such time as it is. 

‘The code which is executed by transferring to one of these labels will 
be of two sorts.. If it represents some computation which the processor 
should do in parallel with the running channel, then the sequence of code, 
when it finishes, must return to the wait state so that further interrupts 
can be accepted. To do this the code ends either with a new wait instruc- 
tion or with a waitagain instruction, which returns to the previous wait 
state. Alternatively, if the I0C program does not execute a wait or 
waitagain instruction, it is assumed that control has returned permanently 
from the. channel, and that after sending the interrupt the channel program 
has. halted. . 

Signals may be received from two sources other than the channel: from’ 
the timer, and from other processes in the user's'computation. These sig- 
nals,., just.as those from the channel, can be received: only while the process 
is in the wait state, and these other signals are made to have a syntax 
similar to the channel signal by mapping them into special interrupt indexes 
which cannot be generated by the hardware. These other signals are used as 
follows. Normally ‘a timer is'started whenever a channel program is started. 
If the channel. fails to operate properly, and no interrupts are generated, 
the signal from the timer prevents the process: from waiting forever. The 
signals from Shee processes are the means by which those other processes 
make requests of the I/O process. In Multics there are four requests, 
whose meaning is as-follows. 1) Abort any writing in progress. 2) Start 


writing (the data to be written is in a shared area). 3) ‘Hang up the 
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terminal and destroy the I/O process. 4) Update the count of input 
characters typed. These are the only signals which the I/O program can 
receive. 

The significance of this program structure is that although the 
channel generates an interrupt, the IOC program does not see it as an 
interrupt, but rather as a signal which arrives only at the points at which 
the program is prepared to detuive it: at wait instructions. Thus using a 
channel with only limited expressive ability, the wait instruction produces 
an fet teeas communication with the property discussed in Chapter 2 that 
the signal arrives only when process has placed itself in a state where it 
is prepared to accept it. The I/O program is, in the literal sense of the 
word, never interrupted. If the reader will remember what in Chapter 2 was 
called the interrupt handler program structure; he will see that the awk- 
wardness of such a structure has been avoided. Thus, even in the case of 
limited channel capabilities and excessive overhead in process switching, 


sequential program structure can be achieved. 


Impact of Process Suspension on Multiplexing 


In order to complete this development of processor sharing, it is 
necessary to discuss the impact of process suspension on the material pre- 
sented in earlier chapters. This section discusses the modification to the 
multiplexing scheme of Chapter 5 which is implied by the scheme of process 
suspension and restoration. One assumption of that chapter has been 
invalidated: that when the device is ready for the transaction, the processor 
will always be ready. This assumption was used in deciding when to allocate 


a multiplexed controller or line to a particular device in that the controller 
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tested only the readiness of the device. Now it would seem necessary to 
test both device and processor to make sure both are ready before assigning 
a multiplexed module, in order to avoid having the module sit idle while 
the processor is scheduled. This, in the case of a multiplexed communica- 
tion line, requires negotiation back and forth between the ends of a multi- 
plexed: line, which is not always possible within the design of the line. 

. There is an alternative to this, which is to assign the multiplexed 
line as before, whenever the device is ready, but to observe that the line, 
like a device, has.a time limit within which the transaction must be com- 
pleted.. If, because of delays due to process restoration, the time limit: 
cannot be met, then, as before, buffers can be used to absorb the delay. 
This is a different use of buffers than the one discussed in the chapter on 
multiplexing. "That chapter considered placing buffers between a multiplexed 
communication line and a device. This problem tequized ‘thet the buffer be 
placed next to the processor. 

How. would this buffering work? Consider reading. When the device has 
an item ready, it will signal over the read ready line, and at some point 
will be assigned the communication line. Assuming that the buffer is empty, 
the item will be transferred immediately into the buffer, and the line will 
be relinquished. At some later point, the processor will remove the item — 
from the buffer. Now in order that this work properly, the device must: 
never signal over the read ready line while the buffer is full. But a quick 
review of the buffer algorithm will convince the reader that this signal can 
never happen, for the buffer will never pass a read data command on to the 


device so long as it contains an item, and until:the device receives a read 
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data command, it will not give a read ready signal... The interested reader 


may wish to convince himself that writes work as well. 


Summary 


The goal of this chapter is to reduce the cost which. results from 
dedicating a process full time to I/O. Four techniques are identified. 

The first technique, and the most simple, is to observe that for cer- 
tain kinds of devices (very fast devices and infrequently used devices), 
the cost of the scheme of the earlier chapter, in which the processor itself 
was used, is not as great as might be imagined. Observations about the 
decreasing cost of hardware are used to support this approach. 

For very slow devices, the chapter discusses the. technique of suspen- 
sion and restoration, in which the. process is assigned to a processor only 
when program execution is required. This: technique required the addition 
of one line, the need processor line, to the interface. 

For those cases in which this technique causes too much scheduling 
overhead, the external buffers of Chapter 4 can be used to extend the num- 
ber of operations done on each scheduling, and to cushion the device against 
scheduling delay. 

The fourth and final technique is the use of a specialized processor or 
SP, useful if the fixed algorithm of the buffer is insufficient or the 
amount of buffer needed is excessive. 

The chapter does not propose a specific SP design, but discusses 
several design criteria. It proposes two goals, maximum programming flexi-. 
bility and minimum cost, and two features to avoid, creation of a special 


programming language and introduction of an awkward program structure. 
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The chapter discusses in. some detail the: effect of SPs on program 
structure, and concludes that while SPs will have some effect on the 
structure of the 1/0 program, the awkwardness of the interrupt handler 
structure can be avoided. Indeed, the chapter shows by example that de- 
sirable program structure can be produced in a less than ideal 1/0 
environment. 

By interfacing devices as memory addresses, the function of providing. 
a system interface for the device, which is often the task of the channel 
in traditional I/O architecture, is separated from the functions of the 1/0 
processor and is made the task of the device selector. The simplification. 
of the SP which results from this separation is very important, in that SPs 
thus perform 1/0 by executing memory-to-memory moves rather than special 
I/O fastcuceiogs: Further, SPs are no longer fixed to a particular device, 
but can be idea on any device, as needed. | 

Not only can an SP be moved from device to device, but any device 

can he cetevcuced equally well by any of the SPs or main processors. For 
a device which operated at more than one speed, for example, the user 
might write an 1/0 program which referenced the device sometimes using a 
SP and sometimes using the processor itself. Or the user might experiment 
with some new device using the processor, and then write a final program, 
more efficient but more complex, which used a SP. This flexibility would 
vanish if the device were to be soniactad to any specific processing 
element, e.g., a channel or an 1/0 bus which is connected to some register 
in a processor. Only in this chapter, when the possibility is raised of 
more tin Oia kind of processor, does this very large advantage of the. 


device selector as a separate entity become apparent. 


Chapter. 7 
Memory as a Scarce Commodity 


The last chapter considered ways of reducing the processor cost of 
1/0. ‘This chapter will consider memory ina similar way, discgastae tech: 
niques for reducing the committment of memory required for 1/0. 

In Chapter 3, the discussion of memory management listed three goals 
which a particular allocation witinas must meet. They vere first, that 
the ‘allocation of memory to 1/0 must not prevent other tasks of the 
system (the example was reconfiguration of memory) from operating - 
proper ly. ‘Second, memory must be allocated in such a way that no ivan: 
can get more than his fair share, Third and last, tha alibcat ton of 
“memory must be done in such a way that haeose to the user of dotee 
I/O is not out of proportion to other costs in the system. The frozen 
‘environment scheme using a fixed time limit met the first two goalie, : 
but did not attempt to deal with the third. Rather it assumed that the | 
adeedPasescuiead with using pagiun'as the etgrase ai location scheme for 
I/O would be acceptable. Unfortunately, examination of a Seen acch 
as Multics will reveal that by today's standards the cost would be 
unacceptably high. (It is assumed that the price the cigar pase does 
reflect true cost.) | | -— - 

° ‘This chapter will reduce memory costs associated with 1/0 by 
introducing an alternative to paging which allocates memory in a manner 
more suited to the characteristics of I/0, It will then show that by 
introducing this more efficient scheme, the groundwork has been laid for 
a variety of improvements to the frozen environment scheme which will allow 
additional sorts of devices, including typewriters and interactive 


terminals, to take advantage of the scheme. 
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Enlarging the class of devices which can use the frozen environment 
scheme becomes more important with the introduction in the last chapter 
of specialized processors, or SPs, The introduction of SPs as an 
alternative to processors did not change the requirements which the 1/0 
makes of, memory. The SP still must, either run in a frozen environment 
or, in conjunction with buffers. The last chapter observed that the use © 
of SPs will force a modification of the program structure to at least 
a small extent. It would be very nice if the programmer coping with SPs. 
did not at the same time have to cope with the complexity of buffers. 

The alternative of the frozen environment .is not acceptable, however, 
unless the I/O is capable of running within the constraint of a fixed 
time limit, which is not always the case. An even stronger reason for 
wishing to use a frozen environment with SPs arises if the SP has reduced 
functional capability compared to a processor, It is possible that in 
this case the SP does not have the capability to handle a page exception. 
In this case, when the SP must request another processor to fetch missing 
pages, the ability to avoid page exceptions by use of the frozen 
environment. is especially important. 

This chapter, then, has tWo objectives. First, reduce the cost 
associated with frozen memory, and second, increase the kinds of devices 
which can take advantage of the frozen environment scheme. As we show 
that achievement of the first objective is central to achievement of the . 
second, we will show that memory costs are the cause of a variety of 
compromises and restrictions which are part of many I/O systems, as 


indeed they were a part of the first frozen environment scheme. 
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Memory Costs Associated with 1/0 

One of the assumptions which was made early in the thesis was that 
the system in which the I/O was to operate used paging as its memory 
allocation scheme. The use of this allocation scheme for the memory 
which is involved in I/O causes the high cost associated with using the 
frozen environment scheme in a Multice-like system. The reason is that 
the page sizes commonly ised (Multics currently uses 1024 words per page) 
are very large compared to the storage needed for I/O. An example of 
typewriters in Multics will show how much memory is saved if only the 
storage needed is frozen in memory, rather than all of the page containing 
that storage. A running typewriter in Multics requires three storage areas 
in memory, the area holding the I/O program, the area holding the data 
items, and an area for program variables. Each of these is less than 
sixteen words (there may be more than one data area), If holding each 
of these areas in memory required a full page, the storage consumed 
would jump from 48 words to 3072 words. If the areas could be arranged 
in the same page, they could still use 1024 words. The increased cost 
of these extra words is sufficient to deter the use of the straight- 
forward frozen environment scheme, even if the other two goals could 
be met. 

‘Obviously, in the Multics case, in order to achieve acceptable cost, 
paging. has been abandoned for typewriters in favor of a specialized 
memory management technique which allows very small blocks of storage 
to stay in memory efficiently. In fact, 8ome specialized management 
Strategy for storage related to 1/0 is used for every device in the 


Multics system. The next sections will try to integrate a special I/O 
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storage management strategy into the system in such a way that the 


good features of the I/O system are not disrupted. 


Cost Reduction through Memory Management 


The techniques used in Multics to implement special management 
strategies have certain drawbacks, The normal technique is to write 
a Special storage manager for use with each particular device, which 
obtains a segment from the virtual memory manager, and Ren daclencnte 
its management algorithm within the segment. The disadvantage of this 
technique is that along with the management algorithm the manager must 
implement the protection strategy which controls the access to this 
specially managed storage. Clearly the access controls of the virtual 
memory manager will not help; they protect the segment as a whole, not 
the areas allocated within it, Lacking these access controls, the 
special storage manager has no alternative but to deny the user direct .. 
access to the managed area. The.result, of course, is that the user . 
cannot write his own 1/0 program, but must rely on system software to 
perform his 1/0. 

In order that the user to allowed direct accese to the specially 
managed area, the access controls of the virtual memory must be used to 
regulate the area, which means that the special management strategy must 
be implemented by the virtual memory manager itself, and not some . 
other module, 

In the introduction to the thesis it was observed that I/0 would 
become tractable when the similarities rather than the differences between 


devices were identified and exploited. This is a good example. The virtual 
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memory manager cannot becexpackad’ xo implement a different strategy for 
each device, It will be necessary to sacrifice a little of the 
efficiency of memory usage and identify a common strategy which many 
devices can use, before the benefits of management by the virtual 
memory can be obtained, | 

To see what sort of management strategy would be appropriate for 
1/0, look again at Multics. The various storage areas required in core 
vary in size but are often very small. ‘Many of the I/O control programs 
are between ten and twenty words. Auxiliary areas for variables are 
often similar in size. The data items themselves require storage areas 
of various size, ranging upward from 16 words. (Some of the larger 
areas are the size they are in order a interact well with the paging 
mechanism, rather than from device constraints, ) Another observation is 
that none of these areas ever change size. Under certain circumstances 
the effect of growth is simulated bb eine a greater or fewer number of 
areas, but in no case does the size of areas change. 

One could try to improve the erriciensy of memory utilization by 
using a very small page size. This reduces the number of extra words 
which fill the rest of the paves bak requires the use of a page table 
which for small pages gets more and more wasteful, since it uses up one 
entry for each page, regardless of page size. More importantly, the use 
of small pages increases the overhead associated with moving pages in and 
out of primary memory, since the cost of keeping track of the pages in 
memory, selecting pages for removal, preparing the control program for the 


secondary storage device, and so on, is independent of page size. 
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An alternative memory allocation strategy which works well for 


smal] segments of fixed size is cont iguous allocation of these areas in 
memory. By éontiguous allocation is meant the following. | Instead of 
breaking the segment up into blocks of fixed size (pages), store the 
Segment as one piece in a region of memory big enough to hold it. This 
scheme eliminates the waste of putting a small segment into a large page, 
since ene actu of sauoty holding the segment need be no bigger than 
that required to contain it. This is especially important for small 
segments, Thus contiguous allocation makes much more efficient use 
of memory. 

What are the disadvantages of contiguous storage? Consider removing 
a ocaen from memory. The result is an area of free memory which is the 
size of the segment. The system must keep track of this and other existing 
free areas, so that when a new segment is to be put. in memory an area 
the correct size can be found. There is also the possibility that for. 
some particular segment being added there is no free area of a size to 
hold it. In this case it is necessary to rearrange the segments already 
in memory to make room. This is called compaction. | 

The advantages and disadvantages of contiguous allocation compared 
to iene are well known, and will not be detailed here further. The 
important observation 6 be made nese is that because of certain features 
of the I/O task, the disadvantages of contiguous allocation are not as 
great as in the general case, the reason is that re allocation 
is being proposed in addition to, not in replacement for paging. Thus . 
whichever scheme is more advantageous can be used in any particular case, 


For example, the contiguous allocation scheme can be specialized for 
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small segments, for any segment near in size to a page or larger can be 
handled by paging. For another example, the overhead of the contiguous 
allocation scheme occurs at the time the segment moves in and out of 
memory, for at those times the area must be allocated and freed. Thus 
once a segment is in memory it is more efficient Foukeas it there for a 
‘long time, so that the overhead of bringing it in alba spread over 
many references to the segment. Happily, it is reasonable to use paging 
for deguienes which stay in memory a short time, since tre.daate pee | 
using a whole page to hold a small segment is proportional to the venath 
of use. Thus the memory manager can pick the proper technique, based 
on the time limit supplied with the request to freeze the environment. 

Another simplification results from the fact that, a6 noted above: 
“segments for 1/0 need never grow. Growing a acensnt which is stored 
contiguously is expensive, for a whole new area must be found for it. 
This disadvantage of contiguous allocation is thus avoided, | 

The real memory needed to implement the’ contiguous allocation 
scheme can most conveniently be obtained from the blocks of memory used 
to hold pages, This source. of storage would mean that allocation was 
done in several areas each the size of a page, rather than in piesaben's 
which would increase the waste area, but allow the emount: of memory used 
for contiguous allocation to grow and shrink. easily. This strategy is 
an example of tailoring the scheme for small segments; clearly using 
blocks of memory for allocation would not work if the scheme had to deal 
with segments larger than a page, 

Note that if a contiguous allocation scheme were available for small 


Segments, there are other uses which could be made of it. Chapter 6 
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discussed how storage must be used to hold the address mapping tables 
for the 1/0 process, and showed how the size of the tables might be 
reduced from those found in Multics. Clearly, contiguous allocation 
would be used to keep these small tables in core efficiently. There 
might ‘well be other system tables which could be implemented as small 
segments (thus giving the user direct access).once the alternate 
allocation scheme were instituted. Thus the utility of the contiguous 
allocation scheme is not limited to 1/0. 

We turn now to the other ob jective of the chapter, which was to 
enlarge the class of devices for which the frozen environment is | 
appropriate, while still fulfilling the goals of fair share resource. 
distribution and compatibility with other system functions. As will 


be shown, the steps taken to reduce cost will assist in this endeavor too. 


Fair Share Resource Distribution 

In Chapter 3 the time limit on the frozen environment was proposed 
as a single solution which would:achieve both goals at once. This 
section will attempt to broaden the class of acceptable devices by 
proposing a separate solution to each goal. We will first consider how _ 
to allocate resources in a fair fashion. 

The effect of the time limit in resource allocation was to predict 
and control the extent of the committment represented by a request to 
freeze memory. Measuring the commitment in this way as a product of 
space and time, it should be clear that an efficient allocation strategy, 
which reduced the space required for a given ‘request, can allow a 


proportionally longer time limit within the constraints of a fair share. 
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Thus the fixed time limit. will continue to be the technique to enforce 
fair share allocation; the improvement will be the increased time limit 
allowed by more efficient allocation techniques. 

What sorts of time limits might be reasonable? Again Multics will 
be used as an example. As part of typewriter I/O certain small areas 
of 16 words are allocated without any time limit at all. They are 
considered so small that they represent negligible storage consumption. 
The only limit is on the number of such areas which the I/O program may 
claim at once. This is a different interpretation of fair share. 
Earlier it was that resources would be made available some fraction of 
the time. Now it is that the user may have some small fraction of 
the resources all of the time. 

Such a reinterpretation of the fair share criterion allows many 
more devices to use the frozen environment technique. Devices such as 
typewriters, which were formerly excluded, can now use the technique 
Subject only to a restriction of the amount of resource consumed. The 
choice of whether to use the frozen environment then becomes a matter of 
economics. The user must compare the cost of keeping the resources in 
memory all the time with the cost on the other hand of external buffering 
plus fetching the resources as needed, 

If the system cannot allow data to remain in memory for all time, 
then the technique will be insufficient for a continuously operating 
device. Clearly, the device can operate for no more than that fraction 
of the time the system will allow the resources to be frozen in memory. 
The sorts of devices which will operate under these conditions depends 
on details of the requirements. A typewriter could not operate 


continuously, but a typewriter which expected input only at certain times, 
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and which expected it within some time limit, could be made to work, 
since it is quite possible now to expect time limits on the order of 
minutes rather than seconds. 

Without detailed information about the costs and capacities of a 
given system, it is impossible to predict the actual time limits which 
might be acceptable. Multics serves as an example, however, that even 
with today's costs, devices such as typewriters could be operated 
according to this technique if a compatible memory management scheme 
were devised. Thus, looking to tomorrow, with memory getting cheaper, 
it is reasonable to believe that proper memory management can essentially 


eliminate the fair-share problem. 


Compatibility With Other System Functions 


There remains the other goal, that of being compatible with other 
System functions. The example of a system function used earlier was 
reconfiguration of the real memory. This chapter has given another: 
compaction of the contiguous allocation area. [In the original frozen 
environment scheme, the time limit, being enforced by the system, allowed 
reconfiguration processes to wait for the storage to become unfrozen. 

The maximum acceptable time limit was exactly the amount of time the 
reconfiguration process would be willing to wait. Again using Multics 

as an example, the maximum time reconfiguration would wait is probably a 
few seconds. The success we had in the last section stretching the limit 
out to minutes, or indefinitely, would thus vanish if time limits were 
used to insure the success of reconfiguration. It is thus necessary to 


abandon the time limit as a means of achieving this goal, and seek other 
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techniques. This section will introduce two techniques, The first 

moves the frozen area while the I/O is using it. The other observes that 
events such as reconfiguration are not frequent, so that the disruption 
caused by just doing the reconfiguration may be tolerated as a rarity. 
These alternatives will be considered in turn. 

In order to See how it might be possible to move a piece of frozen 
virtual memory without disrupting I/0, consider the technique used in 
Multics to move pages which must remain in primary memory. This is a 
variantofa technique which was developed and described by Schell (36), 
who discussed reconfiguration in some detail. We begin with a review 
of address conversion. The tables which would be used to convert from 
virtual to real addresses were discussed in Chapter 2. The segment number 
was used as an index into the segment descriptor table, which gives, for 
each segment, the location of the page table for that segment. Each 
entry in the page table contains the current location of the given page; 


it also contains a bit, the modified bit, which is crucial to the 


reconfiguration algorithm. The bit is set on by the hardware whenever 
a reference which will write into the page is made. To move a page 
without disrupting the process which expects it to remain in memory, 
proceed as follows. First turn off the modified bit for the page, then 
make a copy of the page in the new location. The resulting copy may 
not be identical to the original if the original was modified during 
the copy. The modified bit can be inspected to see if the original has 
changed. If it has not, the address of the page which is contained in 
the page table entry cm be changed to indicate the new copy, and 


processes referencing the page will continue smoothly using the new copy. 
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(Inspection of the modified bit and changing the address must be done 


as one indivisible step. This will be discussed below.) If the modified 
bit is on, the attempt to make a valid copy has failed. This failure 
causes no disruption to the operation of the system; it just means that 
another attempt must be made to copy the page. 

Clearly, what is needed is some guarantee that if the copying 
operation is retried, it will eventually succeed. In the case of I/O, 
this is easy to guarantee, for I/O references a page at a regular rate, 
or at least at a maximum rate, Thus, in order that the copy be good, 
the copying operation must fit between two successive references to the 
page. ioudng how long it takes to copy a page allows us to calculate 
the maximum rate at which I/O can run if this scheme is to work. For 
example, on the current Multics, with the Honeywell 645 processor, a page 
can be copied in about 1.5 ms. This would mean an absolute maximum of 
an r/o reference each 1,5 ms. or 666 I/O references each second. If 
each reference transmitted 36 bits, the resulting bit rate would be 
about 24,000 bits per second, 

Unless the copying operation is synchronized with the I/O references, 
there is no guarantee that the I/O may not just happen to reference 
the page during the copy. It is difficult to achieve synchronization; 

a better solution is to try the copying operation several times. If, for 
example, the actual allowed maximum I/O rate were less than one half the 
limit calculated above, then if during a copy an I/O reference occurred, 
it follows that before the next reference occurs there is bound to be 
time to fit in a second copying operation. Restricting the actual I/0 
transfer rate to one half the theoretic maximum is thus a simple solution 


to assure success of the copy on at most the second try. 
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Since the copying time is norma 1 ly proportional to the size of the 
item to be copied, the cost reducing storage wilocation technique 
developed in the last section can be used to advantage here. If, 
because of contiguous allocation, only the area itself need be moved, 
rather than the whole page which contains it, less time is required for 
the move. For example, if a 100 word area rather than a 1000 word page 
must be moved, the maximum acceptable I/O rate is increased tenfold. 

What if a device is too fast for this technique? One obvious 
solution is to insist that such a device not run continuously. It would 
then be possible to use the alternate technique of waiting (with a fixed 
time limit) for the area to become unfrozen, ‘Looking at practical devices, 
it is difficult to find a device which pide faster than the 24,000 bits 
per second estimated above for which the fixed time limit technique 
would not be applicable. Thus it might seem that these two techniques 
have covered all the situations, especially since the speed of processors 
is going up, which will increase the allowable device rate. 

If there exist devices which run too fast and continuously, there 
is an alternative to the above technique, less elegant but perhaps 
useful, which is to turn off access to the page during the copying 
operation. This will have the effect of bringing the I/O process to an 
unexpected temporary halt as it attempts to reference the area. If this 
halt causes the irreversible loss of data, the technique is unacceptable. 
If the only result is that the device must stop, so that throughput is 
reduced, then the technique is probably usable, for events such as 
reconfiguration are normally tnfrequent so that the overall effect is 


minor, 
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It was noted above that the actions of checking the modified bit 
and changing the address in the page table entry must be done as one 
step. Clearly, if another process were to modify the area between the 
two steps, the modification would be lost. There are several ways 
these two steps could be done as one, The bit could be tested and the 
address stored using an interlocked read-rewrite memory cycle. Or an 
additional bit could be added to the page table entry which, when set, 
would cause the referencing processor to halt until the bit is turned 
off. This bit could be used to protect the two actions. The bit could 
also be used to halt the I/O during the actual copying operation, if that 
were to be done. Another way to make the actions indivisible is to stop 
all the other processors during the steps. This requires no special bit, 
but has a more widespread effect. 

Additional complexity is introduced into these schemes if, as in 
Multics, an associative memory is used in the processor to remember 
recently used virtual-real mappings. The interested reader should be 
able to convince himself that by clearing the associative memory at the 
proper moments, the scheme will still work. For further details the 


reader may consult the thesis by Schell. 


Summary 


The purpose of this chapter has been to find an alternative to the 
fixed time limit technique which would allow a wider class of devices to 
use the frozen environment as an interface to the virtual memory. Such 
an alternative has been described. Central to its success was the 


efficient use of memory by means of some scheme Such as contiguous 
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allocation. The goal of fair share resource distribution was still met 
by use of a time limit, with increased efficiency of memory usage 
Lengthening the time limit to the extent that it might in practice be 
infinite, The goal of compatibility with the need of the system to 
rearrange virtual memory was met by abandoning the technique involving 
the time limit for a scheme in which the rearrangement occurs between 
successive memory references, The resulting variant of frozen environment 
is capable, under appropriate circumstances, of interfacing such devices 


as typewriters, which before were completly incompatible. 


Chapter 8 


Conclusion 


The intent of this thesis has been to construct an I/O system which, 
in the context of a large virtual memory time sharing system, allows I/0 
control programs to be expressed naturally and to be executed efficiently. 
The purpose of this chapter is to review the system, and to consider the 
extent to which it has met its goals. 

Chapters 3 through 7 have built up this I/O system as a series of 
additions to a basic framework wecaeated in Chapter 2. The reader may 
feel a little uncertain as to the nature of the total system thus assembled, 
especially since several chapters have presented alternative techniques 
(such as Chapter 6, with four techniques for efficient use of processors) 
which lead to alternative forms of the total system. It thus may be help- 
ful in review to summarize the system which results when these pieces are 
put together. 

The arrangement of the physical modules which compose the system has 
been pictured in Figure 8-1. The devices are connected to the system via 
the device selector, which, in conjunction with the address mapping hard- 
ware, lets a processor refer to a device as if the device were a segment 
in a virtual address space. This device interface is the crux of the 
basic system developed in Chapter 2. 

There are, from the user's viewpoint, ie major additions to this 
basic system. One, a physical modification to the arrangement of the 
modules, is the several buffers pictured in Figure 6-1, which are used 
to cope with the timing characteristics of the devices, and which are 
used in conjunction with the technique of suspension and restoration 
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Figure 8-1: Final configuration of system modules. 
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to control the use of processors, The other addition to the basic system 
is the technique of the frozen environment, which does not involve 
modification to the hardware modules, but rather a modification to the 
software which comprises the virtual memory manager. This technique, 
like the buffer, is used to cope with the timing constraints of devices, 
and is used in conjunction with the technique of contiguous storage 
allocation to control the use of memory. 

The fashion in which these two techniques are employed in the 
operation of a device depends on the characteristics of the device in 
question. There is a trade-off between the techniques, since both can 
be used to deal with timing delays, while each is useful in eliminating 
some other problems. For example, in the case of very slow or very fast 
devices, it will be possible to dispense with the use of the buffers 
altogether, which is desirable when possible, because of the complexities 
of buffers. It is perhaps unfortunate that because of the choice between 
these two techniques no single thumbnail sketch can be constructed showing 
the operation of a device. It is unfortunate but it is also crucial that 
this choice exist, in order to cope with the wide variation in device 
characteristics. For example, the range of transmission rates found in 
devices varies by more than six orders of magnitude. It should not be 
surprising that any architecture which can deal with this variability 
must contain some choices, 

As the various chapters have added pieces to the basic system of 
Chapter 2, they have also added new lines to the interface between the 
device and the device selector. Appendix B has been included for the 


benefit of those readers who would like a review of the interface in its 
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final form. 

One module which was omitted from Figure 8-1 oae the specialized 
processor, or SP, of Chapter 6, The reader may remember that the SP ~ 
was proposed as an aiterhacigets the buffer, in order to deal with 
certain special problems. Thus it has been assumed that for the system 
Summarized here SPs are unnecessary. Another possible system which 
could be built out of the pieces described in the various chapters 
would be a configuration which used SPs to control the cost of 
processors, and which dispensed with the use of buffers completely by 
using the frozen environment. to deal with all questions of timing. Such 
an alternative might be appropriate in certain cases. 

The above summary of the system reflects the user's point of view. 
Another form of a summary is a list of the particular modules in the 
operating system which must be modified or created so that. the I/0 
works properly. 

A contiguous storage allocator must be created to provide 
storage at acceptable cost for the. small segments typically 
used in 1/0. 

The virtual memory manager must be modified so that it accepts 
requests to-freeze and unfreezge-the environment, This will 
require that the manager use the contiguous storage allocator, 
and also that it inbereavs to the modules responsible for 
managing resources other than memory, 

. The processor scheduler must be modified so that in response 

to the need processor signal the relevant process is scheduled. 


A device manager must be created, which allocates devices to 
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particular processes, and which creates the segment representing 
the device in the virtual address space of the process, 
. The memory reconfiguration routine must be modified so that it 


can deal with frozen memory. 


Yet another way to summarize this system is to remember the two 
goals propsed in Chapter 1, which were that the user have direct 
access to his device, and that he be able to construct his I/O control 
program in a natural manner, and to note which features of the system are 
important in achieving these goals. 

The first goal was that the user be allowed direct access to his 
device, or put another way, that it not be necessary for some system 
program to interpret the user's I/O control program for him. Three features 
of the system contribute to this goal. First, the representation of the 
device’ as a segment provides a means of controlling the user's access 
to each device individually. Otherwise some special registers would be 
needed to control which user accesses which device. Secondly, the fact 
that the I/O control program executes in the environment of the user means 
that the program is automatically constrained by the protection controls 
on the environment. Multics is an example of the alternative; the channels 
which perform the I/O in Multics do not have address mapping ability, 
so they must operate in the environment of pel rather than virtual 
addresses, Since this environment provides no memory protection, the user 
cannot write programs for the channels. The third point is related to this 
last one; it is presumed that the cost of activating the user’s environ- 
ment is sufficiently small that it is economically reasonable to provide 


this environment each time the I/O control program runs. In other words 
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it must be cheap to start a process running. These three features: 
representation of the device as a segment, running the I/O control 
program in the user's environment, and keeping the I/O process cheap to 
bring into execution, are the crucial features in giving the user direct 
access to his device. 

The other goal was that the user be able to construct his I/0 
control program Simply and naturally. Two features of the system 
contribute to achieving this goal. The first is the elimination of the 
interrupt from the environment of the user, and the elimination of the 
so-called "interrupt handler structure" of the I/O control program. 
Chapter 2 argued at some length that the natural form of the I/O control 
program was sequential, rather than being structured by interrupts. The 
other feature which contributes to the goal of programming simplicity 
was the ability to write the I/O control program using the language of 
the central processor, or in fact using a high level language. 

This thesis has proposed one particular I/O architecture. It 
should be clear to the reader that there is nothing unique about the 
details of the architecture. Indeed, the thesis itself has pointed out 
certain alternatives to the scheme. The role of this particular proposal 
is, first, to serve as an existence proof that in the context of virtual 
memory it is possible to construct an I/O system which allows the user 
to program his device directly in a natural and efficient manner, 

The other role of this proposed architecture is to clarify the 
various interactions which exist among the features of the I/O system. 


It is clear that to build a successful I/O architecture, one must solve 
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several problems. One ae deal with issues of protection, efficiency, 
program structure, timing and so on. Further, it is clear that each 
feature of the 1/0 system will have an effect on several of these problems. 
The resulting interaction between the features means eRAE OHS cannot 
consider each feature in isolation, for the success of a feature depends 
on the fashion in which it meshes with other features. This thesis has 
tried ee find an order for considering the problems of I/0 which peduces 
the degree of interaction between the various features, first seiaidesine 
issues of program structure, then considering timing and efficiency. 

Thus again the architecture hece proposed serves as an existence proof 


that there exists an orderly procedure for designing an I/O system. 


Future Research 

An obvious question which must be asked about any research such as 
this is where to go from here. The purpose of this section is to 
identify various areas in which further research would be appropriate and 
fruitful. 

It would be most valuable to test out the I/O system proposed in this 
thesis by implementing it. Only in this way can the practicality of the 
system be proven. More importantly, only by implementing the system will 
it be possible to determine how users will take advantage of it. This 
thesis has not proposed specific r/o atieutagias which the user might 
employ; rather it has built a framework within which the user is given 
the freedom to construct whatever mechanisms he needs. By observing 
the mechanisms which he actually builds it may be possible to discover 
new tools or modifications to existing facilities which the system ought 


to provide for the user or simplifications which would be acceptable, 


172 


There are several parts of this I/O system which would have to be 
specified much more completely if the system were to be implemented, For 
example, several design decisions must be made about the device selector. 
The selector must be implemented in such a way that requests from one 
processor do not interfere with or delay requests from other processors, 
because a request to read or write data my ie pending for a considerable 
time. The selector must sarees properly if a process with a pending read 
or write is suspended and restored. And the behavior ef the selector 
must be specified for the case where more than one process tries to 
reference the same device. There are also detailed questions about the 
interface between the device and selector, such as what sequence of signals 
occur if a pending operation is aborted and another started. These sorts 
of questions have not been considered in the thesis, for they do not 
contribute to the understanding of the basic structure being developed, 
but clearly in a practical case they would be important. 

This thesis has not discussed certain auxiliary modules needed as 
part of the I/O system. For example, the system must contain a module 
which is called at the time a device is assigned to a process, whose 
function is to regulate the utilization of devices, It must make certain 
that one process does not hog devices to the detriment of the others, 
it must confirm the user's authorization to use the device, and it 
must implement any charges which the system imposes for the use of devices. 

It is common to alter the number and arrangement of devices 
attached to the eo keain: so it is important that there be an orderly way 
for the I/O system to determine which devices are connected. It might 


be useful or necessary to add a new line to the device interface by 
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means of which the processor may check the existence and identity of the 
device, ‘The module described in the previous paragraph, which regulates 
device iti limiebony ast have access is this information in order to make 
proper: allocation decisions, Hopefully, it will: be possible to change 
the arrangement of devices. while the system is running. 

One aspect of 1/0 which could be considered in greater detail is~ 
what features should be present in a high-level language: which is to be 
used for I/O. This thesis has discussed te a certain extent es aleniies 
of I/0, and has talked about program structure, but there remain such 
questions as the language representation.of the segment which is the device, 
the syntax for error recovery and process synchronization, and the form 
of the data transfer operation. In general it would be worth-while to 
catalog the features which must .be present. in a language so that it can 
perform 1/0. 

The thesis has mentioned that conversion from virtual to real 
addresses is usually expedited by means of an associative memory which 
remembers virtual-real relationships. If a specialized processor, or SP 
is used for any I/0, then it is necessary to, decide whether the SP should 
have an associative memory, and how that memory should be structured. For 
example, could parts of the associative memory be shared among several 
SPs to reduce the cost? For one view of this problem the reader may see 
the thesis by Smith (37). 

This thesis has restricted itself to considering I/0. performed 
by the user, and has not discussed I/0 performed by the system, for example 
disk or drum I/O to support paging. There is no reason, however, why the 


device interface described here cannot be used by the. system as well, 
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and this is clearly desirable, as it avoids the need for a separate I/O 
structure for the system, The system would use this I/O structure in 

a slightly different manner than the user, however, and this thesis has 
not considered these iieterencen. For example, in what address space 
does the system refer to its device? .What process structure does the 
System use to handle acme What timing problems does the system have 
and how does it cope with them? 

Ghapter 6 discussed the possibility that execution delays might 
be introduced in the I/O control program because of processor scheduling, 
and iptecesanted that bueeetite might be used to deal-with these delays. 
Buffering may be icounooeiate if, for example, a computation must be 
performed promptly on an incoming item, for buffers do not eliminate 
delays. An alternative soiucion is to modify the process scheduler 
so that it is able to provide a guaranteed upper limit on the time from 
the arrival of the need processor Signal until the process is running. 
The thesis has not discussed such a scheduler, and it would be an interesting 
project to show that one could be integrated into this scheme. One 
scheduler which the author believes to be suitable is described by 
Fiala (19) and by Strollo, Tomlinson and Fiala (38). 

A problem which is currently under study in the computer industry is 
how to build a multiple processor which uses cache memories. The cache 
memory, a small, fast memory used to hold recently referenced pages 
in a quickly accessible fashion, is a part of the processor, Thus 
if two processors reference the same page they will each get a separate 
copy in their their own cache, and if one or both write in the page, they 


will create two inconsistent copies. Thus any multiple processor cache 


175 


system must have some inter-processor communication scheme to insure 

that the copy in each cache is identical. I/O can interact with the use 
of caches because one of the two processors referencing a page may be 

an SP, ar speciaiived processor. While - SP might not have a cache, it 
must have all the mechanisms needed to maintain consistent copies, for it 
may modify a page which is currently in the cache of some other brocaasers 
The addition of this mechanism to the SP may run counter to the desire 

to keep the SP as simple as possible. Another difficulty arises if there 
are a large aidber of SPs, as there might be if SPs are indeed very cheap. 
A large number of SPs might render impractical any co-ordination scheme 
which required each processor to be connected to every other. 

While in these fashions I/O may make the use of caches more 
difficult, I/0 also provides a simplification if the frozen environment 
scheme is being used, for the system can eidave tell which pages may be 
referenced by an SP, This bieviedse may represent a way to special-case 


the problem of SPs and caches. 


Appendix A 
Details of Buffer Algorithms 


Chapter 4 describes a particular buffer algorithm which had as a goal 
that the interface which the buffer presents to the peteciee should be 
identical in behavior to the interface provided by the device itself, and 
Similarly that the interface which the buffer presents to the device be 
identical to that from the selector. This appendix presents the details 
of these algorithms for the benefit of the reader who wishes to confirm 
that the algorithms can be constructed, and to aise an idea of their 
complexity. 

The device-selector interface is veetewad in detail in Appendix B, 
where the function of all the lines is dincuneed: The algorithm involves 
the following lines from the interface: . | 

Command lines, from selector to device Se the two commands used 
in these algorithms are read-data and write-data. 

Ready acknowledge pair to control command lines -- (c-rdy and 
c-ack). 

Data ined: in either direction -- (d). 

Read and write ready-acknowledge pairs, to control data lines -- 
(r-rdy, r-ack, w-rdy, and w-ack). 

Reverse write ready line, from device to selector -- (rev-w-rdy); 
this was introduced in Chapter 5. 

. Read operation required (ror) and write operation required (wor) 

from device to selector, 

In review, the procedure for transferring an item across the inter- 
face consists of two parts: first the command, from the selector 
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to the device, and second the item itself, on the data lines. ‘The 
transfer of the command and of the item are: each under control of a pair 
of lines called ready and acknowledge. When the command or item has been 
placed on the appropriate ithae, a signal will be sent from sender to 
receiver on the appropriate ready line, indicating that the information 
may be read. When the item has been ‘successfully read, the receiver will 
signal back to the sender on the saecclared alinavidave line. 

The first digorieha to be presented will read data from device to 
selector. As stated in Chapter 4, it was as follows: 

When empty buffer receives read data command from selector, acknow- 

ledge it and pass it on to the device.. | 

After handling the read comand, wait for device to send data back, 

When data arrives, acknowledge it, and pass it on to the selector. 

When empty buffer receives ror signal from device, fabricate a read 

data command and send it to device. Send rer. to selector, When 

data arrives from device and read data eaatd arrives from selector, 


pass data to selector. 


In order to specify in detail all the various sequences of signals 
which may arrive at the two interfaces to the buffer, this algorithm is. 
presented in Figure A-l as a state transition diagram. In this diagram, 
states 1-4 represent the first two parts of the algorithm; states 5-9 
deal with the ror signal, 

Two algorithms were presented for the weLting of data, one with and 
one without the write operation required Line (wor). The. one not involving 
the wor line, being simpler, has been preferred throughout fe thesis. 


Both will be presented here to show the relative complexity. 
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pick up 
data, send 
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Legend 


c-rdy and read-data/s state # 


signal/origin 


= device interface 
= selector interface 


Figure A-1: Read data algorithm for buffer, 
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The algorithm not involving the wor line is as follows: 
Whenever the buffer contains a data item from the selector, 
send a write data command to device, and an acknowledgement, 
send data to device. When a write data command arrives from 
selector, acknowledge, to wait until buffer is empty. Then 
wait for data from selector, pickup data and acknowledge it. 
This is pictured as a state transition diagram in Figure A-2. Figure 
A-3 presents the variant which contains the wor line. As the diagrams 
show, the use of the wor line adds considerable complexity to the buffer's 


algorithm, 
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Figure A-2:; Write data algorithm for buffer without wor line. 
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Send 
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-Figure A-3: Write data algorithm for buffer with wor line. 


Appendix B 
Review of Interface Between Device and Device Selector 


The interface between device and device selector has been designed 
to allow asynchronous interchange of data, state information, record 
numbers, and potentially other sorts of values, Modifications to the 
interface have allowed it to operate successfully in conjunction with 
buffering, with multiplexing of various sorts, and with processor 
scheduling. 
aneanae the interface is asynchronous, control lines are needed to 
co-ordinate the transfer of information. In particular, two lines, called 
ready and acknowledge, are used for any set of tee aiwat ton lines. The 
ready line runs from the wectier to the receiver of the information, and — 
a signal over it means that the information lines are now Caxeging a 
valid set of signala and may be read, The acknowledge line runs in the 
reverse direction, from the receiver to the sender of the information, and 
a signal over this line means that the information has been received, and 
that the sender of the information need no longer hold the information 
lines in a valid state, | | 
The various lines in the interface are diagrammed in Figure B-1. 
The following is a description of the function of each line. 
Command - The steps necessary to move an item of information across 
the interface consist of two parts: cha tieatsa commad ice selector 
to device declaring what is to be transferred and in which direction, 
the second the item itself. These lines carry the command. [t is 
presumed that there are sufficient lines to distinguish the various 
commands, . 
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command ready ~ 


“ command acknowledge 


command ~ 


“read ready 


read acknowledge — 


write ready ~ 
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device 
selector 


“ write acknowledge device 


- data ~ 


< error and event signals 


- read operation required 


i 


buffer error recovery ~ 


- reverse write ready 


- need processor 


Figure B-1: Complete device-selector interface. 
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Command ready and command acknowledge - these two lines control the 
flow of information across the command lines, in the fashion 


described above, 


Data - the second half of each transaction at the interface is the 
transfer of the item specified by the command. These lines carry 

the item itself. Whether the item is data, state word, or record 
number; and whether the item is read or written is specified by the 
command, The number of lines in this connection has not been 
specified as part of the thesis , but unless the interface is modified 
there must be sufficient lines to hold the state word and the record 


number information. 


Read ready and read acknowledge - these lines control flow of infor- 
mation in the data lines in the case in which the information moves 


from device to device selector. 


Write ready and write acknowledge - these lines control the flow of 
information on the data lines in the case in which the informat ton 


flows from selector to device. 


Reverse write ready - in order that certain kinds of multiplexing 

work properly, it is necessary that the device itself generate a 
signal whenever it is ready to perform the data transfer. For reading, 
the read ready line serves this function; the reverse write ready is 
provided in the case of writing. The meaning of the signal toa 
multiplexor is that it should now assign itself to this device, This 
line is not strictly a ready line, for it does not control information 


transfer as a ready line does, but the buffer algorithms of Appendix A 
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have been adjusted so that the write ready signal is generated only 


in response to a reverse write ready. 


Error and event signals - these are lines which the device uses to 
report errors and events as discussed in Chapter 2. Errors and events 
are distinguished in that an error signal reports a synchronous 
occurence and results in an error handler being run on the 1/0 
process, whereas an event signal reports an asynchronous event and 


results in the scheduling of an event process, 


Read operation required - this line runs from device to buffer, and 
is used during reading, to force the buffer to accept an item from 
the device if the processor lags behind. .See Appendix A for the 


specific sequence of signals. 


Buffer error recovery - these lines run from the processor through 
the buffers, and serve to restore the buffer to a known state after 
an error. Two specific recoveries were discussed in Chapter 4: 
discarding the buffer contents and reversing the direction of flow 


from writing to reading. 


Need processor - this signal is received by the processor, and is 
generated by a device or by a buffer, Its ‘naekine is that the 1/0 
process in charge of the service should be scheduled. 
Comparison with Other I/O Interfaces 
A discussion of two other I/O interfaces will give some further 
insight into the operation of this interface, and will at the same time 
show that this interface is not greatly different from interfaces in use 


today. 
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The interface which is used on Multics for control of devices other 
than communication devices is the "Common Peripheral Interface" (25) which 
is standard over much of the Honeywell line. In major respects it is 
similar to the one proposed here. All information is transferred 
asynchronously, using soheeol lines similar to ready and acknowledge. 
Also, one set of lines is used both for data and status, the uses being 
distinguished by a command. The interface differs in that there are 
separate lines in each direction, and the data lines to the device also 
carry the commands, A special control line is used to signal the presence 
of a command on these lines. 

There are two important differences between this interface and the 
one proposed in this thesis. First, the Honeywell interface has four lines 
running from the device, which at all times indicates the state of the 
device. Thus it is always possible to test the state without sending a 
command and receiving a state word across the interface. This avoids the 
complex interaction which results from needing to test the state in the 
middle of some other interface transaction. Since additional state infor- 
mation can be obtained by sending a command across the interface, these 
four lines could be viewed as a cross between state information and the 
error and event lines. The Honeywell ieee does contain a Separate 
line to report asynchronous events. 

The other important distinction between the interfaces is that the 
Honeywell interface allows a command to pees not one but a number of 
data transfers. The sivantaae oF this is that it increases throughput 
across the interface by eliminating the repeated command transfer. This 


form of the command is consistent with the view that a channel executes 
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a single instruction which results in a sequence of data transfers, The . 
one instruction would then trigger the one command. In the system of this 
thesis, in which each data transfer is performed. by een ate machine 
instruction, it is more reasonable to imagine the command to be generated. 
and sent anew as part of each transfer. However, one could devise a 
special line to achieve the same effect as the. Honeywe1l1 interface: :a line 
from selector to device sicek Genatas is "use again the same command as 
last time". | 

The IBM System/360 and System/370 have a standard interface 
between channel and device control unit which serves the same function 
as the interfaces so far discussed (26). It is again similar, with 
asynchronous transfers over one set of data lines in each direction 
regulated by control lines similar to ready and acknowledge, Like the 
Honeywell interface, the IBM interface aliows one command to trigger wor 
one but a sequence of transfers. The IBM interface differs in that the 
Sequence of control signals across the interface is.much more complicated, 
to some extent because the channel may be shared among several devices, so 
that the interface control signals must also select the proper device. An 
interesting question is whether the protocol used to select the device 
could be used as a means of implementing the device selector of this 


thesis. 
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